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* * * * First change * * * *
[bookmark: _Toc130904642][bookmark: _Hlk131066029][bookmark: _Hlk102052065]7.5.8.6	Session Report IE within PFCP Session Report Request
The Session Report grouped IE shall be encoded as shown in Table 7.5.8.6-1.
Table 7.5.8.6-1: Session Report IE within PFCP Session Report Request
	Octet 1 and 2
	
	
	Session Report IE Type = 214 (decimal)

	Octets 3 and 4
	
	
	Length = n

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	[bookmark: _PERM_MCCTEMPBM_CRPT05020998___7]
	
	
	Sxa
	Sxb
	Sxc
	N4
	N4mb
	[bookmark: _PERM_MCCTEMPBM_CRPT05020999___7]

	SRR ID
	M
	This IE shall identify the SRR for which usage is reported.
	-
	-
	-
	X
	-
	SRR ID

	Access Availability Report
	C
	 This IE shall be present if change of access availability needs to be reported. When present, this IE shall indicate an access type and whether the access type has become available or unavailable.
	-
	-
	-
	X
	-
	Access Availability Report

	QoS Monitoring Report
	C
	This IE shall be present if there is Report Type indicates at least a QoS Monitoring Report that needs to be reported.
Several IEs within the same IE type may be present to represent a list of QoS Monitoring Reports, e.g. for different QoS flows.
	-
	-
	-
	X
	-
	QoS Monitoring Report



The Access Availability Report IE shall be encoded as shown in Table 7.5.8.2-2.
Table 7.5.8.6-2: Access Availability Report IE
	Octet 1 and 2
	
	
	Access Availability Report IE Type = 218 (decimal)

	Octets 3 and 4
	
	
	Length = n

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	[bookmark: _PERM_MCCTEMPBM_CRPT05021003___7]
	
	
	Sxa
	Sxb
	Sxc
	N4
	N4mb
	[bookmark: _PERM_MCCTEMPBM_CRPT05021004___7]

	Access Availability Information
	M
	This IE shall indicate an access type and whether the access type has become available or not available.

Up to two IEs with the same IE type may be present to report access availability changes for 3GPP and non-3GPP accesses.
	-
	-
	-
	X
	-
	Access Availability Information



The QoS Monitoring Report IE shall be encoded as shown in Table 7.5.8.6-3.
Table 7.5.8.6-3: QoS Monitoring Report IE
	Octet 1 and 2
	
	
	QoS Monitoring Report IE Type = 247 (decimal)

	Octets 3 and 4
	
	
	Length = n

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	N4mb
	

	QFI
	M
	This IE shall identify the QoS Flow Identifier for which QoS monitoring is reported.
	-
	-
	-
	X
	-
	QFI

	QoS Monitoring Measurement
	M
	This IE shall contain the measured packet delay(s) or the indication of packet delay measurement failure.
	-
	-
	-
	X
	-
	QoS Monitoring Measurement

	Time Stamp
	M
	This IE shall provide the timestamp when the collection of the information in this report was generated.
	-
	-
	-
	X
	-
	Time Stamp

	Start Time
	O
	When present, this IE shall provide the timestamp when the collection of the information in this report was started.
	-
	-
	-
	X
	-
	Start Time






* * * * Next Change * * * *
[bookmark: _Toc19717366][bookmark: _Toc27490867][bookmark: _Toc27557160][bookmark: _Toc27724077][bookmark: _Toc36031151][bookmark: _Toc36043071][bookmark: _Toc36814396][bookmark: _Toc44689254][bookmark: _Toc44924008][bookmark: _Toc51860978][bookmark: _Toc57930749][bookmark: _Toc57931379][bookmark: _Toc130904682]8.2.21	Report Type
The Report Type IE shall be encoded as shown in Figure 8.2.21-1. It indicates the type of the report the UP function sends to the CP function.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 39 (decimal)
	

	
	3 to 4
	Length = n
	

	
	5
	Spare
	UISR
	SESR
	TMIR
	UPIR
	ERIR
	USAR
	DLDR
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.2.21-1: Report Type
 Octet 5 shall be encoded as follows:
-	Bit 1 – DLDR (Downlink Data Report): when set to "1", this indicates Downlink Data Report
-	Bit 2 – USAR (Usage Report): when set to "1", this indicates a Usage Report
-	Bit 3 – ERIR (Error Indication Report): when set to "1", this indicates an Error Indication Report.
-	Bit 4 – UPIR (User Plane Inactivity Report): when set to "1", this indicates a User Plane Inactivity Report.
-	Bit 5 –TMIR (TSC Management Information Report): when set to "1", this indicates a TSC Management Information Report.
-	Bit 6 – SESR (Session Report) (SESR): when set to "1", this indicates a Session Report.
-	Bit 7 – UISR (UP Initiated Session Request):	when set to "1", this indicates it is a UP function initiated request for a reason which is indicated by the PFCPSRReq-Flags, for the PFCP session.
-	Bit 8 – Spare, for future use and set to "0".
At least one bit shall be set to "1". Several bits may be set to "1".

* * * * End of changes * * * *

