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	Reason for change:
	The path attribute in AmfUpdateEventOptionItem may also contain the JSON pointer to "/options/notifFlag" attribute of the event subscription resource, with the Pattern: "\/options\/notifFlag$".

In openAPI, the pattern of path attribute only includes the JSON pointer to "/options/expiry": pattern: '\/options\/expiry$'.

It is proposed to extend the pattern of path attribute.
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	Corrects the pattern of path attribute.
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	Update of the notifFlag is not allowed in OpenAPI.
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	This contribution introduces backward compatible corrections to the OpenAPI of Namf_EventExposure API.
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* * * First Change * * * *

[bookmark: _Toc25156499][bookmark: _Toc34124803][bookmark: _Toc43207929][bookmark: _Toc49857402][bookmark: _Toc56677243][bookmark: _Toc56691766][bookmark: _Toc56699030][bookmark: _Toc89035280][bookmark: _Toc89065078][bookmark: _Toc89180377][bookmark: _Toc97072056][bookmark: _Toc130826809]6.2.6.2.18	Type: AmfUpdateEventOptionItem
Table 6.2.6.2.18-1: Definition of type AmfUpdateEventOptionItem
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	op
	string
	M
	1
	This IE indicates the patch operation as defined in IETF RFC 6902 [14] to be performed on resource.
This IE shall support the following values:
 Enum: "replace"
	

	path

	string
	M
	1
	This IE contains a JSON pointer value (as defined in IETF RFC 6901 [40]) that references a location of a resource on which the patch operation shall be performed.

This IE shall contain the JSON pointer to "/options/expiry" attribute of the event subscription resource.

Pattern: "^\/options\/expiry$"

To update the notifFlag attribute, this IE shall contain the JSON pointer to "/options/notifFlag" attribute of the event subscription resource.

Pattern: "^\/options\/notifFlag$"

	

	value
	DateTime
	M
	1
	This IE indicates the updated expiry timer value as suggested by the NF service consumer.

For update the notifFlag attribute, it shall contain the Null value. AMF shall ignore the value and not modify the expiry attribute.

	

	notifFlag
	NotificationFlag
	O
	0..1
	Indicates the notification flag, which is used to mute/unmute notifications and to retrieve events stored during a period of muted notifications.
	EneNA
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[bookmark: _Toc25156616][bookmark: _Toc34124921][bookmark: _Toc43208057][bookmark: _Toc49857524][bookmark: _Toc56677370][bookmark: _Toc56691893][bookmark: _Toc56699157][bookmark: _Toc89035526][bookmark: _Toc89065325][bookmark: _Toc89180626][bookmark: _Toc97072321][bookmark: _Toc129112927]A.3	Namf_EventExposure API
openapi: 3.0.0

info:
  version: 1.2.2
  title: Namf_EventExposure
  description: |
    AMF Event Exposure Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
    AmfUpdateEventOptionItem:
      description: Document describing the modifications to AMF event subscription options
      type: object
      properties:
        op:
          type: string
          enum:
            - replace
        path:
          type: string
          pattern: '^(\/options\/expiry|\/options\/notifFlag)$'
        value:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        notifFlag:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NotificationFlag'
      required:
        - op
        - path
        - value
[…]
* * * End of Changes * * * *

