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27.22.4.7.7.4.1	Initial conditions
The ME is connected to the USIM Simulator and connected to the NG-SS.
The NG-RAN parameters of the system simulator are:
-	Mobile Country Code (MCC) = 001;
-	Mobile Network Code (MNC) = 01;
-	Tracking Area Code (TAC) = 000001;
The elementary files are coded as the default NG-RAN UICC with the following exceptions:
EFUST (USIM Service Table)
Logically:
User controlled PLMN selector available
Fixed dialling numbers available	
The GSM Access available
The Group Identifier level 1 and level 2 not available
Service n 33 (Packed Switched Domain) shall be set to '1'
Enabled Services Table available
EPS Mobility Management Information available
Allowed CSG Lists and corresponding indications
5GS Mobility Management Information available
5G Security Parameters available
Subscription identifier privacy support available
SUCI calculation by the USIM not available
Support for SUPI of type NSI or GLI or GCI available

	Byte:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Binary:
	xxxx xx1x
	xxxx xxxx
	xxxx 1x00
	xxxx x1xx
	xxxx xx11
	xxxx xxxx
	xxxx xxxx
	xxxx xxxx

	
	
	
	
	
	
	
	
	
	
	
	

	
	B9
	B10
	B11
	
	B16
	B17
	
	

	
	xxxx xxxx
	xxxx xxxx
	xx11 xxxx
	.....
	xxx0 111x
	xxxxxx1x
	
	



The coding of EFUST shall conform with the capabilities of the USIM used.
EFSUPI_NAI (SUPI as Network Access Identifier)
Logically:	
Network Access Identifier TLV data object:	userid18@example.com80 14 75 73 65 72 69 64 31 38 40 65 78 61 6D 70 6C 65 2E 63 6F 6D
SUPI Type: NSI
Username: userid18
[bookmark: MCCQCTEMPBM_00000128]Realm:  example.com
	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	80 
	14
	75
	73
	65
	72
	69
	64

	
	B9
	B10
	B11
	B12
	B13
	B14
	B15
	B16

	
	31
	38
	40
	65
	78
	61
	6D
	70

	
	B17
	B18
	B19
	B20
	B21
	B22
	
	

	
	6C
	65
	2E
	63
	6F
	6D
	
	



EFIMSI (IMSI)
This file shall not be available.
EFAD (Administrative Data)
Logically:	Type approval operations
	OFM to be deactivated by the Terminal
	Length of MNC in the IMSI: 0

	Coding:
	B1
	B2
	B3
	B4

	Hex
	80
	00
	00
	00



Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

