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* * * * First change * * * *
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Figure 4.5.2.2.2-1 shows a scenario where the NF service consumer sends a request to the NWDAF to subscribe for event notification(s) (as shown in 3GPP TS 23.288 [17]).
[image: ]
Figure 4.5.2.2.2-1: NF service consumer subscribes to notifications
The NF service consumer shall invoke the Nnwdaf_MLModelProvision_Subscribe service operation to subscribe to event notification(s). The NF service consumer shall send an HTTP POST request with "{apiRoot}/nnwdaf-mlmodelprovision/<apiVersion>/subscriptions" as Resource URI representing the "NWDAF ML Model Provision Subscriptions", as shown in figure 4.5.2.2.2-1, step 1, to create a subscription for an "Individual NWDAF ML Model Provision Subscription" according to the information in message body. 
The NwdafMLModelProvSubsc data structure provided in the request body shall include: 
-	an URI where to receive the requested notifications as the "notifUri" attribute; and
-	a description of the subscribed events as the "mLEventSubscs" attribute that, for each event, the MLEventSubscription data type shall include:
1)	an event identifier as the "mLEvent" attribute;
2)	event filter information as the "mLEventFilter" attirbute; and
and may include:
1)	an identification of target UE information as the "tgtUe" attribute; 
2)	a time interval during which the ML model shall be reported as the "mLTargetPeriod" attirbute; and
3)	the time when the subscription expired as the "expiryTime" attirbute.
The NwdafMLModelProvSubsc data structure provided in the request body may include:
-	a notification correlation identifier assigned by the NF service consumer for the requested notifications as "notifCorreId" attribute; and
-	the reporting requirement information of the subscription as the "eventReq" attribute.
For different event types, the "mLEventFilter" attribute within the MLEventSubscription data type:
-	if the event is "SLICE_LOAD_LEVEL", shall provide:
1)	the S-NSSAI as the "snssais" attribute; and/or
2)	the identification(s) of Network Slice instance as the "nsiIdInfos" attribute;
and may provide: 
1)	an optional list of analytics subsets as the "listOfAnaSubsets" attribute;
-	if the event is "SERVICE_EXPERIENCE", may provide:
1)	the identification of the application as the "appIds" attribute;
2)	the S-NSSAI as the "snssais" attribute;
3)	the identification(s) of Network Slice instance as the "nsiIdInfos" attribute;
4)	the Area of Interest (AOI) as the "networkArea" attribute;
5)	the identification of DNN as the "dnns" attribute;
6)	identification of user plane access to DN(s) which the subscription applies as the "dnais" attribute; and
7)	identification(s) of RAT type(s) and/or frequency(ies) of UE's serving cell(s) which the subscription applies by "ratFreqs" attribute;
-	if the event is "UE_MOBILITY", may provide:
1)	Area of Interest (AOI) as the "networkArea" attribute; and
-	if the feature "UeMobilityExt" is supported and the event is "UE_MOBILITY", may provide:
1)	Visited Area(s) of Interest as the "visitedAreas" attirbute;
-	if the event is "UE_COMM", may provide:
1)	the S-NSSAI as the "snssais" attribute;
2)	the identification of DNN as the "dnns" attribute;
3)	the identification of the application as the "appIds" attribute;
4)	the Area of Interest (AOI) as the "networkArea" attribute; and
5)	an optional list of analytics subsets as the "listOfAnaSubsets" attribute.
-	if he event is "QOS_SUSTAINABILITY", shall provide:
1)	The QoS requirements via "qosRequ" attribute; and
2)	Location information as "networkArea" attribute;
	and may provide: 
1)	identification of network slice(s) by "snssais" attirbute;
-	if the event is "ABNORMAL_BEHAVIOUR", may provide:
1)	the S-NSSAI as the "snssais" attribute;
2)	the identification of DNN as the "dnns" attribute;
3)	the identification of the application as the "appIds" attribute;
4)	the Area of Interest (AOI) as the "networkArea" attribute;
5)	expected UE behaviour via "exptUeBehav" attribute; and
6)	either the expected analytics type via "exptAnaType" attribute or a list of exception Ids with the associated thresholds via "excepRequs" attirbute;
-	if the event is "USER_DATA_CONGESTION", shall provide:
1)	the Area of Interest (AOI) as the "networkArea" attribute;
2)	an optional list of analytics subsets as the "listOfAnaSubsets" attribute; and
3)	the S-NSSAI as the "snssais" attirbute;
-	if the event is "NF_LOAD", may provide:
1)	the S-NSSAI as the "snssais" attribute;
2)	either list of NF instance IDs in the "nfInstanceIds" attribute or list of NF set IDs in the "nfSetIds" attribute;
3)	list of NF instance types in the "nfTypes" attribute;
4)	the Area of Interest (AOI) as the "networkArea" attribute; and
5)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
-	if the event is "NETWORK_PERFORMANCE", may provide:
1)	Area of Interest (AOI) as the "networkArea" attribute; and
2)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
-	if the event is "NSI_LOAD_LEVEL", shall provide:
1)	the S-NSSAI as the "snssais" attribute; and/or
2)	the identification(s) of Network Slice instance as the "nsiIdInfos" attribute;
	and may provide: 
1)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
-	if the event is "SM_CONGESTION", shall provide:
[bookmark: _Hlk97242808]1)	the S-NSSAI as the "snssais" attribute; and/or
2)	the identification of DNN as the "dnns" attribute;
	and may provide:
1)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
-	if the event is "REDUNDANT_TRANSMISSION", may provide:
1)	the Area of Interest (AOI) as the "networkArea" attribute;
2)	the S-NSSAI as the "snssais" attribute; and
3)	the identification of DNN as the "dnns" attirbute;
-	if the event is "WLAN_PERFORMANCE", may provide:
1)	the Area of Interest (AOI) as the "networkArea" attribute;
2)	the SSID(s) and BSSID(s) as "wlanReqs" attribute; and
3)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
-	if the event is "DN_PERFORMANCE", may provide:
1)	the identification of the application as the "appIds" attribute;
2)	the S-NSSAI as the "snssais" attribute;
3)	the identification(s) of Network Slice instance as the "nsiIdInfos" attribute;
4)	the Area of Interest (AOI) as the "networkArea" attribute;
5)	the identification of the UPF as the "upfInfo" attribute;
6)	the identification of DNN as the "dnns" attribute;
7)	identification of user plane access to DN(s) which the subscription applies as the "dnais" attribute;
8)	IP address(s)/FQDN(s) of the Application Server(s) as the "appServerAddrs" attribute;
9)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
-	if the event is "DISPERSION", may provide:
1)	the Area of Interest (AOI) as the "networkArea" attribute;
2)	the S-NSSAI as the "snssais" attribute;
3)	the identification of the application as the "appIds" attribute;
4)	dispersion analytics requirements in "disperReqs" attribute;
5)	an optional list of analytics subsets as the "listOfAnaSubsets" attirbute;
Upon the reception of an HTTP POST request with: "{apiRoot}/nnwdaf-mlmodelprovision/<apiVersion>/subscriptions" as Resource URI and NwdafMLModelProvSubsc data structure as request body, the NWDAF shall create a new subscription and store the subscription.
If the NWDAF created an "Individual NWDAF ML Model Provision Subscription" resource, the NWDAF shall respond with "201 Created" with the message body containing a representation of the created subscription, as shown in figure 4.5.2.2.2-1, step 2. The NWDAF shall include a Location HTTP header field. The Location header field shall contain the URI of the created subscription i.e. "{apiRoot}/nnwdaf-mlmodelprovision/<apiVersion>/subscriptions/{subscriptionId}". 
If the immediate reporting indication in the "immRep" attribute within the "eventReq" attribute sets to true during the event subscription, the NWDAF shall include the reports of the subscribed events, if available, as the "mLEventNotifs" attribute in the HTTP POST response.
If not all the requested events in the subscription are accepted, then the NWDAF may include the "failEventReports" attribute indicating the event(s) for which the subscription failed and the associated reason(s).
If there is no associated ML model available for all the listed "mLEvent" attribute, the NWDAF which contains MTLF shall send a "500 Internal Server Error" status code to the NF service consumer. Also, the corresponding failure reason via a "problemDetails" attribute with the "cause" attribute set to "UNAVAILABLE_ML_MODEL_FOR_ALLEVENTS". 
When the "notifFlag" attribute within the "eventReq" attribute is included and set to "DEACTIVATE" in the request, the NWDAF shall mute the event notification and store the available events until the NF service consumer requests to retrieve them by setting the "notifFlag" attribute to "RETRIEVAL" or until a muting exception occurs (e.g. full buffer). When a muting exception occurs, if the EnhDataMgmt feature is supported, the NWDAF may consider the contents of the "notifFlagInstruct" attribute within the "eventReq" attribute (if provided) and/or local configuration to determine its actions.
[bookmark: _Hlk131065281]If the EnhDataMgmt feature is supported and the NWDAF accepts the muting instructions provided in the "notifFlag" and/or the "notifFlagInstruct" attributes, it may indicate the applied muting notification settings within the "mutingSetting" attribute in the response. If the NWDAF does not accept the muting instructions provided in the "notifFlag" and/or the "notifFlagInstruct" attributes, it shall send an HTTP "403 Forbidden" error response including the "cause" attribute set to "MUTING_INSTR_NOT_ACCEPTED".
If other errors occur when processing the HTTP POST request, the NWDAF shall send an HTTP error response as specified in clause 5.4.7.
* * * * Next change * * * *
[bookmark: _Toc129332889]4.5.2.2.3	Update subscription for event notifications
Figure 4.5.2.2.3-1 shows a scenario that the NF service consumer sends an HTTP PUT request to the NWDAF to modify an existing subscription (as shown in 3GPP TS 23.288 [17]).


Figure 4.5.2.2.3-1: Modification of events subscription information using HTTP PUT
The NF service consumer shall invoke the Nnwdaf_MLModelProvision_Subscribe service operation to modify an existing ML Model subscription. The NF service consumer shall send an HTTP PUT request with: "{apiRoot}/nnwdaf-mlmodelprovision/<apiVersion>/subscriptions/{subscriptionId}" as Resource URI, where "{subscriptionId}" is the event subscriptionId of the existing subscription to be modified, to update an "Individual NWDAF ML Model Provision Subscription" according to the information in the message body. The NwdafMLModelProvSubsc data structure provided in the request body shall include the same contents as described in clause 4.5.2.2.2.
Upon receipt of an HTTP PUT request with: "{apiRoot}/nnwdaf-mlmodelprovision/<apiVersion>/subscriptions/{subscriptionId}" as Resource URI and NwdafMLModelProvSubsc data type as request body, if the request is successfully processed and accepted, the NWDAF shall:
-	modify the concerned subscription; and
-	store the subscription.
NOTE:	The "notifUri" attribute within the NwdafMLModelProvSubsc data structure can be modified to request that subsequent notifications are sent to a new NF service consumer.
If the NWDAF successfully processed and accepted the received HTTP PUT request, the NWDAF shall update an "Individual NWDAF ML Model Provision Subscription" resource, and shall respond with:
-	HTTP "204 No Content" response (as shown in figure 4.5.2.2.3-1, step 2a); or
-	HTTP "200 OK" response (as shown in figure 4.5.2.2.3-1, step 2b) with a response body containing a representation of the updated subscription in the NwdafMLModelProvSubsc data type.
If not all the requested events in the subscription are modified successfully, then the NWDAF may include the "failEventReports" attribute indicating the event(s) for which the subscription failed and the associated reason(s).
When the "notifFlag" attribute within the "eventReq" attribute is included in the request with the value "DEACTIVATE", the NWDAF shall mute the event notification and store the available events until the NF service consumer requests to retrieve them by setting the "notifFlag" attribute to "RETRIEVAL" or until a muting exception occurs (e.g. full buffer). When a muting exception occurs, if the EnhDataMgmt feature is supported, the NWDAF may consider the contents of the "notifFlagInstruct" attribute within the "eventReq" attribute (if provided) and/or local configuration to determine its actions; if the "notifFlag" attribute is set to the value "RETRIEVAL", the NWDAF shall send the stored events to the NF service consumer, mute the event notification again and store available events; if the "notifFlag" attribute is set to the value "ACTIVATE" and the event notifications are muted (due to a previously received "DECATIVATE" value), the NWDAF shall unmute the event notification, i.e. start sending again notifications for available events.
[bookmark: _Hlk131065346]If the EnhDataMgmt feature is supported and the NWDAF accepts the muting instructions provided in the "notifFlag" and/or the "notifFlagInstruct" attributes, it may indicate the applied muting notification settings within the "mutingSetting" attribute in the response. If the NWDAF does not accept the muting instructions provided in the "notifFlag" and/or the "notifFlagInstruct" attributes, it shall send an HTTP "403 Forbidden" error response including the "cause" attribute set to "MUTING_INSTR_NOT_ACCEPTED".
If other errors occur when processing the HTTP PUT request, the NWDAF shall send an HTTP error response as specified in clause 5.4.7.
If the NWDAF determines that the received HTTP PUT request needs to be redirected, the NWDAF shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [6].
* * * * Next change * * * *
[bookmark: _Toc83233201][bookmark: _Toc85553130][bookmark: _Toc85557229][bookmark: _Toc88667739][bookmark: _Toc90656024][bookmark: _Toc94064429][bookmark: _Toc98233831][bookmark: _Toc101244612][bookmark: _Toc104539217][bookmark: _Toc112951340][bookmark: _Toc113031880][bookmark: _Toc114134019][bookmark: _Toc120702520][bookmark: _Toc129333168]5.4.3.2.3.1	POST
This method shall support the URI query parameters specified in table 5.4.3.2.3.1-1.
Table 5.4.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.4.3.2.3.1-2 and the response data structures and response codes specified in table 5.4.3.2.3.1-3.
Table 5.4.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NwdafMLModelProvSubsc
	M
	1
	Creates a new Individual NWDAF ML Model Provision Subscription resource.



Table 5.4.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NwdafMLModelProvSubsc
	M
	1
	201 Created
	The creation of an Individual NWDAF ML Model Provision Subscription resource is confirmed and a representation of that resource is returned.

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] also apply.
NOTE 2:	Failure causes are described in subclause 5.4.7.3.



Table 5.4.3.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nnwdaf-mlmodelprovision/<apiVersion>/subscriptions/{subscriptionId}



* * * * Next change * * * *
[bookmark: _Toc83233207][bookmark: _Toc85553136][bookmark: _Toc85557235][bookmark: _Toc88667745][bookmark: _Toc90656030][bookmark: _Toc94064435][bookmark: _Toc98233837][bookmark: _Toc101244618][bookmark: _Toc104539223][bookmark: _Toc112951346][bookmark: _Toc113031886][bookmark: _Toc114134025][bookmark: _Toc120702526][bookmark: _Toc129333174]5.4.3.3.3.1	PUT
This method shall support the URI query parameters specified in table 5.4.3.3.3.1-1.
Table 5.4.3.3.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.4.3.3.3.1-2 and the response data structures and response codes specified in table 5.4.3.3.3.1-3.
Table 5.4.3.3.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NwdafMLModelProvSubsc
	M
	1
	Parameters to replace a subscription to NWDAF ML Model Provision Subscription resource.



Table 5.4.3.3.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	NwdafMLModelProvSubsc
	M
	1
	200 OK
	The Individual NWDAF ML Model Provision Subscription resource was modified successfully and a representation of that resource is returned.

	n/a
	
	
	204 No Content
	The Individual NWDAF ML Model Provision Subscription resource was modified successfully.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during Individual NWDAF ML Model Provision Subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF (service) instance.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during Individual NWDAF ML Model Provision Subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF (service) instance.

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] also apply.
NOTE 2:	Failure causes are described in subclause 5.4.7.3.



Table 5.4.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



Table 5.4.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



* * * * Next change * * * *
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Table 5.4.6.2.2-1: Definition of type NwdafMLModelProvSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mLEventSubscs
	array(MLEventSubscription)
	M
	1..N
	Each element identifies the subscription for each event.
	

	notifUri
	Uri
	M
	1
	Identifies the recipient of Notifications sent by the NWDAF.
	

	mLEventNotifs
	array(MLEventNotif)
	C
	1..N
	Notifications about Individual Events.
Shall only be present if the immediate reporting indication in the "immRep" attribute within the "eventReq" attribute sets to true in the event subscription, and the reports are available.
	

	suppFeats
	SupportedFeatures
	C
	0..1
	List of Supported features used as described in clause 5.4.8.
It shall be supplied by NF service consumer in the POST requests that request the creation of an NWDAF ML Model Provision Subscriptions resource, and shall be supplied by the NWDAF in the reply of corresponding request.
	

	notifCorreId
	string
	O
	0..1
	The value of Notification Correlation ID in the corresponding notification.
	

	eventReq
	ReportingInformation
	O
	0..1
	Reporting requirement information of the subscription.
If omitted, the default values within the ReportingInformation data type apply. (NOTE)
	

	failEventReports
	array(FailureEventInfoForMLModel)
	O
	1..N
	Supplied by the NWDAF containing MTLF when available, shall contain the event(s) that the subscription is not successful including the failure reason(s). 
	

	NOTE:	The "eventReq" attribute may include muting instructions within the "notifFlagInstruct" attribute and/or muting notifications settings within the "mutingSetting" attribute only if the EnhDataMgmt feature is supported.



* * * * Next change * * * *
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The application errors defined for the Nnwdaf_MLModelProvision API are listed in table 5.4.7.3-1. 
Table 5.4.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	UNAVAILABLE_ML_MODEL_FOR_ALLEVENTS
	500 Internal Server Error
	Indicates the requested all events ML model is unavailable.

	MUTING_INSTR_NOT_ACCEPTED
	403 Forbidden
	Indicates that the muting instructions received by the NF service consumer cannot be accepted.

	NOTE:	Including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated in the service operation clauses.



* * * * Next change * * * *
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The optional features in table 5.4.8-1 are defined for the Nnwdaf_MLModelProvision API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [6].
Table 5.4.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	EnhDataMgmt
	Indicates the support of enhanced data management mechanisms.



* * * * End of changes * * * *
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