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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28013321][bookmark: _Toc36040076][bookmark: _Toc44692689][bookmark: _Toc45134150][bookmark: _Toc49607214][bookmark: _Toc51763186][bookmark: _Toc58850081][bookmark: _Toc59018461][bookmark: _Toc68169467][bookmark: _Toc114211623][bookmark: _Toc130549032]4.4.7.1	General
In order to create a resource for the Traffic Influence to provide the information of application function influence on traffic routing and/or N6-LAN service function chaining(s), the AF shall send an HTTP POST message to the NEF to the resource "Traffic Influence Subscription", the body of the HTTP POST message may include the AF Service Identifier, external Group Identifier, any UE Indication, the UE address, GPSI, DNN, S-NSSAI, Application Identifier or traffic filtering information, Subscribed Event, Notification destination address, a list of geographicareas(s), AF Transaction Identifier, a list of DNAI(s), routing profile ID(s) or N6 traffic routing information, and/or N6-LAN traffic steering information if SFC feature is supported Indication of application relocation possibility, type of notifications, Temporal validity conditions, and if the URLLC feature is supported, Indication of AF acknowledgement to be expected and/or Indication of UE IP address preservation. If the AF_latency feature is supported, user plane latency requirements may also be included and may support the indication of simultaneous connectivity in the "simConnInd" attribute and the minimum time interval for inactivity of traffic via source PSA in the "simConnTerm" attribute. If the EASDiscovery feature is supported, the indication of the EAS rediscovery may also be included. If the EASIPreplacement feature is supported, EAS IP replacement information may also be included. If the EDGEAPP feature is supported and the "subscribedEvents" attribute is provided, the event reporting requirements may also be included within the "eventReq" attribute. If the FinerGranUEs feature is supported, the External Subscriber Category(ies) and one or more External Group Identifiers may also be included. The Notification destination address shall be included if the Subscribed Event is included in the HTTP request message.
If the feature "CommonEASDNAI" is supported, the AF may include the "tfcCorreInfo" attribute within the "TrafficInfluSub" data type. Within the "TrafficCorrelationInfo" data type, AF may include the "COMMON_DNAI" within the "correType" attribute to indicate that the traffic of the set of UEs associated with the same traffic correlation Id accessing the application identified by an Application Identifier or traffic filtering information should target the EAS(es) corresponding to a common DNAI from the list of DNAI(s) or include the "COMMON_EAS" within the "correType" attribute to indicate that the traffic of the set of UEs associated with the same traffic correlation Id accessing the application identified by the an Application Identifier or traffic filtering information should target a common EAS. In the case of common EAS, within the "TrafficCorrelationInfo" data type, the AF shall additionally include the common EAS address(es) within the "comEasIpv4Addr" attribute and/or "comEasIpv6Addr" attribute and/or the FQDN range corresponding to the application within the "fqdnRange" attribute.
NOTE 1:	Common EAS selection means the common DNAI is selected.
In order to update an existing traffic influence subscription, the AF shall send an HTTP PUT or PATCH message to the resource "Individual Traffic Influence Subscription" requesting to change the traffic influence parameters. 
In order to delete an existing traffic influence subscription, the AF shall send an HTTP DELETE message to the NEF to the resource "Individual Traffic Influence Subscription".
Upon receipt of the HTTP request from the AF, if the AF is authorized, the NEF shall perform the mapping as described in 3GPP TS 23.501 [3], and then perform as described in clause 4.4.7.2 if the request is identified by UE address or perform as described in clause 4.4.7.3 if the request is not identified by UE address.
If the EDGEAPP feature is supported and the "subscribedEvents" attribute is provided in the received HTTP POST request, and immediate reporting was requested by the AF, then user plane path management report(s) shall be included in the HTTP POST response within the "eventReports" attribute, if available. They may also be included in the HTTP PUT/PATCH response, if available.
NOTE 2:	The EAS IP Replacement information and the information indicating the EAS rediscovery are not provided simultaneously.
*** Next Change ***
[bookmark: _Toc28013382][bookmark: _Toc36040138][bookmark: _Toc44692755][bookmark: _Toc45134216][bookmark: _Toc49607280][bookmark: _Toc51763252][bookmark: _Toc58850150][bookmark: _Toc59018530][bookmark: _Toc68169536][bookmark: _Toc114211768][bookmark: _Toc130549181]5.4.3.1	General
This clause specifies the application data model supported by the TrafficInfluence API.
Table 5.4.3.1-1 specifies the data types defined for the TrafficInfluence API.
Table 5.4.3.1-1: TrafficInfluence API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AfAckInfo
	5.4.3.3.6
	Represents acknowledgement information of a traffic influence event notification.
	

	AfResultInfo
	5.4.3.3.5
	Identifies the result of application layer handling.
	

	AfResultStatus
	5.4.3.4.4
	Represents the status of application handling result.
	

	EventNotification
	5.4.3.3.4
	Represents a traffic influence event notification.
	

	SubscribedEvent
	5.4.3.4.3
	Represents the type of UP path management events for which the AF requests to be notified.
	

	TrafficCorrelationInfo
	5.4.3.3.7
	Contains the information for traffic correlation.
	CommonEASDNAI

	TrafficCorrelationType
	5.4.3.4.5
	Indicates that the EAS(es) corresponding to a common DNAI or common EAS should be selected
	CommonEASDNAI

	TrafficInfluSub
	5.4.3.3.2
	Represents a traffic influence subscription.
	

	TrafficInfluSubPatch
	5.4.3.3.3
	Represents parameters to request the modification of a traffic influence subscription resource.
	




*** Next Change ***
[bookmark: _Toc28012258][bookmark: _Toc34123115][bookmark: _Toc36038065][bookmark: _Toc38875447][bookmark: _Toc43191929][bookmark: _Toc45133324][bookmark: _Toc51316828][bookmark: _Toc51762008][bookmark: _Toc56674995][bookmark: _Toc56675386][bookmark: _Toc59016372][bookmark: _Toc63167971][bookmark: _Toc66262481][bookmark: _Toc68166987][bookmark: _Toc73538109][bookmark: _Toc75351985][bookmark: _Toc83231795][bookmark: _Toc85535101][bookmark: _Toc88559564][bookmark: _Toc114210194][bookmark: _Toc120030137][bookmark: _Toc130549196]5.4.3.4.5	Enumeration: CorrelationType
Table 5.4.3.4.5-1: Enumeration CorrelationType
	Enumeration value
	Description
	Applicability

	COMMON_DNAI
	Indicates that the EAS(es) corresponding to a common DNAI should be selected.
	

	COMMON_EAS
	Indicates that the common EAS should be selected
	


*** End of Changes ***
