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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc85734252][bookmark: _Toc89431551][bookmark: _Toc97042359][bookmark: _Toc97045503][bookmark: _Toc97155248][bookmark: _Toc101521385][bookmark: _Toc129169584]8.1.5.2.2	Type: EASRegistration
Table 8.1.5.2.2-1: Definition of type EASRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easProf
	EASProfile
	M
	1
	The profile information of the EAS. 
	

	expTime
	DateTime
	O
	0..1
	Identifies the expiration time for the EAS registration. If the expiration time is not present, then it indicates that the registration of EAS never expires.
	

	suppFeat
	SupportedFeatures
	OC
	0..1
	Used to negotiate the supported optional features of the API as described in clause 7.8.
This attribute shall be provided in the HTTP POST request and in the response of successful resource creation.
	



*** Next Change ***
[bookmark: _Toc85734353][bookmark: _Toc89431652][bookmark: _Toc97042464][bookmark: _Toc97045608][bookmark: _Toc97155353][bookmark: _Toc101521490][bookmark: _Toc129169699]8.4.5.2.2	Type: ACInfoSubscription
Table 8.4.5.2.2-1: Definition of type ACInfoSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	The application identifier of the EAS, e.g. URI, FQDN, subscribing for AC information report.
	

	acFltrs
	array(ACFilters)
	O
	1..N
	Filters to retrieve the information about particular ACs.
	

	expTime
	DateTime
	O
	0..1
	Indicates the expiration time of the subscription. If the expiration time is not present, then it indicates that the EAS subscription never expires.
	

	eventReq
	ReportingInformation
	O
	0..1
	Represents the reporting requirements of the AC information subscription. (NOTE)
	

	notificationDestination
	Uri
	C
	0..1
	URI where the notification on information about particular ACs should be delivered to. This attribute shall be present in HTTP POST message to EES and maybe present in HTTP PUT request.
	

	requestTestNotification
	boolean
	O
	0..1
	Set to true by Subscriber to request the EES to send a test notification as defined in clause 7.6. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 7.6.
	Notification_websocket

	suppFeat
	SupportedFeatures
	OC
	0..1
	Used to negotiate the supported optional features of the API as described in clause 7.8.
This attribute shall be provided in the HTTP POST request and in the response of successful resource creation.
	

	NOTE:	The applicable values of the ReportingInformation data type are, "immRep", "notifMethod", "maxReportNbr", "monDur", "repPeriod".




*** Next Change ***
[bookmark: _Toc65839257][bookmark: _Toc85734391][bookmark: _Toc89431690][bookmark: _Toc97042502][bookmark: _Toc97045646][bookmark: _Toc97155391][bookmark: _Toc101521531][bookmark: _Toc129169742]8.5.5.2.2	Type: SessionWithQoS
Table 8.5.5.2.2-1: Definition of type SessionWIthQoS
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Uri
	C
	0..1
	Link to the "Individual Session with QoS" resource. 
Shall only be present in the HTTP GET response on the "Sessions with QoS" resource.
	

	easId
	string
	M
	1
	The application identifier of the EAS, e.g. URI, FQDN.
	

	ueIpv4Addr
	Ipv4Addr
	O
	0..1
	IPv4 address of the UE. (NOTE 1)
	

	ueIpv6Addr
	Ipv6Addr
	O
	0..1
	IPv6 address of the UE. (NOTE 1)
	

	ipDomain
	string
	O
	0..1
	Identifies the IP domain.
The attribute may only be provided if the ueIpv4Addr attribute is present.
	

	ueId
	Gpsi
	O
	0..1
	Identifier of the UE for which related session with QoS is requested to. (NOTE 1)
	

	intGrpId
	GroupId
	O
	0..1
	The internal group identifier, identifying the group of UEs for which related session with QoS is requested to. (NOTE 1)
	

	extGrpId
	ExternalGroupId
	O
	0..1
	The external group identifier, identifying the group of UEs for which the related session with QoS is requested to. (NOTE 1)
	

	ipFlows
	array(FlowDescription)
	M
	1..N
	Contains the flow description for the Uplink and/or Downlink IP flows. 
	

	qosReference
	string
	O
	0..1
	Identifies a pre-defined QoS information (NOTE 2)
	

	altQosReference
	array(string)
	O
	1..N
	Identifies an ordered list of pre-defined QoS information. The lower the index of the array for a given entry, the higher the priority.
	

	events
	array(UserPlaneEvent)
	O
	1..N
	Indicates the events subscribed by the EAS.
	

	sponsorInformation
	SponsorInformation
	O
	0..1
	Describes the sponsor information.
	

	qosMonInfo
	QosMonitoringInformation
	O
	0..1
	Qos Monitoring information. It may be present when the event "QOS_MONITORING" is subscribed.
	

	notificationDestination
	Uri
	C
	0..1
	URI where the event notification shall be delivered to. 
This attribute shall be present if the "events" attribute is included.
	

	dnn
	Dnn
	O
	0..1
	Dnn of the PDU session, a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only.
	

	snssai
	Snssai
	O
	0..1
	S-NSSAI of the PDU session.
	

	maxbrUl
	BitRate
	O
	0..1
	Indicates the (requested) maximum bandwidth in uplink. (NOTE 2)
	

	maxbrDl
	BitRate
	O
	0..1
	Indicates the (requested) maximum bandwidth in downlink. (NOTE 2)
	

	disUeNotif
	boolean
	O
	0..1
	Indicates to disable QoS flow parameters signalling to the UE when the SMF is notified by the NG-RAN of changes in the fulfilled QoS situation when it is included and set to "true". The fulfilled situation is either the QoS profile or an Alternative QoS Profile. The default value "false" shall apply, if the attribute is not present and has not been supplied previously.
	

	requestTestNotification
	boolean
	O
	0..1
	Set to true by Subscriber to request the EES to send a test notification as defined in 3GPP TS 29.122 [6]. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in 3GPP TS 29.122 [6].
	Notification_websocket

	suppFeat
	SupportedFeatures
	OC
	0..1
	Used to negotiate the supported optional features of the API as described in clause 7.8.
This attribute shall be provided in the HTTP POST request and in the response of successful resource creation.
	

	NOTE 1:	Only one of UE IP address (ipv4Addr or ipv6Addr), UE Identifier (ueId), Internal group identifier (intGrpId), or External group identifier (extGrpId) shall be included.
NOTE 2:	Only one of requested QoS (qosReference) or Requested bandwidth (maxbuUl and/or maxbtDl) shall be included.



*** Next Change ***
[bookmark: _Toc85734539][bookmark: _Toc89431838][bookmark: _Toc97042752][bookmark: _Toc97045896][bookmark: _Toc97155641][bookmark: _Toc101521733][bookmark: _Toc129169934]9.1.5.2.2	Type: EESRegistration
Table 9.1.5.2.2-1: Definition of type EESRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eesProf
	EESProfile
	M
	1
	The profile information of the EES. 
	

	expTime
	DateTime
	O
	0..1
	Identifies the expiration time for the EES registration. If the expiration time is not present, then it indicates that the registration of EES never expires.
	

	suppFeat
	SupportedFeatures
	OC
	0..1
	Used to negotiate the supported optional features of the API as described in clause 7.8.
This attribute shall be provided in the HTTP POST request and in the response of successful resource creation.
	



*** End of Changes ***
