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* * * * Start of changes * * * *
5.1	Introduction
The table 5.1-1 lists the Edge Enabler Server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 5.1-1: List of EES Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	Eees_EASRegistration
	Request
	Request/Response
	EAS

	
	Update
	Request/Response
	EAS

	
	Deregister
	Request/Response
	EAS

	Eees_UELocation
	Get
	Request/Response
	EAS

	
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_UEIdentifier
	Get
	Request/Response
	EAS

	Eees_AppClientInformation
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_SessionWithQoS
	Create
	Request/Response
	EAS

	
	Update
	Request/Response
	EAS

	
	Revoke
	Request/Response
	EAS

	
	Notify
	Subscribe/Notify
	EAS

	Eees_EASDiscovery
	TEasDiscRequest
	Request/Response
	EAS, EES

	Eees_ACRManagementEvent
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_EECContextRelocation
	Push
	Request/Response
	EES

	
	Pull
	Request/Response
	EES

	Eees_EELManagedACR
	Request
	Request/Response
	EAS

	
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	Eees_ACRStatusUpdate
	Request
	Request/Response
	EAS

	Eees_AppContextRelocation
	ACRDetermination_Request
	Request/Response
	EAS

	
	SelectedTargetEAS_Declare
	Request/Response
	EAS

	Eees_ACRParameterInformation
	Request
	Request/Response
	EES



Table 5.1-2 summarizes the corresponding Edge Enabler Server APIs defined in this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Eees_EASRegistration
	5.2
	EAS registration service
	TS29558_Eees_EASRegistration.yaml
	eees-easregistration
	A.2

	Eees_UELocation
	5.3
	Service for fetching UE location information
	TS29558_Eees_UELocation.yaml
	eees-uelocation
	A.3

	Eees_UEIdentifier
	5.4
	Service for fetching UE identifier.
	TS29558_Eees_UEIdentifier.yaml
	eees-ueidentifier
	A.4

	Eees_AppClientInformation
	5.5
	Service to obtain the capabilities of the ACs.
	TS29558_Eees_AppClientInformation.yaml
	eees-appclientinformation
	A.5

	Eees_SessionWithQoS
	5.6
	Service to setup data session between AC and EAS with specific QoS.
	TS29558_Eees_SessionWithQoS.yaml
	eees-session-with-qos
	A.6

	Eees_ACRManagementEvent
	5.8
	Service to receive notification related to ACR management events.
	TS29558_Eees_ACRManagementEvent.yaml
	eees-acrmgmtevent
	A.7

	Eees_EECContextRelocation
	5.10
	Service to push or pull EEC context information.
	TS29558_Eees_EECContextRelocation.yaml
	eees-eeccontextreloc
	A.8

	Eees_EELManagedACR
	5.11
	Service to request for handling of ACR related operations and receive ACT notifications.
	TS29558_Eees_EELManagedACR.yaml
	eees-eel-acr
	A.9

	Eees_ACRStatusUpdate
	5.12
	Service to update the status of ACR.
	TS29558_Eees_ACRStatusUpdate.yaml
	eees-acrstatus-update
	A.10

	Eees_ACRParameterInformation
	5.13
	Service to send ACR parameters information.
	TS29558_Eees_ACRParameterInformation.yaml
	eees-acr-param
	A.13



[bookmark: _Toc97042272][bookmark: _Toc97045416][bookmark: _Toc97155161][bookmark: _Toc101521314][bookmark: _Toc129169513]* * * * Next changes * * * *
5.13	Eees_ACRParameterInformation Service
[bookmark: _Toc97042273][bookmark: _Toc97045417][bookmark: _Toc97155162][bookmark: _Toc101521315][bookmark: _Toc129169514]5.13.1	Service Description
The Eees_ACRParameterInformation service exposed by the EES enables a service consumer (i.e. S-EES) to:
-	send ACR parameters information to the T-EES.
[bookmark: _Toc97042274][bookmark: _Toc97045418][bookmark: _Toc97155163][bookmark: _Toc101521316][bookmark: _Toc129169515]5.13.2	Service Operations
[bookmark: _Toc97042275][bookmark: _Toc97045419][bookmark: _Toc97155164][bookmark: _Toc101521317][bookmark: _Toc129169516]5.13.2.1	Introduction
The service operations defined for the Eees_ACRParameterInformation API are shown in the table 5.13.2.1-1.
Table 5.13.2.1-1: Eees_ACRParameterInformation Service Operations
	Service operation name
	Description
	Initiated by

	Eees_ACRParameterInformation_Request
	This service operation enables a service consumer (i.e. S-EES) to send ACR parameters information to the T-EES.
	EES



[bookmark: _Toc97042276][bookmark: _Toc97045420][bookmark: _Toc97155165][bookmark: _Toc101521318][bookmark: _Toc129169517]5.13.2.2	Eees_ACRParameterInformation_Request
[bookmark: _Toc97042277][bookmark: _Toc97045421][bookmark: _Toc97155166][bookmark: _Toc101521319][bookmark: _Toc129169518]5.13.2.2.1	General
This service operation is used by a service consumer (i.e. S-EES) to send ACR parameters information to the T-EES.
The following procedures are supported by the "Eees_ACRParameterInformation_Request" service operation:
-	ACR Parameters Information Request procedure.
[bookmark: _Toc97042278][bookmark: _Toc97045422][bookmark: _Toc97155167][bookmark: _Toc101521320][bookmark: _Toc129169519]5.13.2.2.2	ACR Parameter Information Request
The ACR Parameter Information Request procedure enables a service consumer (i.e. S-EES) to send ACR parameter information to the T-EES (see clause 8.8.3.9 of 3GPP°TS°23.558°[2]).
1.	The service consumer (i.e. S-EES) shall send for this purpose an HTTP POST request (custom operation: "Request") to the EES (i.e. T-EES), with the request URI set to "{apiRoot}/eees-acr-param/<apiVersion>/send-acrparaminfo" and the request body including the ACRParamsInfo data structure defined in clause 8.10.6.2.2.
2.	Upon reception of the HTTP POST request message from the service consumer (i.e. S-EES), the EES (i.e. T-EES) shall check whether the S-EES is autorized to send the ACR parameter information. Then:
2a.	upon success, the EES (i.e. T-EES) shall respond with an HTTP "200 OK" status code with the response body including the ACRParamsInfo data structure defined in clause 8.10.6.2.3, or an HTTP "204 No Content" status code; and
2b.	on failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information, as defined in clause 8.10.7, should be returned in the HTTP POST response body.
If the EES (i.e. T-EES) is not able to handle the request, it may respond with an HTTP "307 Temporary Redirect" status code or an HTTP "308 Permanent Redirect" status code including an HTTP "Location" header containing an alternative target URI of the custom operation in an alternative EES (i.e. T-EES), as defined in clause 5.2.10 of 3GPP TS 29.122 [2].
* * * * End of changes * * * *
