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* * * First Change * * * *
[bookmark: _Toc122117352][bookmark: _Toc97197090]6.x	MSGG_BGDelivery Service
[bookmark: _Toc83768291][bookmark: _Toc122117353][bookmark: _Toc93878901][bookmark: _Toc96996685][bookmark: _Toc97197091]6.x.1	Service Description
The MSGG_BGDelivery Service corresponding to Mbg as defined in 3GPP TS 23.554 [2], is provided by the Broadcast Message Gateway.
This service:
-	allows MSGin5G Server invokes services provided by Broadcast Message Gateway to deliver MSGin5G messages to Broadcast Message Gateway.

* * * Next Change * * * *
[bookmark: _Toc97197092][bookmark: _Toc93878902][bookmark: _Toc83768292][bookmark: _Toc96996686][bookmark: _Toc122117354]6.x.2	Service Operations
[bookmark: _Toc97197093][bookmark: _Toc83768293][bookmark: _Toc93878903][bookmark: _Toc96996687][bookmark: _Toc122117355]6.x.2.1	Introduction
The service operation defined for MSGG_BGDelivery Service is shown in the table 6.x.2.1-1.
Table 6.x.2.1-1: Operations of the MSGG_BGDelivery Service
	Service operation name
	Description
	Initiated by

	MSGG_BGDelivery_GTDelivery
	This service operation is used by MSGin5G Server to deliver MSGin5G message to Broadcast Message Gateway. This service operation corresponds to clause 9.2.3.1.2 as defined in 3GPP TS 23.554 [2].
	MSGin5G Server



* * * Next Change * * * *
[bookmark: _Toc97197094][bookmark: _Toc96996688][bookmark: _Toc93878904][bookmark: _Toc83768306][bookmark: _Toc122117356]6.x.2.2	MSGG_BGDelivery_GTDelivery
[bookmark: _Toc96996689][bookmark: _Toc97197095][bookmark: _Toc93878905][bookmark: _Toc83768307][bookmark: _Toc122117357]6.x.2.2.1	General
This service operation corresponds to clause 9.2.3.1.2 as defined in 3GPP TS 23.554 [2], is used by MSGin5G Server to deliver MSGin5G message to the Broadcast Message Gateway.
[bookmark: _Toc122117358][bookmark: _Toc96996690][bookmark: _Toc93878906][bookmark: _Toc97197096][bookmark: _Toc83768308]6.x.2.2.2	Broadcast Message Gateway Terminating Message Delivery


Figure 6.x.2.2.2-1: Broadcast Message Gateway Terminating Message Delivery
When the MSGin5G Server needs to send the message to the Broadcast Message Gateway, the MSGin5G Server shall send the HTTP POST request towards the "deliver-message" resource as shown in Figure 6.x.2.2.2-1.
The MSGin5G Server shall send a POST request to the resource with an BGMessageDelivery object in the request body.
The BGMessageDelivery data type shall include:
-	the Originating UE Service ID/AS Service ID within the "oriAddr" attribute;
-	the Recipient ID within the "destAddr" attribute;
-	the Message ID within the "msgId" attribute;
[bookmark: _GoBack]-	the Payload within the "payload" attribute; and
may include:
-	the Application ID within the "appId" attribute; and
-	the indication whether the message delivery status report is required within the "delivStReqInd" attribute;
When the Broadcast Message Gateway receives the HTTP POST request from the MSGin5G Server, the Broadcast Message Gateway shall respond to the MSGin5G Server with a 204 No Content message.
If errors occur when processing the HTTP POST request, the Broadcast Message Gateway shall apply error handling procedures as specified in clause 9.x.6.

* * * End of Changes * * * *
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