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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc510696592][bookmark: _Toc35971384][bookmark: _Toc63347611][bookmark: _Toc67927724][bookmark: _Toc85718332][bookmark: _Toc94004600][bookmark: _Toc94004816][bookmark: _Toc119943822][bookmark: _Toc28012219][bookmark: _Toc34123072][bookmark: _Toc36038022][bookmark: _Toc38875404][bookmark: _Toc43191885][bookmark: _Toc45133280][bookmark: _Toc51316784][bookmark: _Toc51761964][bookmark: _Toc56674951][bookmark: _Toc56675342][bookmark: _Toc59016328][bookmark: _Toc63167926][bookmark: _Toc66262436][bookmark: _Toc68166942][bookmark: _Toc73538060][bookmark: _Toc75351936][bookmark: _Toc83231746][bookmark: _Toc85535051][bookmark: _Toc88559514][bookmark: _Toc114210144][bookmark: _Toc129246495][bookmark: _Toc129247062]4.2.2.2.1	General
The Naf_Authentication_AuthenticateAuthorize service operation is used by the NF consumers during following procedure:
-	UUAA-MM and UUAA-SM procedures (see TS 23.256 [14], clause 5.2.2 and clause 5.2.3, respectively)
-	C2 authorization (see TS 23.256 [14], clause 5.2.5.2 and clause 5.4.3)




*** End of Changes ***
