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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012032][bookmark: _Toc34122882][bookmark: _Toc36037832][bookmark: _Toc38875213][bookmark: _Toc43191692][bookmark: _Toc45133086][bookmark: _Toc51316590][bookmark: _Toc51761770][bookmark: _Toc56674747][bookmark: _Toc56675138][bookmark: _Toc59016124][bookmark: _Toc63167722][bookmark: _Toc66262230][bookmark: _Toc68166736][bookmark: _Toc73537853][bookmark: _Toc75351729][bookmark: _Toc83231538][bookmark: _Toc85534833][bookmark: _Toc88559296][bookmark: _Toc114209927][bookmark: _Toc129246277][bookmark: _Toc129246844]4.1.5	Policy control request trigger
A policy control request trigger is a condition pre-configured in the SMF (i.e. always report) or provisioned by the PCF to the SMF, which defines when the SMF shall interact again with PCF for further policy decision related to a PDU session.
The policy control request trigger is designed as an Enumeration type defined in clause 5.6.3.6.
The PCF can provide an array of policy control request triggers in a policy decision to subscribe to the associated triggers in the SMF.
When the SMF interacts with the PCF when the condition(s) associated with policy control request trigger(s) are met, the SMF shall send the related attributes that have changed together with the corresponding trigger(s) together with the related attribute(s) that have changed if applicable.
*** End of Changes ***
