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	Reason for change:
	Currently, the QoS Monitoring only used for URLLC service, as specified:

4.2.3.1	General
-	Policy provisioning of QoS Monitoring to assist URLLC Service.
This CR is proposed to remove the text "assist URLLC Service" to make QoS Monitoring more generic for other features like 5GSATB.


	
	

	Summary of change:
	Change the service operation description
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The UpdateNotify service operation provides updated Session Management related policies to the NF service consumer (SMF) or triggers the deletion of the context of SM related policies. The POST method is used for both update and terminate operations.
The following procedures using the Npcf_SMPolicyControl_UpdateNotify service operation are supported:
-	PCF initiated update of the policies associated with a PDU session.
-	PCF initiated deletion of the SM Policy Association of a PDU session.
-	Provisioning of PCC rules.
-	Provisioning of policy control request triggers.
-	Provisioning of revalidation time.
-	Policy provisioning and enforcement of the authorized AMBR per PDU session.
-	Policy provisioning and enforcement of the authorized default QoS.
-	Provisioning of PCC rules for Application Detection and Control.
-	3GPP PS Data Off Support.
-	IMS Emergency Session Support.
-	Request Access Network Information.
-	Request Usage Monitoring Control.
-	Request for the result of PCC rule removal.
-	Access Network Charging Identifier request.
-	Request successful resource allocation notifications.
-	IMS Restoration Support.
-	P-CSCF Restoration Enhancement Support.
-	Access traffic steering, switching and splitting support.
-	Policy provisioning and enforcement of AF session with required QoS.
-	Forwarding of TSC user plane node management information and port management information received from the TSN AF or TSCTSF.
-	Provisioning of TSCAI input information and TSC QoS related data.
-	Policy provisioning of QoS Monitoring control to assist URLLC Service.
-	Policy decision and condition data error handling.
-	Network slice related data rate policy control.
-	Request of Presence Reporting Area Change Report.
-	PCC Rule Error Report.
-	Session Rule Error Report.
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