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	Reason for change:
	As described below in TS 24.501, there are two conditions of Additional information IE in Location services message container:
g)	"Location services message container":
1)	if the Additional information IE is not included in the UL NAS TRANSPORT message, the AMF shall provide the Payload container type and the content of the Payload container IE to the location services application; and
2)	if the Additional information IE is included in the UL NAS TRANSPORT message, the AMF shall send the Payload container type and the content of the Payload container IE to an LMF associated with routing information included in the Additional information IE of the UL NAS TRANSPORT message.
For the condition 2), if the Additional information IE is included in the UL NAS TRANSPORT message, the AMF shall send the routing information which is included in the Additional information IE associated with the Payload container type and the content of the Payload container IE to an LMF. 

Hence, when message signalling is transported in the Payload container, the optional Additional Information IE (if it is included) of the UL/DL NAS TRANSPORT message is used.

However, these NOTE below in TS 24.571 are misaligned with the description in TS 24.501.
5.2.1.1.1:
NOTE:	The optional Additional Information IE of the DL/UL NAS Transport message is not used when the LCS Location Notification signalling is transported in the Payload container.
 5.2.1.4.1:
NOTE:	The optional Additional Information IE of the DL/UL NAS Transport message is not used when the LCS CancelDeferredLocation signalling is transported in the Payload container.
 5.2.2.1.1:
NOTE:	The optional Additional Information IE of the UL/DL NAS TRANSPORT message is not used when the MO-LR signaling is transported in the Payload container.

Therefore, it is proposed to delete the misaligned notes in TS 24.571.
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The supplementary services Location Notification operation enables the AMF to trigger the end-user notification verification process on the UE using NAS signalling. The supplementary services messages are transported using the DL NAS Transport message and the UL NAS Transport message defined in 3GPP TS 24.501 [3]. UE Location Privacy Indication information may be included in Location Notification Return Result to indicate whether subsequent LCS requests will be allowed or disallowed by the UE. Figure 5.2.1.1.1.1 illustrates an example of the NAS signalling transport applicable to a 5GC-MT-LR procedure for immediate or deferred location.



Figure 5.2.1.1.1.1: NAS signalling transport for Supplementary Services Location Notification
NOTE:	The optional Additional Information IE of the DL/UL NAS Transport message is not included used when the LCS Location Notification signalling is transported in the Payload container.
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The supplementary services Cancel Deferred Location operation enables the AMF to cancel ongoing periodic or triggered location in a target UE using NAS signalling as described in 3GPP TS 23.273 [2] clause 6.3.3. The supplementary services Cancel Deferred Location messages are transported using the DL NAS Transport message and the UL NAS Transport message defined in 3GPP TS 24.501 [3]. Figure 5.2.1.4.1-1 illustrates an example of the NAS signalling transport.



Figure 5.2.1.4.1.1: NAS signalling transport for Cancel Deferred Location
NOTE:	The optional Additional Information IE of the DL/UL NAS Transport message is not included used when the LCS CancelDeferredLocation signalling is transported in the Payload container.
* * * Next Change * * * *
5.2.2.1.1	General
The supplementary services MO-LR operation enables the UE to launch MO positioning session or request location assistance data using NAS signaling. The NAS signaling are transported using the DL NAS Transport message and the Uplink NAS Transport message defined in 3GPP TS 24.501 [3]. Figure 5.2.2.1.1-1 illustrates an example of the NAS signaling transport for an MO-LR session.


Figure 5.2.2.1.1-1: NAS signaling transport for MO-LR
NOTE:	The optional Additional Information IE of the UL/DL NAS TRANSPORT message is not included used when the MO-LR signaling is transported in the Payload container.
* * * End of Changes * * * *
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UE AMF

When a 5GC-MT-LR location procedure is initiated at the AMF, if the LCS 

notification/verification is required and is supported by the UE, the AMF sets the 

Payload container type to ³Location services message container´��and includes 

LCS Notification Verification Invoke in the Payload container in the DL NAS 

Transport message.

DL NAS Transport

(Payload container, (REGISTER (Facility (LCS-LocationNotification Invoke))))

UL NAS Transport

(Payload container (RELEASE COMPLETE (Facility (LCS-LocationNotification Return Result))))

After user notification and verification, the UE sets the Payload container type to 

³Location services message container´��and includes an LCS Notification 

Verification Return Result in the Payload container in the UL NAS Transport 

message.
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After user notification and verification, the UE sets the Payload container type to “Location services message container”, and includes an LCS Notification Verification Return Result in the Payload container in the UL NAS Transport message.


When a 5GC‑MT‑LR location procedure is initiated at the AMF, if the LCS notification/verification is required and is supported by the UE, the AMF sets the Payload container type to “Location services message container”, and includes LCS Notification Verification Invoke in the Payload container in the DL NAS Transport message.


DL NAS Transport
(Payload container, (REGISTER (Facility (LCS-LocationNotification Invoke))))


UL NAS Transport
(Payload container (RELEASE COMPLETE (Facility (LCS-LocationNotification Return Result))))
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UE AMF

The AMF receives a request from a GMLC to cancel ongoing periodic or 

triggered location in the UE. The request includes the (H)GMLC contact address 

and the LDR reference number. Once the UE is in CM CONNECTED state (see 

3GPP TS 23.273 clause 6.3.3), the AMF sends a DL NAS Transport message to 

the UE. The Payload container type indicates�³Location services message 

container´. The Payload container includes the supplementary services LCS-

CancelDeferredLocation Invoke.

DL NAS Transport

(Payload container, (REGISTER (Facility (LCS-CancelDeferredLocation Invoke))))

UL NAS Transport

(Payload container (RELEASE COMPLETE (Facility (LCS-CancelDeferredLocation Return Result))))

The UE cancels the periodic or triggered location if still ongoing. For successful 

cancelation, the UE returns a supplementary services LCS-

CancelDeferredLocation return result. For unsuccessful cancelation, the UE 

returns a supplementary services LCS-CancelDeferredLocation return error. 

The UE sends a UL NAS Transport message to the AMF and includes the 

supplementary services message in the Payload container. The Payload container 

type is set to ³Location services message container´.
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The UE cancels the periodic or triggered location if still ongoing. For successful cancelation, the UE returns a supplementary services LCS-CancelDeferredLocation return result. For unsuccessful cancelation, the UE returns a supplementary services LCS-CancelDeferredLocation return error. 
The UE sends a UL NAS Transport message to the AMF and includes the supplementary services message in the Payload container. The Payload container type is set to “Location services message container”.


The AMF receives a request from a GMLC to cancel ongoing periodic or triggered location in the UE. The request includes the (H)GMLC contact address and the LDR reference number. Once the UE is in CM CONNECTED state (see 3GPP TS 23.273 clause 6.3.3), the AMF sends a DL NAS Transport message to the UE. The Payload container type indicates “Location services message container”. The Payload container includes the supplementary services LCS-CancelDeferredLocation Invoke.


DL NAS Transport
(Payload container, (REGISTER (Facility (LCS-CancelDeferredLocation Invoke))))


UL NAS Transport
(Payload container (RELEASE COMPLETE (Facility (LCS-CancelDeferredLocation Return Result))))
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  UE  

When a MO - LR location session is initiated at UE,  the UE sets the Payload cont ainer type to “Location  services message container” and includes a n   LCS - MO LR  Invoke   in Payload container  i n the UL NAS  TRANSPORT message .  

AMF  

UL NAS TRANSPORT   ( Payload c ontainer   ( REGIS TER   (Facility( LCS - MOLR  Invoke ))) )  

DL NAS TRANSPORT   (Payload c ontaine r   ( FACILITY (Facility  ( LCS - MO LR R eturn  Result ) )))  

If AMF decides to request positioning from LMF, the AMF  invokes the Nlmf_Location_DetermineLocation Request  service operation towards LMF.  

Upon receipt of the Nlmf_Location_DetermineLocation  Response service operation from LMF, the AMF sets the  Payload con tainer type to “Location services message  container” and includes a MO - LR Response in Payload  container in the DL NAS TRANSPORT .  


oleObject1.bin




If AMF decides to request positioning from LMF, the AMF invokes the Nlmf_Location_DetermineLocation Request service operation towards LMF.
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When a MO-LR location session is initiated at UE, the UE sets the Payload container type to “Location services message container” and includes an LCS-MOLR Invoke in Payload container in the UL NAS TRANSPORT message.







Upon receipt of the Nlmf_Location_DetermineLocation Response service operation from LMF, the AMF sets the Payload container type to “Location services message container” and includes a MO-LR Response in Payload container in the DL NAS TRANSPORT.







DL NAS TRANSPORT



(Payload container (FACILITY(Facility (LCS-MOLR Return Result))))







UL NAS TRANSPORT



(Payload container (REGISTER (Facility(LCS-MOLR Invoke))))












