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	Reason for change:
	In stage 2, there is a proposal that PRU UE supports location correction of target UE with positioning reference data, which means if it registered to network via NR satellite access,it can behave as a GNSS reference receiver and generate GNSS assistance data.

However, accoding to the conclusion in RAN2, a UE which registered to network by NR satellite access can NOT work as a PRU. Therefore, this clarification shown as below is aggreed to be added into TS 23.273.
A UE accesses 5G network via NR satellite shall not operate as a PRU.

According to the conclusion in stage 2, it is proposed to add a corresponding clarifictaion in TS 24.571. Besides, the abbreviation “NR” needs to be introduced into TS 24.571.


	
	

	Summary of change:
	Add a clarifictaion to ensure that a UE accesses 5G network via NR satellite shall not operate as a PRU. 
Add a new abbreviation “NR”.
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3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.261 [x] apply:
satellite NG-RAN
* * * Next Change * * * *
4.2.1	UE support of LCS
The UE announces to the network its ability to support LCS notification mechanism or LPP messages or both, using the 5GMM capability IE defined in 3GPP TS 24.501 [3].
The UE supporting LCS notification mechanism and LPP messages may support PRU (defined in 3GPP TS 38.305 [7]). The UE’s ability to support PRU is stored in the UDM (see 3GPP TS 23.273 [2]) without any indication in 5GMM capability IE defined in 3GPP TS 24.501 [3].
A UE accessing 5G network via satellite NG-RAN shall not operate as a PRU.
* * * End of Changes * * * *

