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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc131695327]8a.2.2.2	UE-to-UE relay selection procedure initiation
The 5G ProSe end UE shall trigger the UE-to-UE relay selection procedure if the following conditions are met:
a)	the UE is authorised to act as a 5G ProSe end UE towards a 5G ProSe UE-to-UE relay UE as specified in clause 5.2.7x:
1)	if the 5G ProSe end UE is expected to use 5G ProSe layer-3 UE-to-UE relay, the indication whether the UE is authorized to use a 5G ProSe layer-3 UE-to-UE relay UE shall be set;
2)	if the 5G ProSe end UE is expected to use 5G ProSe layer-2 UE-to-UE relay, the subset of the PLMN(s) provided by the 5G ProSe layer-2 UE-to-UE relay UE shall be in the list of PLMNs in which the UE is authorized to use a 5G ProSe layer-2 UE-to-UE relay UE; and
3)	if the 5G ProSe end UE is expected to use 5G ProSe layer-2 UE-to-UE relay, the 5G ProSe end UE selected PLMN shall be in the list of PLMNs in which the UE is authorized to use a 5G ProSe layer-2 UE-to-UE relay UE and in the subset of the PLMN(s) provided by the 5G ProSe layer-2 UE-to-UE relay UE;
b)	the UE has obtained a list of 5G ProSe UE-to-UE relay UE candidate(s) fulfilling ProSe layer criteria with the monitoring UE relay discovery procedure for UE-to-UE relay discovery as specified in clause 8a.2.1.2.3x or the discoverer end UE procedure for UE-to-UE relay discovery as specified in clause 8a.2.1.3.2y;
c)	the UE has obtained a list of 5G ProSe UE-to-UE relay UE candidate(s) fulfilling lower layers criteria as specified in 3GPP TS 38.331 [13]; and
Editor's note:	The mentioned reference 3GPP TS 38.331 [13] is subject to be updated based on RAN work.
d)	the user info ID of the target 5G ProSe end UE that the UE is interested in is included in the PROSE PC5 DISCOVERY message for UE-to-UE relay discovery announcement (for discovery model A) or in the PROSE PC5 DISCOVERY message for UE-to-UE relay discovery response (for discovery model B).
Editor's note:	The above conditions are subject to updates based on SA2 conclusions for the configuration parameters for the 5G ProSe UE-to-UE relay.
***** End of changes *****
