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* * * First Change * * * *
[bookmark: _Toc34303567][bookmark: _Toc34403849][bookmark: _Toc45281871][bookmark: _Toc51933099][bookmark: _Toc123645001]6.2.c	Update location reporting configuration
[bookmark: _Toc34303582][bookmark: _Toc34403864][bookmark: _Toc45281886][bookmark: _Toc51933114][bookmark: _Toc123645026]6.2.c.1	SLM client HTTP procedure
Upon receiving an HTTP PUT request containing:
a)	a Content-Type header field set to "application/vnd.3gpp.seal-location-info+xml"; and
b)	an application/vnd.3gpp.seal-location-info+xml MIME body with a <configuration> element included in the <location-info> root element, which has none of child elements;
the SLM-C:
a)	shall update the content of the <configuration> elements; and
b)	shall generate an HTTP 204 (No Content) response to the received HTTP PUT request message according to IETF RFC 7231 [16] and shall send it towards SLM-S.
[bookmark: _Toc34303583][bookmark: _Toc34403865][bookmark: _Toc45281887][bookmark: _Toc51933115][bookmark: _Toc123645027]6.2.c.2	SLM server HTTP procedure
If the SLM-S needs to request the SLM-C to update the location reporting configuration information, the SLM-S shall generate an HTTP PUT request according to procedures specified in IETF RFC 7231 [16]. The SLM-S:
a)	shall include a Request-URI set to the URI corresponding to the identity of the SLM-C; 
b)	shall include a Content-Type header field set to "application/vnd.3gpp.seal-location-info+xml";
c)	shall include an application/vnd.3gpp.seal-location-info+xml MIME body and in the <location-info> root element:
[bookmark: _GoBack]1)	shall include an <identity> element with a <VAL-user-id> child element set to the identity of the VAL user for location reporting event triggers configuration cancellation; and
2)	shall include a <configuration> element; and
d)	shall send the HTTP PUT request as specified in IETF RFC 7231 [16].
[bookmark: _Toc123645029]6.2.c.3	SLM client CoAP procedure
Upon receiving an CoAP PUT request where the CoAP URI of the CoAP PUT request identifies a location reporting configuration resource as specified in clause B.4.1.2.2.3.2, the SLM-C:
a)	shall update the content of the trigger configuration object; and
b)	shall generate a CoAP 2.04 (Changed) response to the received CoAP PUT request message according to IETF RFC 7252 [21] and shall send it towards SLM-S.
[bookmark: _Toc123645030]6.2.c.4	SLM server CoAP procedure
If the SLM-S needs to request the SLM-C to update the location reporting configuration information, the SLM-S shall send a CoAP PUT request message to the SLM-C. In the CoAP PUT request, the SLM-S:
a)	shall set the CoAP URI identifying the trigger configuration to be updated according to the resource definition in clause B.4.1.2.2.3.2;
1)	the "apiRoot" is set to the SLM-C URI; and
2)	the "valServiceId" is set to the specific VAL service identity; and
b)	include a "LocationReportConfiguration" object;
1)	shall include a "valTgtUes" object set to the identity of the observed VAL users; and
2)	shall include at least one of the following:
i)	a "locationType" attribute which is requested; 
ii)	a "requestedLocAccessType" attribute which is requested;
iii)	a "requestedPosMethod" attribute which is requested; 
iv)	a "triggeringCriteria" object which provides the triggers for the SLM-C to request a location report as described in clause B.2.3.3; and
v)	a "minimum-interval-length" attribute specifying the minimum time between consecutive reports. The value is given in seconds; and
c)	shall send the request protected with the relevant ACE profile (OSCORE profile or DTLS profile) as described in 3GPP TS 24.547 [6].

* * * End of changes * * *
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