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[bookmark: _Toc86042565][bookmark: _Toc86043122][bookmark: _Toc97379632][bookmark: _Toc104710965][bookmark: _Toc123647488]* * * First Change * * * *
6.2.2.1	Procedure at MSGin5G Relay UE
When the MSGin5G Client on the MSGin5G Relay UE receives a CoAP GET request from UDP port 65401XXX and the recipient's address included in the CoAP Option is set to the configuration management server functionality, the MSGin5G Relay UE acts as either 5G ProSe Layer-2 and Layer-3 UE-to-Network Relay entity as specified in 3GPP TS 23.304 [9] and relays the CoAP GET request as a uplink traffic to the configuration management server functionality.
Editor's note: The exact UDP port number on which the CoAP GET request is sent, is FFS.
[bookmark: _GoBack]When the MSGin5G Client-1 on the MSGin5G Relay UE receives a CoAP 2.05 (Content), 4.03 (Forbidden) or 4.04 (Not found) response from UDP port 65401XXX and the recipient's address included in the CoAP Option is set to another MSGin5G Client-2 which has established a connection for One-to-one ProSe Direct Communication with it as specified in 3GPP  TS 23.304[9], the MSGin5G Relay UE acts as either 5G ProSe Layer-2 and Layer-3 UE-to-Network Relay entity as specified in 3GPP TS 23.304 [9] and relays the CoAP 2.05 (Content), 4.03 (Forbidden) or 4.04 (Not found) response as a downlink traffic to the MSGin5G Client-2, Otherwise the MSGin5G Client-1 shall discard the CoAP 2.05 (Content), 4.03 (Forbidden) or 4.04 (Not found) response.
Editor's note: The exact UDP port number on which the CoAP GET response is sent, is FFS.

* * * Next Change * * * *
[bookmark: _Toc97379687][bookmark: _Toc104711025][bookmark: _Toc123647548]6.4.2.4.1	Sending of an MSGin5G message to Constrained UE with MSGin5G Client
When the MSGin5G Client-1 on the MSGin5G Relay UE receives a CoAP POST request from UDP port 65401XXX and the recipient's address included in the CoAP Option is set to another MSGin5G Client-2 which has established a connection for One-to-one ProSe Direct Communication with it as specified in 3GPP  TS 23.304[9], the MSGin5G Relay UE acts as either 5G ProSe Layer-2 and Layer-3 UE-to-Network Relay entity as specified in 3GPP TS 23.304 [9] and relays the CoAP POST request as a downlink traffic to the MSGin5G Client-2, Otherwise the MSGin5G Client-1 shall discard the CoAP POST request and may send a CoAP 4.04 (Not Found) response to the MSGin5G Server.
Editor's note: The exact UDP port number on which the message is sent, is FFS.

* * * Next Change * * * *
[bookmark: _Toc97379688][bookmark: _Toc104711026][bookmark: _Toc123647549]6.4.2.4.2	Reception of an MSGin5G message from Constrained UE with MSGin5G Client
When the MSGin5G Client on the MSGin5G Relay UE receives a CoAP POST request from UDP port 65401XXX and the recipient's address included in the CoAP Option is set to the MSGin5G Server, the MSGin5G Relay UE acts as either 5G ProSe Layer-2 and Layer-3 UE-to-Network Relay entity as specified in 3GPP TS 23.304 [9] and relays the CoAP POST request as a uplink traffic to the MSGin5G Server.
Editor's note: The exact UDP port number on which the message is sent, is FFS.

* * * End of Change * * * *


