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* * * First Change * * * *
6.3.x.b.6	Reception of the Bulk De-registration Response from MSGin5G Server
Upon reception of the CoAP 2.04 (Change) response for the CoAP POST message for bulk de-registration from the MSGin5G Server , the MSGin5G Gateway UE:
a)	shall split content of the "List of individual MSGin5G UE de-registration response" element into multiple individual de-registration responses;
b)	shall generate one or more CoAP POST requests as de-registration responses to constrained UE(s) separately based on the cached the CoAP POST requests associated with the UE Service ID included in the individual registration responses. Each CoAP POST request includes:
1)	the CoAP "Message ID" element and the "Token" element with the same values in the CoAP POST request for de-registration from the constrained UE; and
2)	the "Content-Format" element with "50" to indicate the format of the CoAP payload is "application/json" and the CoAP payload including:
i)	the "MSGin5G service identifier" element to indicate that this CoAP POST request is used for MSGin5G service;
ii)	the "Message Type" element with a "DERE-RES " value to indicate that this CoAP POST request is used as a de-registration response;
iii)	the "UE Service ID" element to indicate the contrained UE initiating de-registration procedure; and
iv)	the "De-registration result" element to indicate whether the de-registration is success or failure.

* * * End of Changes * * * *

