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* * * First Change * * * *
[bookmark: _Toc86042548][bookmark: _Toc86043105][bookmark: _Toc97379614][bookmark: _Toc104710947][bookmark: _Toc123647470]1	Scope
The present document specifies the protocol aspects for supporting MSGin5G services as specified in 3GPP TS 23.554 [2] for:
1.	communication between the MSGin5G UE and the MSGin5G Server over the MSGin5G-1 interface;
2.	communication between the Application ClientConstrained UE (without MSGin5G Client) and the MSGin5G Client MSGin5G Gateway UE which is an Unconstrained UE over the MSGin5G-5 interfaces; and
[bookmark: _GoBack]3.	communication between the MSGin5G Client residing on the Constrained UE (with MSGin5G Client) and the MSGin5G Gateway ClientRelay UE which is an Unconstrained UE over the MSGin5G-6 interfaces.
4.	communication between the Constrained UE (with MSGin5G Client) and the MSGin5G Proxy UE which is an Unconstrained UE over the MSGin5G-6 interfaces.
The present specification defines the usage and interactions of the MSGin5G Service with SEAL services.
The present specification also defines the message format, message contents, error handling and system parameters applied by the protocols for the MSGin5G Service.


* * * Next Change * * * *
[bookmark: _Toc86042551][bookmark: _Toc86043108][bookmark: _Toc97379617][bookmark: _Toc104710950][bookmark: _Toc123647473]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
example: text used to clarify abstract rules by applying them literally.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.554 [2] apply:
Application Client
Broadcast Area
Messaging Topic
MSGin5G Client
MSGin5G Gateway Client
MSGin5G Gateway UE
MSGin5G Group
MSGin5G Proxy UE
MSGin5G Relay UE
MSGin5G Service
MSGin5G Server
MSGin5G UE
Non-3GPP UE
Non-MSGin5G UE
Constrained UE

* * * End of Changes * * * *




