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	As specified in the subclause 7.5, the user plane IPsec SA creation procedure can be used for both PDU session creation and PDU session modification, the typical example of user plane IPsec SA creation for PDU session modification is to create a new chaild SA due to addition of new QoS flow(s), but in clause 7.5.4, only the PDU session establishment is mentioned.
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* * * First Change * * * *
[bookmark: _Toc131293783][bookmark: _Toc20212115][bookmark: _Toc27745001][bookmark: _Toc36114802][bookmark: _Toc45271396][bookmark: _Toc51936655][bookmark: _Toc58230325][bookmark: _Toc123635651][bookmark: _Toc123902332][bookmark: _Toc20232839][bookmark: _Toc27746943][bookmark: _Toc36213127][bookmark: _Toc36657304][bookmark: _Toc45286969][bookmark: _Toc51948238][bookmark: _Toc51949330][bookmark: _Toc106796353][bookmark: _Toc20232810][bookmark: _Toc27746913][bookmark: _Toc36213097][bookmark: _Toc36657274][bookmark: _Toc45286939][bookmark: _Toc51948208][bookmark: _Toc51949300][bookmark: _Toc106796323][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128][bookmark: _Toc114863179][bookmark: _Toc114476520]7.5.4	Child SA creation procedure not accepted by the UE
If a user plane IPsec SA establishment for a PDU session is not accepted by the UE, the UE shall send a CREATE_CHILD_SA response message to the N3IWF for untrusted non-3GPP access and the TNGF for trusted non-3GPP access with a Notify payload with error type.
For trusted non-3GPP access, if the UE fails to reserve QoS resources over non-3GPP access for the child SA associated with the QoS flows according to the Additional QoS information in the 5G_QOS_INFO Notify payload, the UE shall include a Notify payload with a Private Notify Message Error Type "NO_RESOURCES_OVER_N3GPP" as defined in clause 9.2.4.2 in the CREATE_CHILD_SA response message.
For untrusted non-3GPP access, if the UE attempts to reserve QoS resources over non-3GPP access for the child SA associated with the QoS flows according to the Additional QoS information in the 5G_QOS_INFO Notify payload but fails the reservation, the UE shall include a Notify payload with a Private Notify Message Error Type "NO_RESOURCES_OVER_N3GPP" as defined in clause 9.2.4.2 in the CREATE_CHILD_SA response message.
Upon receiving the CREATE_CHILD_SA response message with a Notify payload of error type:
-	if PDU session establishment over non-3GPP access requires single user plane SA IPsec SA creation, the N3IWF for untrusted non-3GPP access and the TNGF for trusted non-3GPP access shall stop user plane SA IPsec SA creation procedure and indicate the failure for PDU session establishment over non-3GPP access.
-	if PDU session establishment or PDU session modification over non-3GPP access requires multiple user plane SA IPsec SA creation, the N3IWF for untrusted non-3GPP access and the TNGF for trusted non-3GPP access may choose to continue user plane SA IPsec SA creation procedure for other user plane IPsec SAs, or stop user plane SA IPsec SA creation procedure and indicate the failure for PDU session establishment or PDU session modification over non-3GPP access. 
* * * End of Changes * * * *
