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	24.193
	0117
	1
	Rel-18
	Resolve the EN on MPQUIC functionality indicated on untrusted non-3GPP leg
	B
	18.1.0
	CT1#141-e
	C1-232838
	ZTE, Xiaomi
	ATSSS_Ph3
	5.3.1, 5.3a.2, 5.3a.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0119
	1
	Rel-18
	IEI assignment for traffic type IE
	B
	18.1.0
	CT1#141-e
	C1-232842
	ZTE
	ATSSS_Ph3
	6.2.1.14.1, 6.2.1.16.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0121
	1
	Rel-18
	ATSSS-Ph3-24.193 IP addresses used to support MPTCP and MPQUIC
	F
	18.1.0
	CT1#141-e
	C1-232795
	Xiaomi
	ATSSS_Ph3
	
	

	24.193
	0125
	2
	Rel-18
	Associating a QUIC connection with a QoS flow
	B
	18.1.0
	CT1#142
	C1-234358
	Lenovo
	ATSSS_Ph3
	6.1.4.1.0
	TS23.501 CR 4459 ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0126
	1
	Rel-18
	Categorization of the steering functionalities
	F
	18.1.0
	CT1#142
	C1-234055
	Lenovo, Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	4.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0127
	-
	Rel-18
	Clarification for primary access selection for redundant steering mode when threshold values are provided
	F
	18.1.0
	CT1#142
	C1-233637
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	6.1.3.1
	TS 23.501 CR 4330; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5312
	-
	Rel-18
	AMF to indicate the capability of supporting non-3GPP access path switching
	B
	18.2.1
	CT1#141-e
	C1-232484
	Nokia, Nokia Shanghai Bell, Ericsson, Charter Communications
	ATSSS_Ph3
	5.5.1.2.4, 5.5.1.3.4, 8.2.7.1, 9.11.3.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5313
	-
	Rel-18
	UE to indicate the capability of supporting non-3GPP access path switching
	B
	18.2.1
	CT1#141-e
	C1-232485
	Nokia, Nokia Shanghai Bell, Ericsson, Charter Communications
	ATSSS_Ph3
	5.4.5.2.2, 5.4.5.2.3, 8.2.10.1, 8.2.10.y (new), 9.11.3.x (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5314
	1
	Rel-18
	SMF to indicate the capability of supporting non-3GPP access path switching
	B
	18.2.1
	CT1#142
	C1-233634
	Nokia, Nokia Shanghai Bell, Ericsson, Charter Communications, Xiaomi, LG Electronics
	ATSSS_Ph3
	6.4.1.3, 9.11.4.18
	TS 23.501 CR 4210TS 23.502 CR 3963; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5315
	2
	Rel-18
	Introducing the non-3GPP access path switching procedure
	B
	18.2.1
	CT1#142
	C1-234056
	Nokia, Nokia Shanghai Bell, Ericsson, Charter Communications, Xiaomi, LG Electronics
	ATSSS_Ph3
	5.5.1.3.2, 5.5.1.3.4, 8.2.6.1, 8.2.6.y (new), 9.11.3.x (new)
	TS 23.501 CR 4210 TS 23.502 CR 4033; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5381
	-
	Rel-18
	Correction in mapping supported ATSSS steering funtionalities and modes
	F
	18.2.1
	CT1#142
	C1-233325
	Lenovo
	ATSSS_Ph3
	6.4.1.2, 6.4.2.2, 9.11.4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5449
	1
	Rel-18
	PDU session IDs not included in Uplink data status IE during non-3GPP access path switching
	B
	18.2.1
	CT1#142
	C1-234057
	Nokia, Nokia Shanghai Bell, LG Electronics, Lenovo
	ATSSS_Ph3
	5.5.1.3.4
	TS 23.502 CR 4033 ; TS/TR ... CR ... ; TS/TR ... CR ... 


