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* * * First Change * * * *
[bookmark: _Toc131692849][bookmark: _Toc123644892][bookmark: _Toc114863109][bookmark: _Toc114476508][bookmark: _Toc20232828][bookmark: _Toc27746931][bookmark: _Toc36213115][bookmark: _Toc36657292][bookmark: _Toc45286957][bookmark: _Toc51948226][bookmark: _Toc51949318][bookmark: _Toc106796341][bookmark: _Toc20232839][bookmark: _Toc27746943][bookmark: _Toc36213127][bookmark: _Toc36657304][bookmark: _Toc45286969][bookmark: _Toc51948238][bookmark: _Toc51949330][bookmark: _Toc106796353][bookmark: _Toc20232810][bookmark: _Toc27746913][bookmark: _Toc36213097][bookmark: _Toc36657274][bookmark: _Toc45286939][bookmark: _Toc51948208][bookmark: _Toc51949300][bookmark: _Toc106796323][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128]6.2.1.2	TSN AF-requested port management procedure initiation
In order to initiate the TSN AF-requested port management procedure, the TSN AF shall:
a)	encode the information about the port management parameters values to be read, the port management parameters values to be set, the port management parameters changes to (un)subscribe to, the port management parameter-entry to be deleted and whether the TSN AF requests the list of port management parameters supported by the NW-TT in a port management list IE as specified in clause 9.2 and include it in a MANAGE PORT COMMAND message;
b)	send the MANAGE PORT COMMAND message to the NW-TT via the PCF and the SMF as specified in 3GPP TS 23.502 [3]; and
c)	start timer T100 (see example in figure 6.2.1.2.1).


[bookmark: _MON_1742410445]
Figure 6.2.1.2.1: TSN AF-requested port management procedure

* * * Next Change * * * *
[bookmark: _Toc131692919][bookmark: _Toc123644962][bookmark: _Toc114863179][bookmark: _Toc114476520]9.3	Port management capability
The purpose of the port management capability information element is to inform the TSN AF of the port parameters supported by the DS-TT or NW-TT.
The port management capability information element is coded as shown in figure 9.3.1, figure 9.3.2, and table 9.3.1.
The port management capability information element has a minimum length of 5 octets and a maximum length of 65534 octets.
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	Port management capability IEI
	octet 1

	
Length of port management capability contents

	octet 2

octet 3

	

Port management capability contents


	octet 4



octet z


Figure 9.3.1: port management capability information element
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Supported port parameter name 1

	octet 4

octet 5

	
Supported port parameter name 2
	octet 6

octet 7

	

…


	octet 8



octet z-2

	
Supported port parameter name N
	octet z-1

octet z


Figure 9.3.2: Port management capability contents

Table 9.3.1: Port management capability information element
	Value part of the port management capability information element (octets 4 to z)

	

	The value part of the port management capability information element consists of one or several supported port parameter names, each encoded over 2 octets as specified in table 9.2.1 for the DS-TT or NW-TT to TSN AF direction.

	



* * * End of Changes * * * *
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