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	Other Aff Specs

	24.501
	5177
	2
	Rel-18
	UE storage of alternative NSSAI
	B
	18.2.1
	CT1#142
	C1-233958
	ZTE, Nokia, Nokia Shanghai Bell
	eNS_Ph3
	4.6.2.2, 4.6.2.7, 5.4.4.3
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	5179
	3
	Rel-18
	Provision alternative NSSAI during registration procedure
	B
	18.2.1
	CT1#142
	C1-233959
	ZTE, Nokia, Nokia Shanghai Bell, Huawei, HiSilicon, vivo
	eNS_Ph3
	4.6.2.7, 5.5.1.2.4, 5.5.1.3.4, 8.2.7.1, 8.2.7.aa (new)
	TS/TR … CR … ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5207
	6
	Rel-18
	UE configuration update when supporting the partial network slice support
	B
	18.2.1
	CT1#142
	C1-234348
	Lenovo, OPPO, vivo, Samsung, LG Electronics
	eNS_Ph3
	5.4.4.1, 5.4.4.2, 8.2.19.1, 8.2.19.X(new), 8.2.19.Y(new), 9.11.3.Z(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5228
	4
	Rel-18
	Partial rejected NSSAI to registration procedure
	B
	18.2.1
	CT1#142
	C1-233996
	OPPO, vivo, Lenovo, Huawei, HiSilicon
	eNS_Ph3
	5.5.1.2.4, 5.5.1.3.4, 8.2.7.54.1, 8.2.7.54.b(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5247
	7
	Rel-18
	Support of network slice replacement during PDU session establishment procedure
	B
	18.2.1
	CT1#142
	C1-233964
	LG Electronics, Nokia, Nokia shanghai Bell, ZTE, Huawei, HiSilicon
	eNS_Ph3
	5.4.5.2.2, 5.4.5.2.3, 6.4.1.3, 8.2.10.1, 8.2.10.x(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5280
	4
	Rel-18
	The partial network slice feature – general introduction
	B
	18.2.1
	CT1#142
	C1-234323
	vivo, OPPO, Lenovo, Huawei, HiSilicon, SHARP
	eNS_Ph3
	3.1, 4.6.1, 4.6.2.x(new), 4.6.3.x(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5281
	3
	Rel-18
	The partially allowed NSSAI – registration procedures
	B
	18.2.1
	CT1#142
	C1-233991
	vivo, OPPO
	eNS_Ph3
	5.5.1.2.4, 5.5.1.3.4, 8.2.7.54.1, 8.2.7.54.x(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5297
	2
	Rel-18
	Network slices with NS-AoS not matching deployed tracking areas
	B
	18.2.1
	CT1#142
	C1-233965
	Nokia, Nokia Shanghai Bell, ZTE, LG Electronics
	eNS_Ph3
	3.1, 3.2, 4.6.1, 4.6.2.x (new)
	TS/TR 23.501 CR 4236 ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5317
	3
	Rel-18
	Provisioning validity time
	B
	18.2.1
	CT1#142
	C1-233969
	Nokia, Nokia Shanghai Bell, Ericsson
	eNS_Ph3
	5.4.4.1, 5.4.4.2, 5.4.4.3, 5.5.1.2.4, 5.5.1.3.4, 8.2.7.54.1, 8.2.7.54.x (new), 8.2.19.1, 8.2.19.x (new), 9.11.3.xz (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5336
	3
	Rel-18
	SSC mode 2/3 PDU session relocation for network slice instance change
	B
	18.2.1
	CT1#142
	C1-234322
	Huawei, HiSilicon
	eNS_Ph3
	6.3.2.2, 6.3.3.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5344
	1
	Rel-18
	Session management for optimized handling of temporarily available network slices
	B
	18.2.1
	CT1#142
	C1-233968
	NTT DOCOMO, ZTE
	eNS_Ph3
	4.6.3.x (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5372
	1
	Rel-18
	Enhancement on partial network slice storage
	B
	18.2.1
	CT1#142
	C1-233970
	Huawei, HiSilicon, vivo
	eNS_Ph3
	4.6.2.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5375
	1
	Rel-18
	Clarification on alternative S-NSSAI being part of the subscribed S-NSSAIs
	F
	18.2.1
	CT1#142
	C1-233960
	ZTE
	eNS_Ph3
	4.6.2.7
	TS/TR 23.501 CR 4234; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	5376
	1
	Rel-18
	Clarification on when to provide alternative NSSAI to UE
	F
	18.2.1
	CT1#142
	C1-233961
	ZTE, LG Electronics
	eNS_Ph3
	4.6.2.7
	TS/TR 23.501 CR 4234; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	5383
	1
	Rel-18
	UE storage – partially rejected NSSAI
	B
	18.2.1
	CT1#142
	C1-233971
	OPPO, Huawei, HiSilicon
	eNS_Ph3
	4.6.2.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5400
	1
	Rel-18
	Handling Alternative NSSAI when SM backoff timer is running
	F
	18.2.1
	CT1#142
	C1-233962
	Apple
	eNS_Ph3
	4.6.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5401
	1
	Rel-18
	Deleting Alternative NSSAI
	F
	18.2.1
	CT1#142
	C1-233963
	Apple
	eNS_Ph3
	4.6.2.7, 9.11.3.97
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5423
	1
	Rel-18
	Adding mapped S-NSSAI for partially allowed NSSAI to the definition
	B
	18.2.1
	CT1#142
	C1-233992
	SHARP
	eNS_Ph3
	3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5425
	1
	Rel-18
	The condition that the UE does not trigger a service request procedure
	B
	18.2.1
	CT1#142
	C1-233966
	SHARP
	eNS_Ph3
	5.6.1.1
	TS 23.502 CR 3848; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5431
	2
	Rel-18
	Partial network slice applicable on 3GPP access only
	F
	18.2.1
	CT1#142
	C1-234324
	Samsung
	eNS_Ph3
	
	

	24.501
	5433
	1
	Rel-18
	The AMF sends the partially allowed NSSAI to the UE after NSSAA
	B
	18.2.1
	CT1#142
	C1-233994
	vivo
	eNS_Ph3
	4.6.1, 4.6.2.4, 5.4.4.2, 5.5.1.2.4, 5.5.1.3.4
	TS/TR 23.502... CR 3849 ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5462
	1
	Rel-18
	Allowed PDU session status
	F
	18.2.1
	CT1#142
	C1-233973
	Samsung
	eNS_Ph3
	
	


