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	Reason for change:
	In 3GPP 24.301, it is not specified UE behavior when SR and TAU triggered for emergency services are failing for network-initiated detach procedure.

I.e., if SR triggered for emergency services is failing for abnormal case h) defined in subclause 5.6.1.6 or TAU triggered for emergency services is failing for abnormal case f) defined in subclause 5.5.3.2.6.

TAU:
[bookmark: _Toc20217984][bookmark: _Toc27743869][bookmark: _Toc35959440][bookmark: _Toc45202872][bookmark: _Toc45700248][bookmark: _Toc51919984][bookmark: _Toc68251044][bookmark: _Toc131383681]5.5.3.2.6	Abnormal cases in the UE
f)	Tracking area updating and detach procedure collision
	EPS detach containing detach type "re-attach required" or "re-attach not required":
	If the UE receives a DETACH REQUEST message before the tracking area updating procedure has been completed, the tracking area updating procedure shall be aborted and the detach procedure shall be progressed. If the DETACH REQUEST message contains detach type "re-attach not required" and EMM cause #2 "IMSI unknown in HSS", the UE will follow the procedure as described below for the detach type "IMSI detach".
SR:
[bookmark: _Toc20218013][bookmark: _Toc27743898][bookmark: _Toc35959469][bookmark: _Toc45202902][bookmark: _Toc45700278][bookmark: _Toc51920014][bookmark: _Toc68251074][bookmark: _Toc131383711]5.6.1.6	Abnormal cases in the UE
h)	Detach procedure collision
EPS detach containing detach type "re-attach required":
	If the UE receives a DETACH REQUEST message from the network in state EMM-SERVICE-REQUEST-INITIATED, the UE shall take the following actions:
-	If the service request was not initiated for CS fallback or 1xCS fallback, the detach procedure shall be progressed and the service request procedure shall be aborted.
EPS detach containing detach type "re-attach not required":
	If the UE receives a DETACH REQUEST message from the network in state EMM-SERVICE-REQUEST-INITIATED, the UE shall take the following actions:
-	If the DETACH REQUEST message contains an EMM cause other than #2 "IMSI unknown in HSS" or no EMM cause IE, the detach procedure shall be progressed and the service request procedure shall be aborted.
To solve the collision between TAU/SR and network-initiated detach procedure, the UE needs to inform upper layers or to attempt EPS attach for emergency services.

	
	

	Summary of change:
	In both SR and TAU triggered for emergency services and colliding NW initiated detach the UE shall:
· Inform the upper layers of the failure of the procedure; or
· Detach locally, if not detached already, attempt EPS attach for emergency bearer services.

	
	

	Consequences if not approved:
	Unspecified handling of emergency call in detach collision has impact on user emergency services.
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[bookmark: _Toc20217982][bookmark: _Toc27743867][bookmark: _Toc35959438][bookmark: _Toc45202870][bookmark: _Toc45700246][bookmark: _Toc51919982][bookmark: _Toc68251042][bookmark: _Toc131383679]5.5.3.2.5A	Tracking area updating procedure for initiating a PDN connection for emergency bearer services not accepted by the network
If the tracking area updating request for initiating a PDN connection for emergency bearer services cannot be accepted by the network, the UE shall perform the procedures as described in clause 5.5.3.2.5. Then if the UE is in the same selected PLMN where the last tracking area updating request was attempted, the UE shall:
a)	inform the upper layers of the failure of the procedure; or
NOTE 1:	This can result in the upper layers establishment of a CS emergency call (if not already attempted in the CS domain) or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [13D] can result in the emergency call being attempted to another IP-CAN.
b)	detach locally, if not detached already, attempt EPS attach for emergency bearer services.
If the tracking area updating request for initiating a PDN connection for emergency bearer services fails due to abnormal case a) in clause 5.5.3.2.6, the UE shall perform the actions as described in clause 5.5.3.2.6 and inform the upper layers of the failure to access the network.
NOTE 2:	This can result in the upper layers establishment of a CS emergency call (if not already attempted in the CS domain) or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [13D] can result in the emergency call being attempted to another IP-CAN.
If the tracking area updating request for initiating a PDN connection for emergency bearer services fails due to abnormal cases b), c), or d) or f) as well as k) when the "Extended wait time" is ignored, and ka) when the "Extended wait time CP data" is ignored in clause 5.5.3.2.6, the UE shall perform the procedures as described in clause 5.5.3.2.6. Then if the UE is in the same selected PLMN where the last tracking area updating request was attempted, the UE shall:
a)	inform the upper layers of the failure of the procedure; or
NOTE 3:	This can result in the upper layers establishment of a CS emergency call (if not already attempted in the CS domain) or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [13D] can result in the emergency call being attempted to another IP-CAN.
b)	detach locally, if not detached already, attempt EPS attach for emergency bearer services.

*****************************************Next Change*****************************************
[bookmark: _Toc20218011][bookmark: _Toc27743896][bookmark: _Toc35959467][bookmark: _Toc45202900][bookmark: _Toc45700276][bookmark: _Toc51920012][bookmark: _Toc68251072][bookmark: _Toc131383709]5.6.1.5A	Service request procedure for initiating a PDN connection for emergency bearer services not accepted by the network
If the service request for initiating a PDN connection for emergency bearer services cannot be accepted by the network, the UE shall perform the procedures as described in clause 5.6.1.5. Then if the UE is in the same selected PLMN where the last service request was attempted, the UE shall:
a)	inform the upper layers of the failure of the procedure; or
NOTE 1:	This can result in the upper layers requesting establishment of a CS emergency call (if not already attempted in the CS domain) or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [13D] can result in the emergency call being attempted to another IP-CAN.
b)	detach locally, if not detached already, attempt EPS attach for emergency bearer services.
If the service request for initiating a PDN connection for emergency bearer services fails due to abnormal case a) in clause 5.6.1.6, the UE shall perform the actions as described in clause 5.6.1.6 and inform the upper layers of the failure to access the network.
NOTE 2:	This can result in the upper layers requesting establishment of a CS emergency call (if not already attempted in the CS domain) or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [13D] can result in the emergency call being attempted to another IP-CAN.
If the service request for initiating a PDN connection for emergency bearer services fails due to abnormal cases b), c), or e), h) as well as l) when the "Extended wait time" is ignored, and la) when the "Extended wait time CP data" is ignored in clause 5.6.1.6, the UE shall perform the procedures as described in clause 5.6.1.6. Then if the UE is in the same selected PLMN where the last service request was attempted, the UE shall:
a)	inform the upper layers of the failure of the procedure; or
NOTE 3:	This can result in the upper layers requesting establishment of a CS emergency call (if not already attempted in the CS domain) or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [13D] can result in the emergency call being attempted to another IP-CAN.
b)	detach locally, if not detached already, attempt EPS attach for emergency bearer services.

