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[bookmark: _Toc68203056][bookmark: _Toc51949321][bookmark: _Toc51948229][bookmark: _Toc45286960][bookmark: _Toc36657295][bookmark: _Toc36213118][bookmark: _Toc27746934]***** First change *****
[bookmark: _Toc88808480][bookmark: _Toc123577202]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
C2	Command and Control
DAA	Detect And Avoid
GPSI	Generic Public Subscription Identifier
SCM-S	SEAL Configuration Management Server
SEAL	Service Enabler Architecture Layer for Verticals
SLM-S	SEAL Location Management Server
UAE	UAS Application Enabler
UAS	Uncrewed Arial System
UAV	Uncrewed Aerial Vehicle
UAV-C	Unmanned Aerial Vehicle-Controller
USS	UAS Service Supplier
[bookmark: clause4]UTM	UAS Traffic Management


*****Next change *****
[bookmark: _Toc88808492][bookmark: _Toc123577214]6.8	DAA support
[bookmark: _Toc88808493][bookmark: _Toc123577215]6.8.1	Client procedure
[bookmark: _Toc88808494][bookmark: _Toc123577216]6.8.1.1	DAA support configuration procedure
Upon receiving an HTTP POST request containing:
a)	a Content-Type header field set to "application/vnd.3gpp.uae-info+xml"; and
b)	an application/vnd.3gpp.uae-info+xml MIME body with a <DAA-support-configuration-info> element,
the UAE-C:
a)	shall store the received configuration information;
b)	shall generate an HTTP 200 (OK) response according to IETF RFC 7231 [5]. In the HTTP 200 (OK) response message, the UAE-C:
1)	shall include a Content-Type header field set to "application/vnd.3gpp.uae-info+xml"; and
2)	shall include an application/vnd.3gpp.uae-info+xml MIME body and in the <UAE-info> root element:
i)	shall include a <DAA-support-configuration-info> element with a <result> child element set to the value "success" or "failure" indicating positive or negative result of reception and storing of the DAA support configuration parameters; and
c)	shall send the HTTP 200 (OK) response towards the UAE-S.
[bookmark: _Toc88808497][bookmark: _Toc123577219]6.8.2	Server procedure
[bookmark: _Toc88808498][bookmark: _Toc123577220]6.8.2.1	DAA support configuration procedure
Upon receiving an application request from UAS application specific server (which can be the USS/UTM) to manage the DAA support configuration for a UAS, the UAE-S shall generate an HTTP POST request message according to IETF RFC 7231 [5]. In the HTTP POST request message, the UAE-S:
a)	shall include a Request-URI set to the URI corresponding to the identity of the UAE-C;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.uae-info+xml";
c)	shall include an application/vnd.3gpp.uae-info+xml MIME body with a <DAA-support-configuration-info> element in the <UAE-info> root element which:
1)	shall include a <UAS-id> element set to the identification of the UAS for which the multi-USS configuration request applies; and
2)	may include a <DAA-application-policy> element that consists of the DAA application policy to be configured at the UAS; and
d)	shall send the HTTP POST request message towards the UAE-C.

***** End of changes *****

