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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc130913838]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[bookmark: definitions][2]	3GPP TS 23.003: "Numbering, addressing and identification".
[3]	3GPP TS 23.247: "Architectural enhancements for 5G multicast-broadcast services; Stage 2".
[4]	3GPP TS 26.346: "Multimedia Broadcast/Multicast Service (MBMS); Protocols and Codecs".
[5]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[6]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 1 Standalone".
[7]	IETF RFC 3629: "UTF-8, a transformation format of ISO 10646".
[8]	OMA-ERELD-DM-V1_2: "Enabler Release Definition for OMA Device Management".
[9]	"Unicode 6.3.0, Unicode Standard Annex #15; Unicode Normalization Forms", September 2013. http://www.unicode.org.
[refyy]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
***** Next change *****
[bookmark: _Toc1063774][bookmark: _Toc8836198][bookmark: _Toc130913842][bookmark: _Hlk131158318]4	General description
A UE can support multicast and broadcast service (MBS) that is a point-to-multipoint service in which data is transmitted from a single source entity to multiple recipients either to all users in a broadcast service area (MBS broadcast communication), or to users in a multicast group (MBS multicast communication) as defined in 3GPP TS 23.247 [3]. The UE may support pre-configuration of information for services using MBS.
If the UE is pre-configured with information related to services using MBS, the UE can discover and receive data for services by using the provisioned configuration.
The UE pre-configuration contains a list of PLMNs in which for each PLMN, the following information is configured:
a)	PLMN ID of the PLMN for which the configuration applies;
b)	RAN information based on NR-ARFCN on which the broadcast communication service is available;
c)	list of TMGI, on which the a broadcast communication service is available, along with the associated user service description (USD) information for the MBS broadcast service. If TMGI and USD information for the an MBS user service is configured for the PLMN selected for broadcast communication service, the UE uses the information configured therein to acquire the broadcast communication service;
d)	list of TMGI, on which the service announcement for broadcast or multicast communication service is available via broadcast along with the associated USD information for the MBS user service announcement service. If TMGI and USD information for MBS user service announcement is configured for a PLMN selected for broadcast communication service, the UE uses the information configured therein to acquire the service announcement for broadcast or multicast communication services provided by that PLMN; and
e)	PDU session information based ondefault DNN and S-NSSAI pair associated with an MBS sessionfor PDU sessions that can be used to join MBS multicast sessions (as specified in 3GPP TS 24.501 [refyy]) for which no other information is available.
***** End of changes *****
