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	Reason for change:
	The specification provides a number of <X> nodes as a placeholder for one or more of other nodes providing necessary information. Hence, this <X> node does not carry any value/information itself.
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[bookmark: _Toc99178846][bookmark: _Toc99178850][bookmark: _Toc101529354][bookmark: _Toc114864185][bookmark: _Toc124423791]* * * First Change * * * *
[bookmark: _Toc485196864][bookmark: _Toc130913863][bookmark: _Toc130913867]6.17	<X>/PLMNList/<X>/RANInfo/<X>
This node acts as a placeholder for one or more NR ARFCN values of one or more MBS frequencies.
-	Occurrence: OneOrMore
-	Format: nodechr
-	Access Types: Get, Replace
-	Values: N/A
* * * Next Change * * * *
6.21	<X>/PLMNList/<X>/PDUInfo/PDUInfoList/<X>
This node acts as a placeholder for one or more PDU session-specific information values.
-	Occurrence: OneOrMore
-	Format: nodechr
-	Access Types: Get, Replace
-	Values: N/A
* * * End of Changes * * * *
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6.17  <X>/PLMNList/<X>/RANInfo/<X>

This node acts as a placeholder for one ormore NR ARFCN values of one or more MBS frequencies.
- Occurrence: OneOrMore
- Format: .
- Access Types: Get. Replace

- Values: N/A





