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In order to subscribe for the network monitoring information from the VAE-S, the VAE-C shall send an HTTP POST request according to procedures specified in IETF RFC 7231 [19]. In the HTTP POST request, the VAE-C:
a)	shall set the Request-URI to the URI corresponding to the identity of the VAE-S;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <network-monitoring-subscription-info> element in the <VAE-info> root element:
1)	shall include a <V2X-UE-id> element set to the identity of the UE which requests the registration;
2)	shall include a <subscription-events> element with one or more <event> child element(s) set to the network monitoring events (e.g. uplink degradation, congestion, overload, coverage) to be subscribed; and
3)	shall include a <triggering-criteria> element set to the criteria to indicate when the VAE-S sends the monitoring reports to the VAE-C; and.
[bookmark: _Toc43231213][bookmark: _Toc43296144][bookmark: _Toc43400261][bookmark: _Toc43400878][bookmark: _Toc45216703][bookmark: _Toc51938249][bookmark: _Toc51938784][bookmark: _Toc68190473][bookmark: _Toc123644721]d)	may include a <relay-V2X-UE-id-list> element with one or more <V2X-UE-id> element(s) each of which set to the identity of the V2X UE to be monitored.
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6.9.2.1	Server procedure
Based on the UE subscription for network monitoring information, the VAE-S shall generate an HTTP POST request message according to procedures specified in IETF RFC 7231 [19]. In the HTTP POST request, the VAE-S:
a)	shall include a Request-URI set to the URI corresponding to the identity of the VAE-C;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info +xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <network-monitoring-info-notification> element in the <VAE-info> root element which shall include:
1)	a <V2X-UE-id> element set to the identity of the subscribed V2X UE;
2)	a <network-monitoring-info> element, which:
i)	shall include one or more <trigger-id> elements set to the identity of the triggering criteria that resulted in the VAE-S sending the monitoring report to the VAE-C;
ii)	may include an <uplink-quality-level> element set to the uplink quality level;
iii)	may include a <congestion-info> element set to the congestion value;
iv)	may include a <geographical-area> element which shall include at least one of the followings:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]A)	<cell-area>, an element specifying an NCGI which when entered triggers a request for a location report coded as specified in clause 19.6A in 3GPP TS 23.003 [2] for which the monitoring applies; and
B)	<tracking-area>, an element specifying a tracking area identity coded as specified in clause 19.4.2.3 in 3GPP TS 23.003 [2] for which the monitoring applies;
v)	may include a <time-validity> element set to the period for which the monitoring applies; and
vi)	may include an <MBMS-level> element, which may include:
A) an <MBMS-coverage-level> element set to the coverage level for MBMS; and
B)	an <MBMS-bearer-level-event> element set to the MBMS bearer level events; and
d)	may include a <monitored-V2X-UE-id-list> element with one or more <V2X-UE-id> child element(s), each of which set to the identity of the V2X UE that the network monitoring information is related.
ed)	shall send the HTTP POST request message towards the VAE-C according to IETF RFC 7231 [19].
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