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* * * First Change * * * *
[bookmark: _Toc114211684][bookmark: _Toc129202975]4.4.29.2.2	Procedure for MBS TMGI(s) allocation or MBS TMGI(s) expiry time refresh
This procedure is used by an AF to request the allocation of TMGI(s) for new MBS session(s) or the refresh of the expiry time of already allocated MBS TMGI(s).
In order to request the allocation of TMGI(s) for new MBS session(s) or the refresh of the expiry time of already allocated MBS TMGI(s), an AF shall send a Nnef_MBSTMGI_Allocation request message to the NEF using the HTTP POST method with the request body including the TmgiAllocRequest data structure that shall contain:
NOTE:	The Nnef_MBSTMGI_Allocation service operation corresponds to the stage 2 Nnef_MBSTMGI_Allocate service operation defined in 3GPP TS 23.247 [53].
-	within the "afId" attribute, the identifier of the AF that is sending the request;
-	within the "tmgiParams" attribute, the parameters (e.g. number of TMGI(s) to be allocated, etc.) to request the allocation of TMGI(s) for new MBS session(s) or the refresh of the expiry time of already allocated TMGI(s);
-	within the "suppFeat" attribute, the features supported by the AF, if feature negotiation needs to take place;
and may contain:
-	within the "notificationUri" attribute, the notification URI via which the AF desires to receive notifications on timer expiry for TMGI(s);
-	within the "requestTestNotification" attribute, an indication on whether the NEF should send a test notification, if the "Notification_test_event" feature is supported;
-	within the "websockNotifConfig" attribute, the configuration parameters to set up notification delivery over Websocket protocol, if the "Notification_websocket" feature is supported; and/or
-	within either the "mbsServiceArea" attribute or the "extMbsServiceArea" attribute, the MBS service area for the TMGI(s) to be allocated, which may be needed for a local MBS service.
The NEF shall then check whether the AF is authorized to perform this operation or not as defined in clause 6.1.1 of 3GPP TS 23.247 [53]. If the AF is authorized, then:
[bookmark: _Hlk133994276]-	if the MBS Service Area information is provided via the "extMbsServiceArea" attribute, the NEF shall translate the received geographical area(s) or civic address(es) to a list of TAI(s) and/or cell ID(s); 
· the NEF shall determine the target MB-SMF either by may querying the NRF to discover and select an MB-SMF (service) instance that can handle this request. Otherwise, or the target MB-SMF is determined based on local configuration; and
· . Then, the NEF shall convey this MBS TMGI(s) allocation request or expiry time refresh request to the selected MB-SMF using the Nmbsmf_TMGI service API as defined in 3GPP TS 29.532 [52].
Upon reception of a successful response from the MB-SMF as defined in 3GPP TS 29.532 [52], the NEF shall forward the received information (e.g. allocated MBS TMGI(s), expiry time or updated expiry time of existing MBS TMGI(s), etc.) to the AF in a Nnef_MBSTMGI_Allocation response message with an HTTP "200 OK" status code and the response body including the TmgiAllocResponse data structure that shall contain:
-	within the "tmgiInfo" attribute, the MBS TMGI(s) allocation information or the refreshed expiry time for already allocated MBS TMGI(s); and
-	within the "suppFeat" attribute, the features supported by both the AF and the NEF, if feature negotiation needs to take place and the AF provided the list of its supported features in the corresponding request body.
On failure or if the NEF receives an error responsefrom the MB-SMF, the NEF shall take proper error handling actions, as specified in clause 5.19.7, and respond to the AF with an appropriate error status code. If the NEF received within an error response a "ProblemDetails" data structure with a "cause" attribute indicating an application error, the NEF shall relay this error response to the AF with a corresponding application error, when applicable.
* * * 2nd Change * * * *
[bookmark: _Toc73716306][bookmark: _Toc114212350][bookmark: _Toc129203645]5.19.5.1	General
This clause specifies the application data model supported by the MBSTMGI API. Table 5.19.5.1-1 specifies the data types defined for the MBSTMGI API.
Table 5.19.5.1-1: MBSTMGI specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	TmgiAllocRequest
	5.19.5.2.2
	Represents the full set of parameters to initiate a TMGI(s) allocation request or the refresh of the expiry time of already allocated TMGI(s).
	

	TmgiAllocResponse
	5.19.5.2.3
	Represents TMGI(s) allocation information or the refreshed expiry time for already allocated TMGI(s).
	

	TmgiDeallocRequest
	5.19.5.2.4
	Represents information to request the deallocation of TMGI(s).
	

	ExpiryNotif
	5.19.5.2.5
	Represents TMGI(s) timer expiry notification information.
	



Table 5.19.5.1-2 specifies data types re-used by the MBSTMGI API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the MBSTMGI API.
Table 5.19.5.1-2: MBSTMGI API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ExternalMbsServiceArea
	3GPP TS 29.571 [8]
	Represents an external MBS service area.
	

	MbsServiceArea
	3GPP TS 29.571 [8]
	Represents an MBS service area.
	

	Tmgi
	3GPP TS 29.571 [8]
	Contains a TMGI.
	

	TmgiAllocate
	3GPP TS 29.532 [52]
	Contains parameters to initiate a TMGI(s) allocation request or the refresh of the expiry time of already allocated TMGI(s).
	

	TmgiAllocated
	3GPP TS 29.532 [52]
	Contains the TMGI(s) allocation information or the refreshed expiry time for already allocated TMGI(s).
	

	Uri
	3GPP TS 29.122 [4]
	Contains a TMGI.
	

	WebsockNotifConfig
	3GPP TS 29.122 [4]
	Contains the configuration parameters to set up notification delivery over Websocket protocol.
	



* * * 3rd Change * * * *
[bookmark: _Toc73716310][bookmark: _Toc114212353][bookmark: _Toc129203648]5.19.5.2.2	Type: TmgiAllocRequest
Table 5.19.5.2.2-1: Definition of type TmgiAllocRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afId
	string
	M
	1
	Contains the identifier of the AF that is sending the request.
	

	tmgiParams
	TmgiAllocate
	M
	1
	Contains the parameters to request the allocation of TMGI(s) for new MBS session(s) or the refresh of the expiry time of already allocated MBS TMGI(s).
	

	notificationUri
	Uri
	O
	0..1
	The notification URI via which the AF desires to receive notifications on timer expiry for MBS TMGI(s).
	

	mbsServiceArea
	MbsServiceArea
	O
	0..1
	Indicates the MBS service area for the TMGI(s) to be allocated.


This attribute may be provided by the AF for a local MBS service.
(NOTE)
	

	extMbsServiceArea
	ExternalMbsServiceArea
	O
	0..1
	Indicates the external MBS service area for the TMGI(s) to be allocated.

This attribute may be provided by the AF for a local MBS service.

(NOTE)
	

	requestTestNotification
	boolean
	O
	0..1
	Indicates whether sending a test notification shall be performed.

Set to "true" by the AF to request the NEF to send a test notification as defined in clause 5.2.5.3 of 3GPP TS 29.122 [4].

Set to "false" or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Represents configuration parameters to set up notification delivery over the Websocket protocol.
	Notification_websocket

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the features supported by the AF.

This attribute shall be provided if feature negotiation needs to take place.
	

	NOTE:	These attributes are mutually exclusive. Either one of them may be present.



* * * 4th Change * * * *
[bookmark: _Toc114212759][bookmark: _Toc122117148][bookmark: _Hlk129086542]A.17	MBSTMGI API
openapi: 3.0.0

info:
  title: 3gpp-mbs-tmgi
  version: 1.1.0-alpha.1
  description: |
    API for the allocation, deallocation and management of TMGI(s) for MBS.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.522 V18.1.0; 5G System; Network Exposure Function Northbound APIs.
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.522/'

security:
  - {}
  - oAuth2ClientCredentials: []

servers:
  - url: '{apiRoot}/3gpp-mbs-tmgi/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 5.2.4 of 3GPP TS 29.122.

paths:
  /allocate:
    post:
      summary: Request the allocation of TMGI(s) for new MBS session(s) or the refresh of the expiry time of already allocated TMGI(s).
      operationId: AllocateTmgi
      tags:
        - TMGI Allocation or Timer Expiry Refresh
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/TmgiAllocRequest'
      responses:
        '200':
          description: >
            OK. Successful case. The allocated TMGI(s) or a refreshed expiry time for the concerned
            already allocated TMGI(s) is/are returned to the requesting AF.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TmgiAllocResponse'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
      callbacks:
        TmgiTimerExpiryNotification:
          '{$request.body#/notificationUri}':
            post:
              requestBody:
                description: >
                  Represents the MBS TMGI(s) timer expiry notification information (e.g. list of
                  TMGI(s) for which the timer has expired).
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/ExpiryNotif'
              responses:
                '204':
                  description: No content. The notification is successfully received.
                '307':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29122_CommonData.yaml#/components/responses/default'

  /deallocate:
    post:
      summary: Request the deallocation of MBS TMGI(s).
      operationId: DeallocateTmgi
      tags:
        - MBS TMGI Deallocation
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/TmgiDeallocRequest'
      responses:
        '204':
          description: No Content. Successful case, the TMGI(s) are deallocated.
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'


components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}

  schemas: 
    TmgiAllocRequest:
      description: >
        Represents the full set of parameters to initiate an MBS TMGI(s) allocation request
        or the refresh of the expiry time of already allocated TMGI(s).
      type: object
      properties:
        afId:
          type: string
        tmgiParams:
          $ref: 'TS29532_Nmbsmf_TMGI.yaml#/components/schemas/TmgiAllocate'
        notificationUri:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Uri'
        mbsServiceArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsServiceArea'
        extMbsServiceArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ExternalMbsServiceArea'
        requestTestNotification:
          type: boolean
        websockNotifConfig:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/WebsockNotifConfig'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - afId
        - tmgiParams
      not:
        - required: [mbsServiceArea, extMbsServiceArea]

    TmgiAllocResponse:
      description: >
        Represents MBS TMGI(s) allocation information or the refreshed expiry time for
        already allocated TMGI(s)
      type: object
      properties:
        tmgiInfo:
          $ref: 'TS29532_Nmbsmf_TMGI.yaml#/components/schemas/TmgiAllocated'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - tmgiInfo

    TmgiDeallocRequest:
      description: Represents information to request the deallocation of MBS TMGI(s).
      type: object
      properties:
        afId:
          type: string
        tmgis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tmgi'
          minItems: 1
      required:
        - afId
        - tmgis

    ExpiryNotif:
      description: Represents MBS TMGI(s) timer expiry notification information.
      type: object
      properties:
        tmgis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tmgi'
          minItems: 1
      required:
        - tmgis
* * * End of Changes * * * *
