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	Reason for change:
	As defined in Table 5.27.1.11 of TS 23.501, there is a new bullet indicated that the TA list, allowed time period and Uu time synchronization is subject to "AF request Authorization" is set to "allowed".

The Time Synchronization Subscription data is the subscription data for the control of (g)PTP-based time distribution and 5G access stratum-based time distribution and includes the following information:
-	the "AF request Authorization", indicating whether the UE is authorized for an AF-requested 5G access stratum-based time distribution and (g)PTP-based time distribution services. The indication is provided separately for each service:
-	"allowed" or "not allowed" for (g)PTP based time synchronization service (per DNN/S-NSSAI and UE identity),
-	"allowed" or "not allowed" for ASTI based time synchronization services (per UE identity).
-	If the "AF request Authorization" is set to "allowed", the Time Synchronization Subscription data may contain additional information for (g)PTP/ASTI based time synchronization services authorized by:
-	optionally, a list of TA(s) which specifies an area (a so-called Authorized Time Synchronization Coverage Area) in which an AF may request time synchronization services;
-	optionally, one or more periods of authorized start and stop times, which indicates the allowed time period during which an AF may request time synchronization services;
-	optionally, authorized Uu time synchronization error budget, which indicates the limit the AF may request.

It’s proposed to update the NOTE to clarifiy that the condition of whether the parameters should be present is defined in see 3GPP TS 23.501 [2] clause 5.27.1.11.

	
	

	Summary of change:
	[bookmark: _GoBack]It’s proposed to update the NOTE to clarifiy that the condition of whether the parameters should be present is defined in see 3GPP TS 23.501 [2] clause 5.27.1.11.
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	Other comments:
	This contribution does not introduce any changes to the OpenAPI file.
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Table 6.1.6.2.91-1: Definition of type AfRequestAuthorization
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	C
	0..1
	DNN (NOTE)

	sNssai
	Snssai
	C
	0..1
	S-NSSAI (NOTE)

	gtptAllowed
	boolean
	C
	0..1
	Indicates whether gptp based time synchronization services are allowed. (NOTE)

	astiAllowed
	boolean
	C
	0..1
	Indicates whether ASTI based time synchronization services are allowed. (NOTE)

	coverageArea
	array(Tai)
	CO
	1..N
	Time Synchronization Coverage Area

	uUTimeSyncErrBdgt
	Uinteger
	CO
	0..1
	This IE may be present only when the ASTI based time synchronization services is set to allowed.

When present, it shall indicate the authorized Uu time synchronization error budget for the time synchronization service in units of nanoseconds.

	tempVals
	array(TemporalValidity)
	CO
	1..N
	Contains authorized start and stop times

	NOTE:	The condition of whether the parameters should be present is defined in astiAllowed shall be present if and only if dnn and sNssai are absent; gtpAllowed shall be present if dnn and/or sNssai are present (see 3GPP TS 23.501 [2] clause 5.27.1.11).
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