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	Reason for change:
	CR0006 (C4-224631) adds the MAC address information in NotificationItem for an ethernet PDU session.

However, it didn't address the openAPI's restriction:

[bookmark: OLE_LINK6]      anyOf:
        - required: [ ueIpv4Addr ]
        - required: [ ueIpv6Prefix ]

Apparently, none of above shall be present for an ethernet PDU session.


	
	


	Summary of change:
	Add a table note that a NF service consumer shall accept to receive a NotificationItem having neither ueIpv4Addr nor ueIpv6Prefix.


	
	

	Consequences if not approved:
	Remaining open issue.

	
	

	Clauses affected:
	6.1.6.2.3, A.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The contribution introduces a backwards compatible correction to Nupf_EventExposure API.

	
	

	This CR's revision history:
	Rev1: remove "It is assumed" in the Note.




[bookmark: _Toc19717338][bookmark: _Toc27490839][bookmark: _Toc27557132][bookmark: _Toc27724049][bookmark: _Toc36031123][bookmark: _Toc36043043][bookmark: _Toc36814368][bookmark: _Toc44689226][bookmark: _Toc44923980][bookmark: _Toc51860950][bookmark: _Toc57930721][bookmark: _Toc57931351][bookmark: _Toc130904654][bookmark: _Hlk22136061]*** First Change ***
[bookmark: _Toc510696637][bookmark: _Toc35971432][bookmark: _Toc82676389][bookmark: _Toc114777968]6.1.6.2.3	Type: NotificationItem
Table 6.1.6.2.3-1: Definition of type NotificationItem
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventType
	EventType
	M
	1
	The event type of the event for which the notification is generated.
	

	ueIpv4Addr
	Ipv4Addr
	C
	0..1
	IPv4 address of the UE (NOTE 1)
	

	ueIpv6Prefix
	Ipv6Prefix
	C
	0..1
	IPv6 address prefix of the UE (NOTE 1)
	

	ueMacAddr
	MacAddr48
	O
	0..1
	MAC address of the UE.
(NOTE X)
	

	dnn
	Dnn
	O
	0..1
	When present, this attribute indicates the DNN of the PDU session for which the notification is generated.
	

	snssai
	Snssai
	O
	0..1
	When present, this attribute indicates the S-NSSAI of the PDU session for which the notification is generated.
	

	gpsi
	Gpsi
	O
	0..1
	When present, this attribute indicates the GPSI of the UE for which the notification is generated.
	

	timeStamp
	DateTime
	M
	1
	The value represents the UTC time when the information in this report was generated.
	

	startTime
	DateTime
	O
	0..1
	When present, this attribute shall provide the timestamp when the information in this report was started
	

	qosMonitoringMeasurement
	QosMonitoringMeasurement
	C
	0..1
	This attribute shall be present if eventType is set to "QOS_MONITORING"
	

	NOTE 1:	At least one of ueIpv4Addr and ueIpv6Prefix shall be present if IP PDU session is monitored..
NOTE X:	An NF service consumer subscribing to receive QoS Monitoring Measurement report for an ethernet PDU session shall accept the NotificationItem having neither ueIpv4Addr nor ueIpv6Prefix.



*** Next Change ***
[bookmark: _Toc82676410][bookmark: _Toc114777982]A.2	Nupf_EventExposure API
openapi: 3.0.0
info:
  title: 'UPF Event Exposure Service'
  version: 1.0.1
  description: |
    UPF Event Exposure Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.564 V17.2.0; 5G System; User Plane Function Services; Stage 3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.564/
servers:
  - url: '{apiRoot}/nupf-ee/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

******Skipped for Clarity******
    NotificationItem:
      description: represents a report on one subscribed event
      type: object
      required:
        - eventType
        - timeStamp
      anyOf:
        - required: [ ueIpv4Addr ]
        - required: [ ueIpv6Prefix ]
        - required: [ ueMacAddr ]
      properties:
        eventType:
          $ref: '#/components/schemas/EventType'
        ueIpv4Addr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
        ueIpv6Prefix:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Prefix'
        ueMacAddr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MacAddr48'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        startTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        qosMonitoringMeasurement:
          $ref: '#/components/schemas/QosMonitoringMeasurement'

******Skipped for Clarity******

* * * End of Changes * * * *
