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Additional discussion(if needed):
Proposed changes:
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Figure 4.4.2.2.2-1 illustrates the creation of a Individual Traffic Influence Data Subscription.


Figure 4.4.2.2.2-1: Creation of a subscription
In order to subscribe to Traffic Influence Data, the SMF shall send an Nnef_TrafficInfluenceData_Subscribe request using the HTTP POST method to the NEF with "{apiRoot}/nnef-traffic-influence-data/<apiVersion>/subscriptions" as request URI as shown in step 1 of figure 4.4.2.2.2-1. The HTTP POST message shall include TrafficInfluDataSub data structure as request body. The TrafficInfluDataSub data structure shall include:
-	the notification URI in the "notifUri" attribute;
-	the notification correlation identifier in the "notifCorrId" attribute;
and may include:
-	the identifications of DNN in "dnns" attribute;
-	the identifications of network slice in "snssais" attribute;
-	the internal Group Identifier in "internalGroupIds" attribute;
-	the identifications of target UE(s) in "supis" attribute;
-	the any UE indication in "anyUe" attribute;
-	the reporting requirements of the subscription in "rptInfo" attribute;
-	the Traffic Influence Data in "immReports" attribute.
Upon receipt of the HTTP request from the SMF, the NEF shall interact with the UDR by invoking the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] to retrieve and subscribe to the Traffic Influence Data in the application data in the UDR.
After receiving a successful response from the UDR, the NEF shall create a new subscription and assign a subscription identifier for the "Individual Traffic Influence Data Subscription" resource. Then the NEF shall send an HTTP "201 Created" response with TrafficInfluDataSub data structure as response body and a Location header field containing the URI of the created individual subscription resource to the NF service consumer.
If the immediate report indication is included in the subscription request, the NEF shall include the currently available Traffic Influence Data in the response body.
If errors occur when processing the HTTP POST request or receiving an error code from the UDR, the NEF shall send an HTTP error response as specified in clause 5.3.7.
*** 2nd Change ***
[bookmark: _Toc138693168]5.3.6.2.2	Type: TrafficInfluDataSub
Table 5.3.6.2.2-1: Definition of type TrafficInfluDataSub
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notifUri
	Uri
	M
	1
	URI provided by the NF service consumer indicating where to receive the subscribed notifications from the NEF.
	

	notifCorrId
	string
	M
	1
	Notification correlation identifier.
	

	dnns
	array(Dnn)
	O
	1..N
	Each element identifies a DNN.
(NOTE)
	

	snssais
	array(Snssai)
	O
	1..N
	Each element identifies an internal slice. (NOTE)
	

	internalGroupIds
	array(GroupId)
	O
	1..N
	Each element identifies a group of users. (NOTE)
	

	supis
	array(Supi)
	O
	1..N
	Each element identifies the user.
(NOTE)
	

	anyUe
	boolean
	O
	0..1
	Identifies any UE when setting to "true".
Default value is "false" if omitted.
(NOTE)
	

	rptInfo
	ReportingInformation
	O
	0..1
	Represents the reporting requirements of the subscription.
	

	immReports
	array(TrafficInfluData)
	O
	1..N
	Contains the Traffic Influence Data that match this subscription.
It may be included only in the POST (or PUT) response body of a subscription creation (or modification), and only if the "immRep" attribute contained in "rptInfo" is set to "true" in the corresponding HTTP request.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	Used to negotiate the applicability of the optional features. This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	NOTE 1:	At least one of "dnns", "snssais", "internalGroupIds", "anyUe" or "supis" shall be provided.



Editor's note:	Whether the "internalGroupIds" is plural or single is FFS.
*** End of Changes ***
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