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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc138755254][bookmark: _Toc138755253]7.4.2.4.2.7	Type: MonitoringSubscription
Table 7.4.2.4.2.7-1: Definition of type MonitoringSubscription
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	valUeIds
	array(ValTargetUe)
	C
	1..N
	List of VAL UEs which measurement data reporting is requested (NOTE 1).
	

	valGroupId
	string
	C
	0..1
	The group ID used for the VAL group for which measurement data reporting is requested (NOTE 1).
	

	valStreamIds
	array(string)
	C
	1..N
	List of VAL streams for which measurement data reporting is requested (NOTE 1)
	

	measReqs
	MeasurementRequirements
	O
	0..1
	It indicates the measurement requirements (NOTE 2).
	

	reportReqs
	ReportingRequirements
	O
	0..1
	It indicates the requested requirements of reporting (NOTE 3).
	

	notifiUri
	Uri
	C
	0..1
	It indicates the URI where the notification should be delivered to. The notifiUri attribute shall be presented for subscription without immediate report.
	

	monRep
	MonitoringReport
	C
	0..1
	Contains the unicast QoS monitoring data reporting.

The NRM server shall provide this attribute when immediate reporting is requested and the requested data is available.
	

	reqTestNotif
	boolean
	O
	0..1
	Set to true by the NF service consumer to request the VAL server to send a test notification as defined in clause 6.6. Set to false or omitted otherwise.
	Notification_test_event

	wsNotifCfg
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 6.6.
	Notification_websocket

	suppFeat
	SupportedFeatures
	C
	0..1
	This parameter shall be supplied by VAL server in the POST request that request the creation of an individual measurement resource and shall be supplied in the reply of corresponding request.
	

	NOTE 1: 	Only one of these attributes shall be provided.
NOTE 2: 	If absent, the default values shall be used.
NOTE 3: 	If absent, the default event triggered reporting is used.




* * * Next of change * * * *
7.4.2.4.2.8	Void

* * * End of changes * * * *
