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	Reason for change:
	According to the TS 23.273, ON/OFF state has been introduced which indicates activation/deactivation of a PRU. 
PRU ON/OFF states indicate temporarily availability of the PRU functionality of a UE at the serving LMF (e.g., PRU OFF due to other high priority tasks/energy saving at the UE, or the UE temporarily loses network coverage).
As text shown above, ON/OFF state indicate the PRU’s activation/deactivation when it is associated with its serving LMF. 
Therefore, the defination of UE operating as PRU in TS 24.571 shown as below needs to be updated accordingly.
UE operating as PRU: From the UE perspective, a UE which supports PRU functionality and operates as PRU. From the network perspective, the UE allowed to operate as a PRU based on the UE subscription data.
It is proposed to update the defination of UE operating as PRU to support ON/OFF state.
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	Add ON/OFF state in the defination of UE operating as PRU.
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For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.261 [8] apply:
satellite NG-RAN
UE operating as PRU: From the UE perspective, a UE which supports PRU functionality and operates as PRU. From the network perspective, the UE allowed to operate as a PRU based on the UE subscription data and the PRU state is ON.
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