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* * * First Change * * * *
[bookmark: _Toc20215861][bookmark: _Toc27496354][bookmark: _Toc36108095][bookmark: _Toc44598848][bookmark: _Toc44602703][bookmark: _Toc45197880][bookmark: _Toc45695913][bookmark: _Toc51851369][bookmark: _Toc92224986][bookmark: _Toc138440776]15.1.3	FD SIGNALLING PAYLOAD message
[bookmark: _Toc20215862][bookmark: _Toc27496355][bookmark: _Toc36108096][bookmark: _Toc44598849][bookmark: _Toc44602704][bookmark: _Toc45197881][bookmark: _Toc45695914][bookmark: _Toc51851370][bookmark: _Toc92224987][bookmark: _Toc138440777]15.1.3.1	Message definition
This message is sent by the UE to other UEs when sending an FD data payload. This message provides the signalling content related to the FD data payload. For the contents of the message see Table 15.1.3.1-1.
Message type:	FD SIGNALLING PAYLOAD
Direction:	UE to other UEs (via the network)
Table 15.1.3.1-1: FD SIGNALLING PAYLOAD message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	FD signalling payload message identity
	Message type
15.2.2
	M
	V
	1

	
	Date and time
	Date and time
15.2.8
	M
	V
	5

	
	Conversation ID
	Conversation ID
15.2.9
	M
	V
	16

	
	Message ID
	Message ID
15.2.10
	M
	V
	16

	21
	InReplyTo message ID
	InReplyTo message ID
15.2.11
	O
	TV
	17

	22
	Application ID
	Application ID
15.2.7
	O
	TV
	2

	9-
	FD disposition request type
	FD disposition request type
15.2.4
	O
	TV
	1

	A-
	Mandatory download
	Mandatory download
15.2.16
	O
	TV
	1

	78
	Payload
	Payload
15.2.13
	O
	TLV-E
	4-x

	79
	Metadata
	Metadata
15.2.17
	O
	TLV-E
	4-x

	7D
	Extended application ID
	Extended application ID
15.2.24
	O
	TLV-E
	4-x

	7E
	User location
	User location
15.2.25
	O
	TLV-E
	4-x

	51
	Sender MCData user ID
	MCData user ID
15.2.15
	O
	TLV-E
	4-x

	53
	Application metadata container
	Application metadata container
15.2.28
	O
	TLV-E
	4-x



* * * End of Changes * * * *

