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* * * First Change * * * *
6.1.6.2.66	Type: AmfEventSubscriptionAddInfo
Table 6.1.6.2.66-1: Definition of type AmfEventSubscriptionAddInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	bindingInfo
	array(string)
	O
	1..2
	Binding indications received for event notifications (i.e. with "callback" scope) or for subscription change event notifications (i.e. with "subscription-events" scope) for an AMF event subscription.

When present, entries of the array shall be set to the value of the 3gpp-Sbi-Binding header defined in clause 5.2.3.2.6 of 3GPP TS 29.500 [4], without the header name.

Example of an array entry: "bl= nf-set; nfset=set1.udmset.5gc.mnc012.mcc345; servname=nudm-ee;scope=subscription-events"


	subscribingNfType
	NFType
	C
	0..1
	This IE should be present if the information is available. When present, it shall contain the NF type of the NF that created the subscription.
(NOTE X) 

	eventSyncInd
	boolean
	C
	0..1
	This IE should be present with value "true" when the event subscription shall be synchronized with UDM during EPS to 5GS mobility registration procedure, as specified in clause 5.3.2.4.2.

When present, this IE shall be set as following:
- true: the event subscription shall be synchronized with UDM.
- false: the event subscription shall not be synchronized with UDM.

	nfConsumerInfo
	array(string)
	C
	1..N
	When present, this IE shall contain the NF Service Consumer information received together with the AMF event subscription and entries of the array shall be set to the value of the 3gpp-Sbi-Consumer-Info header defined in clause 5.2.3.3.7 of 3GPP TS 29.500 [4], without the header name.

	aoiStateList
	map(AreaOfInterestEventState)
	O
	1..N
	[bookmark: _Hlk107589230]Map of subscribed Area of Interest (AoI) Event State in the old AMF.

For the subscribed AoI Event(s), the JSON pointer to an AmfEventArea element in the areaList IE (or a PresenceInfo element in presenceInfoList IE) of the AmfEvent data type (see clause 6.2.6.2.3) shall be the key of the map.

(NOTE 2)

	accessToken
	string
	O
	0..1
	See 3GPP TS 33.501 [27] clause 13.4.1.4 for the use of this IE.
When present, this IE shall contain JWS Compact Serialized representation of the JWS signed JSON object containing AccessTokenClaims (see clause 6.3.5.2.4 of 3GPP TS 29.510 [29]) that was received by the source AMF for authorizing the subscription.

	NOTE 1:	In scenarios where an "intermediate NF" (e.g. UDM) creates a subscription on behalf of a "source NF" (e.g. NEF), this IE shall contain the NF type of the "intermediate NF". The NF type of the "source NF" may be available in the AmfEventSubscription.
NOTE 2:	The new AMF may use the information to determine whether the UE presence state in the AOI(s) has changed, thus should be reported to the NF consumer.




[bookmark: _Toc89035178][bookmark: _Toc89064976][bookmark: _Toc89180275][bookmark: _Toc97071954][bookmark: _Toc120051356][bookmark: _Toc136294503]* * * Next Change * * * *
[bookmark: _Toc56677247][bookmark: _Toc56691770][bookmark: _Toc56699034][bookmark: _Toc89035284][bookmark: _Toc89065082][bookmark: _Toc89180381][bookmark: _Toc97072060][bookmark: _Toc120051465][bookmark: _Toc136294613][bookmark: _Toc25156615][bookmark: _Toc34124920][bookmark: _Toc43208056][bookmark: _Toc49857523][bookmark: _Toc56677369][bookmark: _Toc56691892][bookmark: _Toc56699156][bookmark: _Toc89035525][bookmark: _Toc89065324][bookmark: _Toc89180625][bookmark: _Toc97072320][bookmark: _Toc120051736][bookmark: _Toc136294896][bookmark: _Hlk97070575]6.2.6.2.22	Type: AmfEventSubsSyncInfo
Table 6.2.6.2.22-1: Definition of type AmfEventSubsSyncInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscriptionList
	array(AmfEventSubscriptionInfo)
	M
	1..N
	This IE shall contain all active subscriptions in the AMF for the target UE.
Transferred subscriptions containing no or an invalid accessToken shall not be regarded active.
	



Editor's note: It is FFS whether the target AMF should notify the NF service consumer when a transferred subscription contains no or an invalid accessToken.

* * * Next Change * * * *
A.2	Namf_Communication API
openapi: 3.0.0


***********text not shown for clarity************

    AmfEventSubscriptionAddInfo:
      description: Additional information received for an AMF event subscription, e.g. binding indications
      type: object
      properties:
        bindingInfo:
          type: array
          items:
            type: string
          minItems: 1
          maxItems: 2
        subscribingNfType:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/NFType'
        eventSyncInd:
          type: boolean
        nfConsumerInfo:
          type: array
          items:
            type: string
          minItems: 1
        aoiStateList:
          type: object
          description: >
            Map of subscribed Area of Interest (AoI) Event State in the old AMF. The JSON pointer to
            an AmfEventArea element in the areaList IE (or a PresenceInfo element in 
            presenceInfoList IE) of the AmfEvent data type shall be the key of the map.
          additionalProperties:
            $ref: '#/components/schemas/AreaOfInterestEventState'
        accessToken:
          type: string
          description: >
            JWS Compact Serialized representation of JWS signed JSON object (AccessTokenClaims 
            defined in 3GPP TS 29.510)



***********text not shown for clarity************

* * * End of Change * * * *
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