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* * * * Start of changes * * * *
[bookmark: _Toc25270808][bookmark: _Toc34310465][bookmark: _Toc36464987][bookmark: _Toc51944719][bookmark: _Toc138755113][bookmark: _Hlk120051029]A.2	Nausf_UEAuthentication API
openapi: 3.0.0
info:
  version: 1.3.0-alpha.2
  title: AUSF API
  description: |
    AUSF UE Authentication Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.509 V18.1.0; 5G System; 3GPP TS Authentication Server services.
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.509'

servers:
  - url: '{apiRoot}/nausf-auth/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501.

security:
  - {}
  - oAuth2ClientCredentials:
      - nausf-auth

[…]


    ProSeAuthData:
      description: Represents ProSe authentication related information.
      oneOf:
        - $ref: '#/components/schemas/EapPayload'


[…]


* * * * End of changes * * * *
