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* * * First Change * * * *
[bookmark: _Toc11338781][bookmark: _Toc27585485][bookmark: _Toc36457491][bookmark: _Toc45028408][bookmark: _Toc45029243][bookmark: _Toc67682007][bookmark: _Toc138333785][bookmark: _Toc11338796][bookmark: _Toc27585502][bookmark: _Toc36457509][bookmark: _Toc45028427][bookmark: _Toc45029262][bookmark: _Toc67682031][bookmark: _Toc138333815][bookmark: _Toc43026163][bookmark: _Toc49763697][bookmark: _Toc56754397][bookmark: _Toc88743184][bookmark: _Toc101254096][bookmark: _Toc101254535][bookmark: _Toc104112247][bookmark: _Toc104192424][bookmark: _Toc104192988][bookmark: _Toc133336374][bookmark: _Toc136242678]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Nudm_EE service API.
Table 6.4.6.1-1: Nudm_EE specific Data Types
	Data type
	Clause defined
	Description

	EeSubscription
	6.4.6.2.2
	A subscription to Notifications

	MonitoringConfiguration
	6.4.6.2.3
	Monitoring Configuration

	MonitoringReport
	6.4.6.2.4
	Monitoring Report

	Report
	6.4.6.2.5
	Event report

	ReportingOptions
	6.4.6.2.6
	Report options

	ChangeOfSupiPeiAssociationReport
	6.4.6.2.7
	Report for change of SUPI/PEI association

	RoamingStatusReport
	6.4.6.2.8
	Report for roaming status retrieval

	CreatedEeSubscription
	6.4.6.2.9
	Created subscription for event exposure

	LocationReportingConfiguration
	6.4.6.2.10
	Configuration for location reporting

	CnTypeChangeReport
	6.4.6.2.11
	Report for CN type change

	ReachabilityForSmsReport
	6.4.6.2.12
	Report for reachability status for SMS

	DatalinkReportingConfiguration
	6.4.6.2.13
	Reporting configuration for events related to data link

	CmInfoReport
	6.4.6.2.14
	Reporting UE's Connection Management State information per access type

	LossConnectivityCfg
	6.4.6.2.15
	Configuration for loss of connectivity event

	PduSessionStatusCfg
	6.4.6.2.16
	Reporting configuration for events related to PDU session Status

	LossConnectivityReport
	6.4.6.2.17
	Report of "LOSS_OF_CONNECTIVITY" event

	LocationReport
	6.4.6.2.18
	Report of "LOCATION_REPORTING" event

	PdnConnectivityStatReport
	6.4.6.2.19
	Report of "PDN_CONNECTIVITY_STATUS" event

	ReachabilityReport
	6.4.6.2.20
	Reachability report

	ReachabilityForDataConfiguration
	6.4.6.2.21
	Reachability for Data Configuration

	EeMonitoringRevoked
	6.4.6.2.22
	Revoked monitoring events information 

	MonitoringEvent
	6.4.6.2.23
	Monitoring Event

	FailedMonitoringConfiguration
	6.4.6.2.24
	Failed Monitoring Configuration in the EE subscription

	MonitoringSuspension
	6.4.6.2.25
	Monitoring Suspension

	GroupMembListChanges
	6.4.6.2.26
	Represents information on the change(s) to a group's members list.

	MaxNumOfReports
	6.4.6.3.2
	Maximum number of reports

	ReferenceId
	6.4.6.3.2
	Reference Identity

	EventType
	6.4.6.3.3
	Event type of UDM Event Exposure service

	LocationAccuracy
	6.4.6.3.4
	Location Accuracy definition

	CnType
	6.4.6.3.5
	Core Network Type

	AssociationType
	6.4.6.3.6
	Association type

	EventReportMode
	6.4.6.3.7
	Event report mode

	ReachabilityForSmsConfiguration
	6.4.6.3.8
	Configuration for report of reachablity status for SMS

	PdnConnectivityStatus
	6.4.6.3.9
	PDN Connectivity Status

	ReachabilityForDataReportConfig
	6.4.6.3.10
	Configuration for report of reachability status for data

	RevokedCause
	6.4.6.3.11
	Revocation Cause for the monitoring event

	FailedCause
	6.4.6.3.12
	Failed cause of the failed Monitoring Configuration in the EE subscription



Table 6.4.6.1-2 specifies data types re-used by the Nudm_EE service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_EE service API.
Table 6.4.6.1-2: Nudm_EE re-used Data Types
	Data type
	Reference
	Comments

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	DateTime
	3GPP TS 29.571 [7]
	DateTime

	Pei
	3GPP TS 29.571 [7]
	Permanent Equipment Identifier

	PlmnId
	3GPP TS 29.571 [7]
	PLMN ID

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identifier

	AccessType
	3GPP TS 29.571 [7]
	Access Type

	PatchItem
	3GPP TS 29.571 [7]
	Patch item of JSON PATCH

	PatchResult
	3GPP TS 29.571 [7]
	Patch result of JSON PATCH

	DddTrafficDescriptor
	3GPP TS 29.571 [7]
	Traffic description for downlink data delivery

	SamplingRatio
	3GPP TS 29.571 [7]
	Sampling ratio

	DurationSec
	3GPP TS 29.571 [7]
	A duration expressed in seconds

	DlDataDeliveryStatus
	3GPP TS 29.571 [7]
	Downlink data delivery status

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	DiameterIdentity
	3GPP TS 29.571 [7]
	Diameter Identify (FQDN)

	CmInfo
	3GPP TS 29.518 [36]
	Describe the Connection Management state information for an access type

	MtcProviderInformation
	3GPP TS 29.571 [7]
	MTC Provider Information

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	NotificationFlag
	3GPP TS 29.571 [7]
	Notification flag

	UeReachability
	3GPP TS 29.518 [36]
	Describes the reachability of the UE

	LossOfConnectivityReason
	3GPP TS 29.518 [36]
	Describes the reason of connectivity loss

	UserLocation
	3GPP TS 29.571 [7]
	User Location

	PduSessionId
	3GPP TS 29.571 [7]
	PDU Session Id

	Ipv4Addr
	3GPP TS 29.571 [7]
	IPv4 Address

	Ipv6Addr
	3GPP TS 29.571 [7]
	IPv6 Address

	Ipv6Prefix
	3GPP TS 29.571 [7]
	IPv6 Prefix

	PduSessionType
	3GPP TS 29.571 [7]
	PDU session type.

	ContextInfo
	6.1.6.2.69
	Contains the HTTP Headers received by the NFs

	DataRestorationNotification
	6.2.6.2.25
	Contains identities representing those UEs potentially affected by a data-loss event at the UDR

	IdleStatusIndication
	3GPP TS 29.518 [36]
	Idle Status Indication

	PlmnIdNid
	3GPP TS 29.571 [7]
	PLMN ID or SNPN ID

	MutingExceptionInstructions
	3GPP TS 29.571 [7]
	Muting exception instructions.

	MutingNotificationsSettings
	3GPP TS 29.571 [7]
	Muting notifications settings.

	VarRepPeriod
	3GPP TS 29.571 [7]
	Variable Reporting Periodicity

	ApplicationId
	3GPP TS 29.571 [7]
	Application ID

	Uint64
	3GPP TS 29.571 [7]
	Unsigned 64-bit integer



* * * Next Change * * * *
6.4.6.3.2	Simple data types
The simple data types defined in table 6.4.6.3.2-1 shall be supported.
Table 6.4.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	MaxNumOfReports
	integer
	Maximum number of reports.
Minimum: 1


	ReferenceId
	integerUint64
	ReferenceId is used as key in a map of MonitoringConfigurations; see clause 6.4.6.2.2.

ReferenceId is also used as key in a map of MonitoringEvents; see clause 6.4.6.2.20.

ReferenceId is used as key in a map of FailedMonitoringConfiguration; see clause 6.4.6.2.9.

The numeric value should shall not be higher than 2^64-1; (i.e. it should shall be possible to convey it in an unsigned 64 integer Information Element, used in other protocols (e.g. in the ), if interworking with the Event Exposure framework in EPC is required).



[bookmark: _Toc11338825][bookmark: _Toc27585540][bookmark: _Toc36457547][bookmark: _Toc45028465][bookmark: _Toc45029300][bookmark: _Toc67682073][bookmark: _Toc138333863]* * * Next Change * * * *
6.5.6.1	General
This clause specifies the application data model supported by the API.
Table 6.5.6.1-1 specifies the data types defined for the Nudm_PP service API.
Table 6.5.6.1-1: Nudm_PP specific Data Types
	Data type
	Clause defined
	Description

	PpData
	6.5.6.2.2
	Parameter Provision Data

	CommunicationCharacteristics
	6.5.6.2.3
	Communication Characteristics

	PpSubsRegTimer
	6.5.6.2.4
	

	PpActiveTime
	6.5.6.2.5
	

	5GVnGroupConfiguration
	6.5.6.2.6
	

	5GVnGroupData
	6.5.6.2.7
	

	ExpectedUeBehaviour
	6.5.6.2.8
	Expected UE Behaviour Parameters

	LocationArea
	6.5.6.2.10
	Location Area

	NetworkAreaInfo
	6.5.6.2.11
	Network Area Information

	EcRestriction
	6.5.6.2.12
	

	PlmnEcInfo
	6.5.6.2.13
	

	PpDlPacketCountExt
	6.5.6.2.14
	

	PpMaximumResponseTime
	6.5.6.2.15
	

	PpMaximumLatency
	6.5.6.2.16
	

	LcsPrivacy
	6.5.6.2.17
	

	UmtTime
	6.5.6.2.18
	

	PpDataEntry
	6.5.6.2.19
	Provisioning Parameter Data Entry

	CommunicationCharacteristicsAF
	6.5.6.2.20
	Communication Characteristics per AF

	EcsAddrConfigInfo
	6.5.6.2.21
	ECS Address Configuration Information

	5MbsAuthorizationInfo
	6.5.6.2.22
	5MBS Session Authorization Information

	MulticastMbsGroupMemb
	6.5.6.2.23
	Multicast MBS group membership management

	DnnSnssaiSpecificGroup
	6.5.6.2.24
	DNN and S-NSSAI specific Group

	AfReqDefaultQoS
	6.5.6.2.25
	AF-requested default QoS

	ExpectedUeBehaviourExtension
	6.5.6.2.26
	Expected UE Behaviour Parameters

	MbsAssistanceInfo
	6.5.6.2.27
	MBS Assistance Information

	AppSpecificExpectedUeBehaviour
	6.5.6.2.28
	Application Specific Expected UE Behaviour Data

	ReferenceId
	6.5.6.3.2
	

	PpDlPacketCount
	6.5.6.3.2
	



Table 6.5.6.1-2 specifies data types re-used by the Nudm_PP service API from other APIs, including a reference and when needed, a short description of their use within the Nudm_PP service API.
Table 6.5.6.1-2: Nudm_PP re-used Data Types
	Data type
	Reference
	Comments

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	DurationSecRm
	3GPP TS 29.571 [7]
	Time value in seconds; nullable

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Ecgi
	3GPP TS 29.571 [7]
	an EUTRA cell identifier

	Ncgi
	3GPP TS 29.571 [7]
	an NR cell identifier

	GlobalRanNodeId
	3GPP TS 29.571 [7]
	an identity of the NG-RAN node

	Tai
	3GPP TS 29.571 [7]
	a tracking area identity

	GeographicArea
	3GPP TS 29.572 [34]
	Identifies the geographical information of the user(s).

	CivicAddress
	3GPP TS 29.572 [34]
	Identifies the civic address information of the user(s).

	PduSessionType
	3GPP TS 29.571 [7]
	

	AppDescriptor
	6.1.6.2.40
	

	AcsInfoRm
	3GPP TS 29.571 [7]
	

	StnSrRm
	3GPP TS 29.571 [7]
	Session Transfer Number for SRVCC

	Supi
	3GPP TS 29.571 [7]
	

	Lpi
	6.1.6.2.43
	

	MtcProviderInformation
	3GPP TS 29.571 [7]
	MTC Provider Information

	StationaryIndicationRm
	3GPP TS 29.571 [7]
	

	ScheduledCommunicationTimeRm
	3GPP TS 29.571 [7]
	

	ScheduledCommunicationTypeRm
	3GPP TS 29.571 [7]
	

	TrafficProfileRm
	3GPP TS 29.571 [7]
	

	BatteryIndicationRm
	3GPP TS 29.571 [7]
	

	EcsServerAddr
	3GPP TS 29.571 [7]
	

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name

	SpatialValidityCond
	3GPP TS 29.571 [7]
	

	MbsSessionId
	3GPP TS 29.571 [7]
	5MBS Session Identifier

	GroupId
	3GPP TS 29.571 [7]
	

	GeoServiceArea
	3GPP TS 29.571 [7]
	

	5Qi
	3GPP TS 29.571 [7]
	

	Arp
	3GPP TS 29.571 [7]
	

	5QiPriorityLevel
	3GPP TS 29.571 [7]
	

	AppDescriptor
	6.1.6.2.40
	

	Lpi
	6.1.6.2.43
	

	ExpectedUeBehaviourData
	6.1.6.2.49
	Expected UE Behaviour Parameters

	AreaUsageInd
	6.1.6.3.24
	Area Usage Indication

	AppSpecificExpectedUeBehaviourData
	6.1.6.2.99
	Application Specific Expected UE Behaviour Parameters

	AreaUsageInd
	6.1.6.3.24
	Area Usage Indication

	ReferenceId
	6.4.6.3.2
	Reference ID defined in Nudm_EE API. It shall contain a 64-bit long integer.



[bookmark: _Toc11338834][bookmark: _Toc27585558][bookmark: _Toc36457568][bookmark: _Toc45028486][bookmark: _Toc45029321][bookmark: _Toc67682095][bookmark: _Toc138333895]* * * Next Change * * * *
6.5.6.3.2	Simple data types
The simple data types defined in table 6.5.6.3.2-1 shall be supported.
Table 6.5.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	ReferenceId
	integer
	The numeric value should not be higher than 2^64-1 (i.e. it should be possible to convey it in an unsigned 64 integer Information Element, used in other protocols), if interworking with the Event Exposure framework in EPC is required.

	PpDlPacketCount
	integer
	nullable
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(... text not shown for clarity ...)

# SIMPLE TYPES:

    ReferenceId:
      type: integer
      $ref: 'TS29571_CommonData.yaml#/components/schemas/Uint64'

    MaxNumOfReports:
      type: integer


(... text not shown for clarity ...)


[bookmark: _Toc11338882][bookmark: _Toc27585643][bookmark: _Toc36457666][bookmark: _Toc45028585][bookmark: _Toc45029420][bookmark: _Toc67682194][bookmark: _Toc138334093]* * * Next Change * * * *
A.6	Nudm_PP API
(... text not shown for clarity ...)

    PpSubsRegTimer:
      type: object
      required:
        - subsRegTimer
        - afInstanceId
        - referenceId
      properties:
        subsRegTimer:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    PpActiveTime:
      type: object
      required:
        - activeTime
        - afInstanceId
        - referenceId
      properties:
        activeTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    5GVnGroupConfiguration:
      type: object
      properties:
        5gVnGroupData:
          $ref: '#/components/schemas/5GVnGroupData'
        members:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        afInstanceId:
          type: string
        internalGroupIdentifier:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'

    5GVnGroupData:
      type: object
      required:
        - dnn
        - sNssai
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        pduSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1
        appDescriptors:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AppDescriptor'
          minItems: 1
        secondaryAuth:
          type: boolean
        dnAaaIpAddressAllocation:
          type: boolean
        dnAaaAddress:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/IpAddress'
        additionalDnAaaAddresses:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/IpAddress'
          minItems: 1
        dnAaaFqdn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Fqdn'
        5gVnGroupCommunicationInd:
          type: boolean

    ExpectedUeBehaviour:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        stationaryIndication:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/StationaryIndicationRm'
        communicationDurationTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        scheduledCommunicationType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ScheduledCommunicationTypeRm'
        periodicTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        scheduledCommunicationTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ScheduledCommunicationTimeRm'
        expectedUmts:
          type: array
          items:
            $ref: '#/components/schemas/LocationArea'
          minItems: 1
          nullable: true
          description: >
            Identifies the UE's expected geographical movement. The attribute is only
            applicable in 5G.
        trafficProfile:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TrafficProfileRm'
        batteryIndication:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BatteryIndicationRm'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    LocationArea:
      type: object
      properties:
        geographicAreas:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
          minItems: 0
          description: Identifies a list of geographic area of the user where the UE is located.
        civicAddresses:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
          minItems: 0
          description: Identifies a list of civic addresses of the user where the UE is located.
        nwAreaInfo:
          $ref: '#/components/schemas/NetworkAreaInfo'
        umtTime:
          $ref: '#/components/schemas/UmtTime'

    UmtTime:
      type: object
      required:
        - timeOfDay
        - dayOfWeek
      properties:
        timeOfDay:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeOfDay'
        dayOfWeek:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DayOfWeek'

    NetworkAreaInfo:
      description: >
        Describes a network area information in which the NF service consumer requests
        the number of UEs.
      type: object
      properties:
        ecgis:
          description: Contains a list of E-UTRA cell identities.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
          minItems: 1
        ncgis:
          description: Contains a list of NR cell identities.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
          minItems: 1
        gRanNodeIds:
          description: Contains a list of NG RAN nodes.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GlobalRanNodeId'
          minItems: 1
        tais:
          description: Contains a list of tracking area identities.
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'
          minItems: 1

    EcRestriction:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        plmnEcInfos:
          type: array
          items:
            $ref: '#/components/schemas/PlmnEcInfo'
          minItems: 1
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    PlmnEcInfo:
      type: object
      required:
        - plmnId
      properties:
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        ecRestrictionDataWb:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/EcRestrictionDataWb'
        ecRestrictionDataNb:
          type: boolean
          default: false


    PpDlPacketCountExt:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        singleNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    PpMaximumResponseTime:
      type: object
      required:
        - maximumResponseTime
        - afInstanceId
        - referenceId
      properties:
        maximumResponseTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    PpMaximumLatency:
      type: object
      required:
        - maximumLatency
        - afInstanceId
        - referenceId
      properties:
        maximumLatency:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true

    LcsPrivacy:
      type: object
      properties:
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        lpi:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/Lpi'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        evtRptExpectedArea:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        areaUsageInd:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AreaUsageInd'
      nullable: true

    PpDataEntry:
      type: object
      properties:
        communicationCharacteristics:
          $ref: '#/components/schemas/CommunicationCharacteristicsAF'
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        ecsAddrConfigInfo:
          $ref: '#/components/schemas/EcsAddrConfigInfo'
        additionalEcsAddrConfigInfos:
          type: array
          items:
            $ref: '#/components/schemas/EcsAddrConfigInfo'
          minItems: 1
        ecsAddrConfigInfoPerPlmn:
          description: >
            A map (list of key-value pairs) where the key of the map is the serving PLMN id;
            and the value is an array of EcsAddrConfigInfo for that serving PLMN.
          type: object
          additionalProperties:
            type: array
            items:
              $ref: '#/components/schemas/EcsAddrConfigInfo' 
            minItems: 1
          minProperties: 1
        ecRestriction:
          $ref: '#/components/schemas/EcRestriction'
      nullable: true

    CommunicationCharacteristicsAF:
      type: object
      properties:
        ppDlPacketCount:
          $ref: '#/components/schemas/PpDlPacketCount'
        maximumResponseTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        maximumLatency:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
      nullable: true

    EcsAddrConfigInfo:
      type: object
      properties:
        ecsServerAddr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/EcsServerAddr'
        spatialValidityCond:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SpatialValidityCond'
      nullable: true

    5MbsAuthorizationInfo:
      type: object
      properties:
        5mbsSessionIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
          minItems: 1
      nullable: true

    MulticastMbsGroupMemb:
      type: object
      required:
        - multicastGroupMemb
      properties:
        multicastGroupMemb:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        afInstanceId:
          type: string
        internalGroupIdentifier:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'


    DnnSnssaiSpecificGroup:
      type: object
      required:
        - dnn
        - snssai
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        defQos:
          $ref: '#/components/schemas/AfReqDefaultQoS'
        afReqServArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GeoServiceArea'
        groupMbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRateRm'
      nullable: true

    AfReqDefaultQoS:
      type: object
      required:
        - 5qi
        - arp
      properties:
        5qi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5Qi'
        arp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Arp'
        priorityLevel:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5QiPriorityLevel'


    ExpectedUeBehaviourExtension:
      type: object
      required:
        - afInstanceId
        - referenceId
      properties:
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        expectedUeBehaviourData:
          description: A map(list of key-value pairs) where a valid JSON pointer serves as key
          type: object
          additionalProperties:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/ExpectedUeBehaviourData'
          minProperties: 1
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
      nullable: true 

    AppSpecificExpectedUeBehaviour:
      type: object
      required:
        - afInstanceId
        - referenceId
        - appSpecificExpectedUeBehaviourData
      properties:
        afInstanceId:
          type: string
        referenceId:
          $ref: 'TS29503_Nudm_EE.yaml#/components/schemas/ReferenceId'
        appSpecificExpectedUeBehaviourData:
          description: A map(list of key-value pairs) where a valid JSON pointer serves as key
          type: object
          additionalProperties:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AppSpecificExpectedUeBehaviourData'
          minProperties: 1
      nullable: true


# SIMPLE TYPES:

    ReferenceId:
      type: integer

    PpDlPacketCount:
      type: integer
      nullable: true



# ENUMS:


* * * End of Changes * * * *


