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	Reason for change:
	1/ 3GPP TS 23.502 specified that the (H)GMLC may optionally receive the area usage indication from UDM and determine the Reporting Indication to the AMF.

[bookmark: _Toc58920641][bookmark: _Toc138251244]6.3.1	Initiation and Reporting of Location Events
…
2.	The (H)GMLC may verify UE privacy requirements as for step 2 in clause 6.1.2. The (H)GMLC may also subscribe to and receive notification of UE privacy profile updates according to steps 0 and 4 of clause 6.12.1. The (H)GMLC may also receive the event report expected area and optionally an area usage indication from UDM. For area event reporting, if there is no overlap between the event report expected area and the area provided by the AF or LCS Client, the (H)GMLC rejects the location request with a failure cause.
…
4.	This step is skipped for a non-roaming UE. For a roaming UE, the HGMLC obtains a VGMLC address if not received at step 3 and invokes the Ngmlc_Location_Provide Location Request service operation to forward the location request to the VGMLC as described for step 4 of in clause 6.1.2. The (H)GMLC also includes a contact address for the (H)GMLC (Notification Target Address, e.g. a URI) and an LDR reference number (Notification correlation ID) to be used for event reporting at steps 20 and 29. The LDR reference number is either allocated by (H)GMLC based on predefined rule, e.g. operator's policy if the location request is received in step 1a, or allocated by NEF, if the location request is received in step 1b. If the event report expected area is received in step 2, the (H)GMLC is responsible to determine the event report allowed area which includes a cell/TA list based on the event report expected area. In the case of an area event, if there is overlap(s) between the event report expected area and the area provided by the AF or LCS client, the (H)GMLC will separately derive the TA/cell lists and take the overlapped TA/cell lists as the event report allowed area. If the area usage indication is also received in step 2, the (H)GMLC is responsible to determine the reporting indication regarding how the UE will report when the UE is inside or outside the event report allowed area. The (H)GMLC may include the event report allowed area and optionally a reporting indication.
5.	The (H)GMLC or VGMLC invokes the Namf_Location_ProvidePositioningInfo Request service operation to forward the location request to the serving AMF as described for step 5 in clause 6.1.2 and includes the (H)GMLC contact address and LDR reference number. The LDR reference number is either allocated by (H-)GMLC based on predefined rule, e.g. operator's policy if the location request is received in step 1a, or allocated by NEF, if the location request is received in step 1b. For area event reporting, the target geographical area is converted into a corresponding list of cell and/or tracking area identities. The service operation includes the event report allowed area, the reporting indication if they are determined by GMLC in step 4.
In TS 29.518, it is specified that the Reporting Indication shall be present when event report allowed area is present. The condition shall be aligned with stage 2.

2/ The default value "Positive Sense" shall be clarified.


	
	

	Summary of change:
	1/ Clarify that the Reporting Indication may be present when event report expected area is present.

2/ Indicate the default value of Reporting Indication.

3/ Update OpenAPI accordingly.


	
	

	Consequences if not approved:
	Reporting is incorrectly mandated in AMF API when event report allowed area is provided, misaligned with stage 2 requirement. Default value not defined, may lead to interwork issues when the IE is not present.
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	Other comments:
	This CR introduces backward compatible corrections in OpenAPI file of Namf_Location API.
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* * * First Change * * * *
6.4.6.2.2	Type: RequestPosInfo
Table 6.4.6.2.2-1: Definition of type RequestPosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	lcsClientType
	ExternalClientType
	M
	1
	This IE shall contain the type of LCS client (Emergency, Lawful Interception etc.,.) issuing the location request

	lcsLocation
	LocationType
	M
	1
	This IE shall contain the type of location measurement requested, such as current location,current or last known location, deferred location, etc.
(NOTE 2)

	supi
	Supi
	C
	0..1
	If the SUPI is available, this IE shall be present.

	gpsi
	Gpsi
	C
	0..1
	If the GPSI is available, this IE shall be present.

	lmfId
	LMFIdentification
	O
	0..1
	LMF identification.
If present, this IE shall indicate the LMF ID that should be used to select the LMF.

	priority
	LcsPriority
	O
	0..1
	If present, this IE shall contain the priority of the LCS client issuing the positioning request.

	lcsQoS
	LocationQoS
	O
	0..1
	If present, this IE shall contain the quality of service requested, such as the accuracy of the positioning measurement and the response time of the positioning operation.

Multiple QoS Class (lcsQosClass sets to "MULTIPLE_QOS") shall only be used when AMF support MUTIQOS feature.

	velocityRequested
	VelocityRequested
	O
	0..1
	If present, this IE shall contain an indication of whether or not the Velocity of the target UE is requested.

	lcsSupportedGADShapes
	SupportedGADShapes
	O
	0..1
	If present, this IE shall contain one GAD shape supported by the LCS client.

	additionalSuppGADShapes
	array(SupportedGADShapes)
	C
	1..N
	Shall be absent if lcsSupportedGADShapes is absent.
Shall be present if the LCS client supports more than one GAD shape.

	locationNotificationUri
	Uri
	O
	0..1
	The callback URI on which location change event notification is reported.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 23.501 [2]).

	pei
	Pei
	C
	0..1
	This IE shall be present if supi and gpsi are not available.

	lcsServiceType
	LcsServiceType
	O
	0..1
	This IE contains the LCS service type for an external client.
(NOTE 1)

	ldrType
	LdrType
	C
	0..1
	This IE contains the type of LDR for a deferred location request. This IE shall be present when lcsLocation is set to "DEFERRED_LOCATION".

	hgmlcCallBackURI
	Uri
	C
	0..1
	This IE contains the callback URI of the H-GMLC. This IE shall be present when lcsLocation is set to "DEFERRED_LOCATION".

This IE shall also be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [42] clause 6.1.2.


	lirGmlcCallBackUri
	Uri
	C
	0..1
	This IE shall be present when the intermediateLocationInd IE is present with the value "true".

When present, this IE shall contain callback URI of the GMLC to receive the intermediate location reports.


	ldrReference
	LdrReference
	C
	0..1
	This IE contains the LDR Reference Number.
This IE shall be present when lcsLocation is set to "DEFERRED_LOCATION".

This IE shall be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [42] clause 6.1.2.

	lirReference
	LirReference
	C
	0..1
	This IE shall be present when the intermediateLocationInd IE is present with the value "true".

When present, this IE shall contain the LIR Reference Number for a multiple location request


	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	This IE contains information for periodic event reporting for a deferred location request. This IE shall be present when ldrType is set to "PERIODIC". 

	areaEventInfo
	AreaEventInfo
	C
	0..1
	This IE contains information for area event reporting for a deferred location request. This IE shall be present when ldrType is set to "ENTERING_INTO_AREA", "LEAVING_FROM_AREA" or "BEING_INSIDE_AREA".

	motionEventInfo
	MotionEventInfo
	C
	0..1
	This IE contains information for motion event reporting for a deferred location request. This IE shall be present when ldrType is set to "MOTION".

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	This IE provides the external LCS client identification (e.g. the name of the LCS client).
(NOTE 1)

	afID
	NfInstanceId
	O
	0..1
	This IE provides the identification of an AF that initiated the location request.
(NOTE 1)

	codeWord
	CodeWord
	O
	0..1
	This IE provides a codeword for a location request which is provided by an external Client or AF and is sent to and verified by a target UE as part of privacy verification.
(NOTE 1)

	uePrivacyRequirements
	UePrivacyRequirements
	O
	0..1
	If present, the IE provides the indication of location related notification or verification for the target UE, the indication of codeword check in UE

	scheduledLocTime
	DateTime
	O
	0..1
	If present, the IE provides the scheduled time that the UE needs to be located.

	reliableLocReq
	boolean
	C
	0..1
	This IE shall be included with the value "true" to indicate that reliable UE location information is required, as specified in 3GPP TS 33.256 [57] clause 5.3.2.

When present, this IE shall be set as following:
- true: the reliable UE location information is required
- false (default): the reliable UE location information is not required

	intermediateLocationInd
	boolean
	C
	0..1
	This IE shall be present with the value "true" to indicate the acceptance of intermediate location responses for the NF consumer (i.e., the GMLC), during a 5GC-MT-LR multiple location procedure for the regulatory location service (see clause 6.1.3 and clause 6.10.4 of 3GPP TS 23.273 [42]).

When present, this IE shall indicate the acceptance of intermediate location response at the NF consumer:
- true: intermediate location response acceptable
- false (default): intermediate location response not acceptable


	maxRespTime
	DurationSec
	C
	0..1
	This IE shall be present when the intermediateLocationInd IE is present with the value "true".

When present, this IE shall contain the maximum response time for the NF consumer to receive the FINAL location response.

The AMF may overwrite the maximum response time when passing it to the LMF, e.g., to avoid timeout of the HTTP service request.


	ueUnawareInd
	boolean
	C
	0..1
	This IE shall be included and set to "true", if the UE Unaware Positioning is required, as specified in clause 6.1.1 of 3GPP TS 23.273 [42].

Presence of this IE with false value shall be prohibited.

	lpHapType
	LpHapType
	C
	0..1
	This IE shall be included and set to "LOW_POW_HIGH_ACCU_POS" to request low power and high accuracy positioning, as specified in clause 6.1.2 of 3GPP TS 23.273 [42].

	evtRptAllowedAreas
	array(ReportingArea)
	O
	1..250
	If present, this IE shall contain the list of event report allowed areas, where UE is allowed to generate and send the event report to network during the deferred 5GC-MT-LR procedure for UE power saving purpose.

	reportingInd
	ReportingInd
	OC
	0..1
	This IE shall may be present if the event report allowed area is present. 

When present, this IE shall indicate one of the following mutually exclusive global settings:
-	Opposite sense
-	Positive sense (default)
(see 3GPP TS 23.273 [42] clause 5.14 and 6.1.13)

	NOTE 1:	At least one of these IEs should be present when uePrivacyCallSessionUnrelatedClass indicates notification and/or verification for the target UE.
NOTE 2:	If the lcsLocation IE is set to value "NOTIFICATION_VERIFICATION_ONLY", then the lcsServiceAuthInfo attribute in the uePrivacyRequirements IE, if present, shall be set to either "NOTIFICATION_ONLY" or "NOTIFICATION_AND_VERIFICATION_ONLY".



* * * Next Change * * * *
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**************** Text Skipped for Clarity *******************
  schemas:
    RequestPosInfo:
      description: Data within Provide Positioning Information Request
      type: object
      properties:
        lcsClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        lcsLocation:
          $ref: '#/components/schemas/LocationType'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        lmfId:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        lcsQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        lcsSupportedGADShapes:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
        additionalLcsSuppGADShapes:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
          minItems: 1
        locationNotificationUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        lcsServiceType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsServiceType'
        ldrType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrType'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        lirGmlcCallBackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        lirReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LirReference'
        periodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AreaEventInfo'
        motionEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MotionEventInfo'
        externalClientIdentification:
          $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/ExternalClientIdentification'
        afID:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        codeWord:
          $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/CodeWord'
        uePrivacyRequirements:
          $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/UePrivacyRequirements'
        scheduledLocTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        reliableLocReq:
          type: boolean
          default: false
        intermediateLocationInd:
          type: boolean
          default: false
        maxRespTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
          default: false
        ueUnawareInd:
          type: boolean
          enum:
            - true
        lpHapType:
          $ref: '#/components/schemas/LpHapType'
        evtRptAllowedAreas:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ReportingArea'
          minItems: 1
          maxItems: 250
        reportingInd:
          allOf:
            - $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/ReportingInd'
          default: POSITIVE_SENSE
      required:
        - lcsClientType
        - lcsLocation

**************** Text Skipped for Clarity *******************
* * * End of Changes * * * *


