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	Reason for change:
	As defined in 23.273, Indication of user plane positioning between UE and LMF is added into UE LCS subscriber data.

Table 7.1-4: UE LCS subscriber data
	UE LCS subscriber data
	Presence
	Description

	PRU indication
	O
	When present, it is used to indicate that the UE is allowed to serve as a PRU.

	LPHAP indication
	O
	When present, it indicates a UE requires low power and high accuracy positioning.

	LMF ID
	O
	An LMF ID which presents an LMF deployed in local network to support location service for the UE.

	Indication of user plane positioning between UE and LMF
	O
	When present, it indicates that the UE is allowed to use the user plane positioning between UE and LMF.


 
It’s proposed to add Indication of user plane positioning between UE and LMF to align with Stage2.

	
	

	Summary of change:
	It’s proposed to add Indication of user plane positioning between UE and LMF to align with Stage2.
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	Misalignment with Stage2.
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	Other comments:
	This contribution introduces backward compatible new features to the OpenAPI file of Nudm_SDM API.
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Table 6.1.6.2.93-1: Definition of type LcsSubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description

	configuredLmfId
	LMFIdentification
	O
	0..1
	Identification of an LMF that is configured to serve the UE.

	pruInd
	PruInd
	O
	0..1
	This IE indicates whether the UE is allowed to serve as a PRU. 
If the UE is allowed to server as a PRU, the IE indicates the type of PRU.


	lpHapType
	LpHapType
	O
	0..1
	This IE with value set to "LOW_POW_HIGH_ACCU_POS" indicates low power and high accuracy positioning is requested for the UE.

	userPlanePosIndLmf
	boolean
	O
	0..1
	This IE indicates whether the UE is allowed to use the user plane positioning between UE and LMF.

true: UE is allowed to use the user plane positioning between UE and LMF.
false or absent: UE is not allowed to use the user plane positioning between UE and LMF.
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openapi: 3.0.0

info:
  version: '2.3.0-alpha.3'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
 […]
    LcsSubscriptionData:
      type: object
      properties:
        configuredLmfId:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        pruInd:
          $ref: '#/components/schemas/PruInd'
        lpHapType:
          $ref: 'TS29518_Namf_Location.yaml#/components/schemas/LpHapType'
        userPlanePosIndLmf:
          type: boolean
          default: false
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