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	Title:	
	Addition of flag within the SACInfo to indicate if the number of UEs reported are the ones with at least one PDU session/PDN connection.
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	Use one of the following categories:
F  (correction)
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B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
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be found in 3GPP TR 21.900.
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	Reason for change:
	As per stage 2 requirement, when receiving request from the NF service consumer (e.g. AMF, combined SMF+PGW-C, or SMF), the NSACF can perform counting of the number of UEs with at least one PDU session/PDN connection for a specific S-NSSAI if applicable. If configured accordingly based on the requirement from S2-2307978 the NSACF may indicate to AF/NEF information whether the number of UEs registered is the number of UEs with at least one PDU session/PDN connection.

	
	

	Summary of change:
	Addition of flag within the SACInfo to indicate if the number of UEs and percentage value of number of UEs indicates the number of UEs with at least one PDU session/PDN connection or the current number of UEs regiestered with a network slice.

	
	

	Consequences if not approved:
	No support for indication of whether the current number of UEs are the ones with at leat one PDU session/PDN connection.
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	5.4.4.72, A.2
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	Other comments:
	This CR introduces new backward compatible features to the following APIs:
TS29122_MonitoringEvent.yaml
TS29520_Nnwdaf_AnalyticsInfo.yaml
TS29520_Nnwdaf_DataManagement.yaml
TS29520_Nnwdaf_MLModelProvision.yaml
TS29520_Nnwdaf_MLModelTraining.yaml
TS29536_Nnsacf_SliceEventExposure.yaml
TS29571_CommonData.yaml
TS29574_Ndccf_ContextManagement.yaml
TS29574_Ndccf_DataManagement.yaml
TS29575_Nadrf_DataManagement.yaml
TS29576_Nmfaf_3caDataManagement.yaml
TS29576_Nmfaf_3daDataManagement.yaml
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* * * First Change * * * *
[bookmark: _Toc67731498][bookmark: _Toc88743119][bookmark: _Toc101254029][bookmark: _Toc101254468][bookmark: _Toc104112180][bookmark: _Toc104192357][bookmark: _Toc104192921][bookmark: _Toc133336301][bookmark: _Toc136242602][bookmark: _Toc81226742][bookmark: _Toc93869035][bookmark: _Toc138348793]5.4.4.72	Type: SACInfo
Table 5.4.4.72-1: Definition of type SACInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	numericValNumUes
	integer
	C
	0..1
	This attribute may be present in the following cases:
- to configure the monitoring threshold for the reporting of the number of registered UEs for a network slice identified by an S-NSSAI;
- to report the network slice status for the current number of registered UEs.

When used to configure the monitoring threshold for an S-NSSAI, it shall contain the configured event monitoring threshold value for monitoring the number of registered UEs expressed in a numerical value.

When used to report the network slice status for an S-NSSAI, it shall contain the current number of registered UEs in the concerned network slice expressed in a numerical value.
For threshold based reporting and the threshold value for the number of registered UEs in the concerned network slice was previously configured in the form of a numerical value, this attribute shall contain the current number of registered UEs in the concerned network slice expressed in a numerical value.


	numericValNumPduSess
	integer
	C
	0..1
	This attribute may be present in the following cases:
- to configure the monitoring threshold for the reporting of the number established PDU session for a network slice identified by an S-NSSAI;
- to report the network slide status for the number of established PDU sessions.

When used to configure the monitoring threshold for an S-NSSAI, it shall contain the configured event monitoring threshold value for monitoring the number of established PDU sessions expressed in a numerical value.

When used to report the network slice status for an S-NSSAI, it shall contain the current number of established PDU sessions in the concerned network slice expressed in a numerical value.
For threshold based reporting and the threshold value for the number of established PDU sessions in the concerned network slice was previously configured in the form of a numerical value,, this attribute shall contain the current number of established PDU sessions in the concerned network slice expressed in a numerical value.

	percValueNumUes
	integer
	C
	0..1
	This attribute may be present in the following cases:
- to configure the monitoring threshold for the reporting of the number of registered UEs for a network slice identified by an S-NSSAI;
- to report the network slice status for the number of registered UEs .

When used to configure the monitoring threshold for an S-NSSAI, it shall contain an unsigned integer indicating the event monitoring threshold value for the number of registered UEs expressed in percentage format.

When used to report the network slice status for an S-NSSAI, it shall contain the current number of registered UEs in the concerned network slice expressed as a percentage. For threshold based reporting and the threshold value for the number of registered UEs in the concerned network slice was previously configured as a percentage, this attribute shall contain the current number of registered UEs in the concerned network slice expressed as a percentage.

Minimum = 0. Maximum = 100.

	percValueNumPduSess
	integer
	C
	0..1
	This IE may be present in the following cases:
- to configure the monitoring threshold for the reporting of the number of established PDU sessions for a network slice identified by an S-NSSAI;
- to report the network slice status for the number of established PDU sessions.

When used to configure the monitoring threshold for an S-NSSAI, it shall contain an unsigned integer indicating the event monitoring threshold value for the number of established PDU sessions expressed in percentage format.

When used to report the status of an S-NSSAI, it shall contain the current number of established PDU sessions in the concerned network slice expressed as a percentage.
For threshold based reporting and the threshold value for the number of established PDU sessions in the concerned network slice was previously configured as a percentage, this attribute shall contain the current number of established PDU sessions in the concerned network slice expressed as a percentage.

Minimum = 0. Maximum = 100.

	uesWithPduSessionInd
	boolean
	C
	0..1
	This IE may be present if the numericValNumUes IE or the percValueNumUes IE is present, when reporting the network slice status for an S-NSSAI.

When present, it shall be set as follows:
- True: the numericValNumUes and percValueNumUes report the number of UEs with at least one PDU session/PDN connection. 
- False (default): the numericValNumUes and percValueNumUes report the current number of registered UEs.



* * * Next Change * * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc136242733]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.5.0-alpha.3'


  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  
[…]
SACInfo:
      description: >
        Represents threshold(s) to control the triggering of network slice reporting notifications
        or the information contained in the network slice reporting notification.
      type: object
      properties:
        numericValNumUes:
          type: integer
        numericValNumPduSess:
          type: integer
        percValueNumUes:
          type: integer
          minimum: 0
          maximum: 100
        percValueNumPduSess:
          type: integer
          minimum: 0
          maximum: 100
        uesWithPduSessionInd:
          type: boolean
          default: false
[…]
* * * End of Changes * * * *
