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* * * First Change * * * *
[bookmark: _Toc510696583][bookmark: _Toc35971375][bookmark: _Toc70325091][bookmark: _Toc81226649][bookmark: _Toc93868938][bookmark: _Toc138348657][bookmark: _Toc93868950][bookmark: _Toc136273783][bookmark: _Toc93869000][bookmark: _Toc130831302]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AF	Application Function
5GC	5G Core Network
AMF	Access Management Function
DCCF	Data Collection Coordination Function
EAC	Early Admission Control
MCX	Mission Critical Service
MPS	Multimedia Priority Service
NEF	Network Exposure Function
NSAC	Network Slice Admission Control
NSACF	Network Slice Admission Control Function
NWDAF	Network Data Analytics Function
SMF	Session Management Function

* * * Next Change * * * *
5.2.2.2.2	Network slice admission controlNSAC for controlling the number of UEs
<<TEXT SKIPPED>>
[bookmark: _Toc130831260]* * * Next Change * * * *
[bookmark: _Toc136273784]5.2.2.2.3	Network slice admission controlNSAC for controlling the number of UEs in hierarchical NSACF architecture
<<TEXT SKIPPED>>
* * * Next Change * * * *
[bookmark: _Toc93868956][bookmark: _Toc136273790]5.2.2.4.2	Network slice admission controlNSAC for controlling the number of PDU sessions
<<TEXT SKIPPED>>
[bookmark: _Toc136273791]* * * Next Change * * * *
5.2.2.4.3	Network slice admission controlNSAC for controlling the number of PDU sessions in hierarchical NSACF architecture
<<TEXT SKIPPED>>
* * * Next Changes * * * *
[bookmark: _Toc138348683]5.3.1	Service Description
The Nnsacf_SliceEventExposure services provide event based notifications to the consumer NF (e.g. to NEF, AF, via NEFDCCF or NWDAF) related to the number of UEs registered to a network slice or the number of PDU Sessions established to a network slice.
If, in accordance with operator policy and national/regional regulations, the NF Service Consumer (i.e. the AMF or the SMF) needs to exempt UEs/PDU Sessions that are used for emergency, mission critical and/or priority services (e.g. MCS, MPS) from NSAC, then the NF service consumer may send a request to NSACF and ignore the NSACF response. Therefore, if a UE/PDU session is rejected by NSACF, then the reports generated by the NSACF would not have counts of those UEs/PDU-Sessions, despite the UEs accessing the corresponding slice(s). Alternatively, the NF Service Consumer (i.e. the AMF or the SMF) may not invoke the corresponding NSAC procedure for the exempted UE/PDU Session, i.e. those UEs/PDU Sessions are not counted towards the maximum number of UEs/PDU Sessions (see clause 5.15.11.0 of 3GPP TS 23.501 [2]).
* * * Next Changes * * * *
[bookmark: _Toc138348688]5.3.2.2.2	Creation of a subscription
The Subscribe service operation is invoked by a NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) towards the NSACF, when it needs to create a subscription to monitor the event relevant to the NSACF.
The NF Service Consumer shall request to create a new subscription by using HTTP method POST with URI of the subscriptions collection, see clause 6.2.3.1.
The NF Service Consumer shall include the following information in the HTTP message body:
-	NF ID, indicates the identity of the network function instance initiating the subscription;
-	Notification URI, indicates the address to deliver the event notifications generated by the subscription;
-	Notification Correlation ID, indicates the correlation identity to be carried in the event notifications, the value of this IE shall be unique per subscription for a given NF service consumer receiving the notification;
-	SAC Event Type, defines which type of events to notify (e.g. the number of UEs registered to a network slice, the number of UEs registered to a network slice with at least one PDN connection/PDU session, or the number of PDU Sessions established on a network slice);
-	Event Filter, indicate the S-NSSAI(s) in serving PLMN and/or mapped S-NSSAI(s) in home PLMN to be monitored and reported.
-	SAC Event Report Triggers, defines whether the notification is threshold triggered (e.g. the notification is triggered when the current number of UEs or PDU Sessions with a network slice reaches a defined threshold value) or the notification is periodic triggered (e.g. the notification is triggered at expiry of a periodic timer).
-	Notification threshold if the SAC Event Report Triggers is threshold triggered, defines a numeric value or a percentage of the maximum number of the UEs or PDU Sessions per network slice;
-	Notification periodicity if the SAC Event Report Triggers is periodic triggered, defines the time between the notification periodicity.


Figure 5.4.2.2.2-1 Subscribe for Creation
1.	The NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) shall send a POST request to create a subscription resource in the NSACF. The payload body of the POST request shall contain a representation of the individual subscription resource to be created. The request may contain an expiry time, suggested by the NF Service Consumer, representing the time up to which the subscription is desired to be kept active and the time after which the subscribed event(s) shall stop generating report.
2a.	On success, the request is accepted, the NSACF shall include a HTTP Location header to provide the location of a newly created resource (subscription) together with the status code 201 indicating the requested resource is created in the response message.
	The response, based on operator policy and taking into account the expiry time included in the request, may contain the expiry time, as determined by the NSACF, after which the subscription becomes invalid. Once the subscription expires, if the NF Service Consumer wants to keep receiving notifications, it shall create a new subscription in the NSACF. The NSACF shall not provide the same expiry time for many subscriptions in order to avoid all of them expiring and recreating the subscriptions at the same time. If the expiry time is not included in the response, the NF Service Consumer shall consider the subscription to be valid without an expiry time.
	If the immediateFlag attribute is set to "true" in the request message, the NSACF shall include the current number of UEs or PDU Sessions per network slice in the response immediately.
2b.	On failure, the appropriate HTTP status code (e.g. "403 Forbidden") shall be returned.
	A ProblemDetails IE shall be included in the payload body of POST response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.2.3.2.3.1-3.
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of POST response.
* * * Next Changes * * * *
[bookmark: _Toc138348689]5.3.2.2.3	Modification of a subscription
The Subscribe service operation is invoked by a NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) towards the NSACF, when it needs to modify an existing subscription previously created by itself at the NSACF.
When the subscription is to be expired, the NF service consumer may request the NSACF to update the subscription by indicating a new expiry time. The NSACF may return a new expiry time based on local policy, taking into account of the NF service consumer provided expiry time.
To perform a partial update of the subscription of a given subscription Id, the NF Service Consumer shall issue an HTTP PATCH request, as shown in Figure 5.3.2.2.3-1. This partial update shall be used to add, delete and/or replace individual parameters of the subscription.

Figure 5.3.2.2.3-1 Subscription partial modification
1.	The NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) shall send a PATCH request to the resource URI representing the individual subscription, identified by the {subscriptionId}. The payload body of the PATCH request shall contain the list of operations (add/delete/replace) to be applied to parameters in the individual subscription.
2a.	On success, the request is accepted, the NSACF shall return the representation of the updated subscription resource with the status code "200 OK", or "204 No Content" shall be returned.
[bookmark: _PERM_MCCTEMPBM_CRPT92130004___3]"204 No Content" may be returned, if the NF Service Producer accepts entirely the resource representation provided by the NF Service Consumer in the request. For example, the request contained a proposed expiry time and it is accepted by the NF Service Producer as the expiration time for the subscription, or the request did not contain a proposed expiry time and no expiration time is set by the NF Service Producer for the subscription.
2b.	On failure, the appropriate HTTP status code (e.g. "403 Forbidden") shall be returned.
	A ProblemDetails IE shall be included in the payload body of PATCH response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.2.3.3.3.1-3.
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of PATCH response.
To perform a complete replacement of the subscription of a given subscription Id, the NF Service Consumer shall issue an HTTP PUT request, as shown in Figure 5.3.2.2.3-2:


Figure 5.3.2.2.3-2 Subscription Complete Replacement
1.	The NF service consumer (e.g. NEF, AF, DCCF or NWDAF) shall send a PUT request to the resource URI representing the individual subscription, identified by the {subscriptionId}. The payload body of the PUT request shall contain a representation of the individual subscription to be completely replaced in the NSACF.
2a.	On success, the request is accepted, the NSACF shall include the resource (subscription) after replacement together with the status code "200 OK" indicating the requested resource is updated in the response message.
2b.	On failure, the appropriate HTTP status code (e.g. "403 Forbidden") shall be returned.
	A ProblemDetails IE shall be included in the payload body of PUT response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.2.3.3.3.2-3.
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of PUT response.
[bookmark: _Toc138348690]* * * Next Changes * * * *
5.3.2.2.4	Creation of a one time and immediate reporting subscription
The NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) may request the NSACF to immediately provide the current network slice status information (e.g. the number of UEs registered to a network slice, the current number of PDU Sessions established to a network slice). In this case, the NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) shall request the NSACF to create a temporary subscription and response with immediate report, as follows.
1.	The NF Service Consumer shall send a POST request as specified in step 1 of clause 5.3.2.2.2, with the following additional information:
-	the maxReports attribute set to 1 and the immediateFlag attribute set to "true".
2a.	The NSACF shall send a POST response as specified in step 2a of clause 5.3.2.2.2, with the following additional information:
-	the NSACF shall include the current number of UEs or PDU Sessions per network slice in the response immediately and shall terminate the subscription of the event.
The NSACF shall terminate the subscription of the event after sending response to the NF Service Consumer.
2b.	Same as step 2b of figure 5.3.2.2.2-1.
2c.	Same as step 2c of figure 5.3.2.2.2-1.
* * * Next Changes * * * *
[bookmark: _Toc138348692]5.3.2.3.1	General
This service operation is used by the consumer NF (e.g. NEF, AF, DCCF or NWDAF) to unsubscribe from the event notification.
The NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) shall unsubscribe to the subscription by using HTTP method DELETE.


Figure 5.3.2.3.1-1: Unsubscribe a subscription
1.	The NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF) shall send a DELETE request to delete an existing subscription resource in the NSACF.
2a.	On success, the request is accepted, the NSACF shall reply with the status code 204 indicating the resource identified by subscription ID is successfully deleted in the response message.
2b.	On failure, the appropriate HTTP status code (e.g. "403 Forbidden") shall be returned.
	A ProblemDetails IE shall be included in the payload body of DELETE response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.2.3.3.3.3-3.
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of DELETE response.
* * * Next Changes * * * *
[bookmark: _Toc138348694]5.3.2.4.1	General
This service operation is used by the NSACF to report the current status of certain network slice (e.g. the number of UEs registered to a network slice, the number of UEs registered to a network slice with at least one PDU session/PDN connection, or the current number of PDU Sessions established on a network slice in numbers or in percentage from the maximum allowed numbers).
While counting the number of UEs registered to a network slice, or counting the number of UEs registered to a network slice with at least one PDU session/PDN connection, the NSACF shall not count twice the UE Ids stored temporarily due to the AMF mobility scenario.


Figure 5.3.2.4.1-1: Notify
1.	The NSACF shall send a POST request to send a notification.
	If the notification is threshold triggered, the NSACF shall send the notification every time if there is a change from being below the threshold to reach the threshold, or from reaching the threshold to coming down below the threshold (see clause 4.15.3.2.10 of 3GPP TS 23.502 [3]). When a subscription is created and the current number of UEs or number of PDU sessions reaches the threshold, the NSACF shall send the notification immediately.
EXAMPLE:
	If the threshold for the reporting of the number of registered UEs is 100, the behaviour of the NSACF as below:
-	the current number of registered UEs is 100 when the subscription is created, the NSACF shall send a notification to the NF service consumer, then
-	the current number of registered UEs is changed to 99, the NSACF shall send a notification to the NF service consumer, then
-	the current number of registered UEs is changed to 90, the NSACF shall not send notification, then
-	the current number of registered UEs is changed to 100, the NSACF shall send a notification to the NF service consumer, then
-	the current number of registered UEs is changed to 110, the NSACF shall not send notification.
	For periodic reporting, the NSACF shall contain the current number of registered UEs in the concerned network slice or the current number of established PDU sessions in the concerned network slice expressed in percentage and in numerical to the NF Service Consumer.
2a.	On success, "204 No content" shall be returned by the NF Service Consumer (e.g. NEF, AF, DCCF or NWDAF).
2b.	On failure, the appropriate HTTP status code (e.g. "404 Not found307 Temporary Redirect") shall be returned and appropriate additional information should be returned.
	A ProblemDetails IE shall be included in the payload body of POST response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.2.5.2.2.1-3.
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of POST response.
* * * End of Changes * * * *
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