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* * * * First Change * * * *
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[bookmark: _Toc11338821][bookmark: _Toc27585529][bookmark: _Toc36457536][bookmark: _Toc45028454][bookmark: _Toc45029289][bookmark: _Toc67682061]6.5.3.2.3.1	PATCH
 This method shall support the URI query parameters specified in table 6.5.3.2.3.1-1.
Table 6.5.3.2.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.5.3.2.3.1-2 and the response data structures and response codes specified in table 6.5.3.2.3.1-3.
Table 6.5.3.2.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	PpData
	M
	1
	Contains the data to be provisioned or the updated SoR Information to be conveyed to a UE.



Table 6.5.3.2.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned. (NOTE 2)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned.

If some modification instructions were not accepted, the "reason" attribute in ReportItem may be used to indicate one of the following application errors:
- CONFIDENCE_LEVEL_NOT_SUFFICIENT
- ACCURACY_LEVEL_NOT_SUFFICIENT

 (NOTE 2)

	ProblemDetails
	O
	0..1
	400 Bad Request
	If the Confidence or Accuracy level contained within the patch request is out of range, the "cause" attribute may be used to indicate one of the following application errors:
- CONFIDENCE_LEVEL_OUT_OF_RANGE
- ACCURACY_LEVEL_OUT_OF_RANGE

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- MODIFICATION_NOT_ALLOWED
- DETACHED_USER
- AF_NOT_ALLOWED
- MTC_PROVIDER_NOT_ALLOWED

	NOTE 1:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.
NOTE 2:	If all the modification instructions in the PATCH request have been implemented, the UDM shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the UDM shall respond with a 200 OK including PatchResult.



* * * * Next Change * * * *
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The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nudm_ParameterProvision service. The following application errors listed in Table 6.5.7.3-1 are specific for the Nudm_ParameterProvision service.
The application errors defined for the Nudm_UECM service are listed in Table 6.5.7.3-1.
Table 6.5.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	CONFIDENCE_LEVEL_OUT_OF_RANGE
	400 Bad Request
	Confidence Level of the Expected UE Behaviour Parameter is out or range (e.g. <0.00 or >1.00)

	ACCURACY_LEVEL_OUT_OF_RANGE
	400 Bad Request
	Accuracy Level of the Expected UE Behaviour Parameter is out or range (e.g. <0.00 or >1.00)

	MODIFICATION_NOT_ALLOWED
	403 Forbidden
	The subscriber does not have the necessary subscription for external parameter provisioning.

	USER_NOT_FOUND
	404 Not Found
	The User does not exist.

	CREATION_NOT_ALLOWED
	403 Forbidden
	Creation of a 5G VN Group is not allowed.

	DETACHED_USER
	403 Forbidden
	The user is detached in the Network.

	GROUP_IDENTIFIER_NOT_FOUND
	404 Not Found
	The group does not exist

	AF_NOT_ALLOWED
	403 Forbidden
	This AF is not allowed to perform external provisioning or 5G VN Group creation.

	MTC_PROVIDER_NOT_ALLOWED
	403 Forbidden
	MTC Provider not authorized to perform external provisioning or 5G VN Group creation.



* * * * End of Change * * * *
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