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* * * First Change * * * *

[bookmark: _Toc130831976][bookmark: _Toc138407151]6.1.6.2.4	Type: AnnounceDiscDataForOpen
Table 6.1.6.2.4-1: Definition of type AnnounceDiscDataForOpen
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	proseAppId
	ProseApplicationId
	M
	1
	This IE shall contain the ProSe Application ID.
	

	validityTimer
	DateTime
	M
	1
	This IE shall contain validity timer up to which the ProSe Application Code is going to expire.
	

	proseAppCode
	ProseApplicationCode
	C
	0..1
	When present, this IE shall contain the ProSe Application Code.
(NOTE)
	

	proseAppCodePrefix
	ProseApplicationPrefix
	C
	0..1
	When present, this IE shall contain the ProSe Application Code Prefix.
(NOTE)
	

	proseAppCodeSuffixPool
	ProseApplicationCodeSuffixPool
	O
	0..1
	This IE shall contain the ProSe Application Code Suffix pool when present.
	

	metaData
	MetaData
	O
	0..1
	This IE shall contain the metadata when present.
	

	NOTE:	Either attribute proseAppCode or attribute proseAppCodePrefix shall be present.



* * * Next Change * * * *

[bookmark: _Toc130831977][bookmark: _Toc138407152]6.1.6.2.5	Type: AnnounceDiscDataForRestricted
Table 6.1.6.2.5-1: Definition of type AnnounceDiscDataForRestricted
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	rpauid

	Rpauid
	M
	1
	This IE shall contain the RPAUID.
	

	appId
	ApplicationId
	M
	1
	This IE shall contain the Application ID
	

	validityTimer
	DateTime
	M
	1
	This IE shall contain validity timer up to which the ProSe Restricted Code is going to expire.

If the value sets to a full zero (i.e., 0000-00-00T00:00:00), it indicates to removes the resources indicated by the Discovery Entry ID for the UE.
	

	proseRestrictedCode
	ProseRestrictedCode
	C
	0..1
	This IE shall contain the ProSe Restricted Code when present.
(NOTE)
	

	proseRestrictedPrefix
	ProseRestrictedPrefix
	C
	0..1
	This IE shall contain the ProSe Restricted Code Prefix when present.
(NOTE)
	

	codeSuffixPool
	RestrictedCodeSuffixPool
	O
	0..1
	This IE shall contain the Restricted Code Suffix pool when present.
	

	NOTE:	Either attribute proseRestrictedCode or attribute proseRestrictedPrefix shall be present.



* * * End of Changes * * * *

