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	Reason for change:
	Per guidelines of TS 29.501, names of attributes shall be represented using lowerCamel.

EventType defined in clause 6.2.6.2.14 of ContextStatusEvent does not follow the guideline.

	
	

	Summary of change:
	Correct the attribute EventType to eventType

	
	

	Consequences if not approved:
	Non-compliance with Data type guideline of TS 29.501.
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* * * First Change * * * *

[bookmark: _Toc85877119][bookmark: _Toc88681573][bookmark: _Toc89678260][bookmark: _Toc98501353][bookmark: _Toc106634637][bookmark: _Toc114825416][bookmark: _Toc122089445][bookmark: _Toc129098566][bookmark: _Toc138661959]6.2.6.2.14	Type: ContextStatusEvent
Table 6.2.6.2.14-1: Definition of type ContextStatusEvent
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eEventType
	ContextStatusEventType
	M
	1
	MBS session context status event type
(NOTE)
	

	[bookmark: _PERM_MCCTEMPBM_CRPT81600042___7]immediateReportInd
	boolean
	O
	0..1
	Immediate Report Indication
When present, it shall be set as follows:
- true: an immediate report is requested
- false (default): no immediate report is requested
	

	reportingMode
	ReportingMode
	O
	0..1
	When present, it shall indicate whether the events shall be reported continuously or one time only.
(NOTE)
	

	NOTE:	In this release of the specification, the SMF shall subscribe to the "QOS_INFO", "STATUS_INFO", "SERVICE_AREA_INFO", "SECURITY_INFO", "SESSION_RELEASE" and "MULT_TRANS_ADD_CHANGE" events, with the Reporting Mode set to "Continuous event reporting".
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