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	Reason for change:
	3GPP RAN2#118-e has agreed CR0349 of TS 37.355 and the CR was already implemented in latest 37.355, which specified the device will provide High Accuracy GNSS Metrics to the Location Server (e.g. LMF) via LPP, which are important for LMF to disclose the positioning performance with the provided A-GNSS assistance data.

The following information are included:
· number of satellite vehicles used
· dilution of precision
· age of the most recent used assistance data for HA GNSS
· the positioning fix type

and the definition in TS 37.355 reflected the requirements:

HA-GNSS-Metrics-r17 ::= SEQUENCE {
	nrOfUsedSatellites-r17	INTEGER (0..64),
	hdopi-r17					INTEGER (1..256)						OPTIONAL,
	pdopi-r17					INTEGER (1..256)						OPTIONAL,
	age-r17						INTEGER (0..99)							OPTIONAL,
	fixType-r17					ENUMERATED {carrier-phase-float,
											carrier-phase-fix, ...}		OPTIONAL,
	...
}

The above information is similar to the already provided positioning performance factors, e.g. Uncertainty, but the information elements are not supported via SBI thus cannot be reported to the consumer together with the Location Estimates derived from HA GNSS assistant data.

This CR implements the missed HA GNSS Metrics over SBI on GMLC API.
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2/ Update OpenAPI accordingly.
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* * * First Change * * * *
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This clause specifies the application data model supported by the API.
Table 6.1.5.1-1 specifies the data types defined for the Ngmlc_Location service based interface protocol.
Table 6.1.5.1-1: Ngmlc_Location specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	InputData
	6.1.5.2.2
	the input parameters in ProvideLocation service operation
	

	LocationData
	6.1.5.2.3
	the response parameters in ProvideLocation service operation
	

	CancelLocData
	6.1.5.2.4
	the input parameters in CancelLocation service operation
	

	LocUpdateData
	6.1.5.2.5
	the input parameters in LocationUpdate service operation
	

	EventNotifyData
	6.1.5.2.6
	the input parameters for the target UE in EventNotify Notification service operation
	

	UePrivacyRequirements
	6.1.5.2.7
	UE privacy requirements from (H)GMLC to the serving AMF or VGMLC(in the roaming case) for the target UE
	

	LocUpdateNotification
	6.1.5.2.9
	Location Update Notification
	

	LocUpdateSubs
	6.1.5.2.10
	UE location information subscription
	

	AreaEventInfoAddition
	6.1.5.2.13
	Additional information for Extended Area event information
	

	AreaEventInfoExt
	6.1.5.2.14
	Extended Area Event Information
	

	ServiceIdentity
	6.1.5.3.2
	service identity
	

	CodeWord
	6.1.5.3.2
	codeword
	

	ExternalClientIdentification
	6.1.5.3.2
	external client identification
	

	E164CountryCodeOfGeographicArea
	6.1.5.3.2
	E.164 country codes for geographic areas
	

	LcsServiceTypeId
	6.1.5.3.2
	LCS Service Type Id
	

	PseudonymIndicator
	6.1.5.3.3
	It defines if a pseudonym is requested
	

	LocationRequestType
	6.1.5.3.4
	NI-LR, MT-LR or MO-LR
	

	LocationTypeRequested
	6.1.5.3.5
	the location type requested by the LCS client
	

	EventNotifyDataType
	6.1.5.3.6
	the type of event that triggers event notification
	

	EventNotifyDataAdditionalInfo
	6.1.5.2.11
	Additional information to Event Notify Data
	

	EventNotifyDataExt
	6.1.5.2.12
	Extended Event Notify Data for UEs of a target group
	

	FailureCause
	6.1.5.3.7
	Positioning failure cause
	

	SuccessType
	6.1.5.3.8
	Success Type to indicate full or partial success
	



Table 6.1.5.1-2 specifies data types re-used by the Ngmlc_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ngmlc_Location service based interface.
Table 6.1.5.1-2: Ngmlc_Location re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Gpsi
	3GPP TS 29.571 [11]
	
	

	Supi
	3GPP TS 29.571 [11]
	
	

	Uri
	3GPP TS 29.571 [11]
	
	

	AmfId
	3GPP TS 29.571 [11]
	
	

	NfInstanceId
	3GPP TS 29.571 [11]
	
	

	ExternalClientType
	3GPP TS 29.572 [12]
	
	

	LocationQoS
	3GPP TS 29.572 [12]
	
	

	LcsQosClass
	3GPP TS 29.572 [12]
	
	

	SupportedGADShapes
	3GPP TS 29.572 [12]
	
	

	PeriodicEventInfo
	3GPP TS 29.572 [12]
	
	

	AreaEventInfo
	3GPP TS 29.572 [12]
	
	

	MotionEventInfo
	3GPP TS 29.572 [12]
	
	

	LdrType
	3GPP TS 29.572 [12]
	
	

	LdrReference
	3GPP TS 29.572 [12]
	
	

	AgeOfLocationEstimate
	3GPP TS 29.572 [12]
	
	

	PositioningMethod
	3GPP TS 29.572 [12]
	
	

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [12]
	
	

	LmfIdentification
	3GPP TS 29.572 [12]
	
	

	LcsServiceType
	3GPP TS 29.572 [12]
	
	

	VelocityRequested
	3GPP TS 29.572 [12]
	
	

	LcsPriority
	3GPP TS 29.572 [12]
	
	

	VelocityEstimate
	3GPP TS 29.572 [12]
	
	

	TerminationCause
	3GPP TS 29.572 [12]
	
	

	PositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	LcsServiceAuth
	3GPP TS 29.571 [11]
	
	

	Ecgi
	3GPP TS 29.571 [11]
	
	

	Ncgi
	3GPP TS 29.571 [11]
	
	

	Altitude
	3GPP TS 29.572 [12]
	Altitude
	

	BarometricPressure
	3GPP TS 29.572 [12]
	Barometric pressure
	

	MinorLocationQoS
	3GPP TS 29.572 [12]
	Minor Location QoS
	MUTIQOS

	LocationPrivacyVerResult
	3GPP TS 29.518 [20]
	
	

	ExternalGroupId
	3GPP TS 29.571 [11]
	External Group Identifier
	

	GroupId
	3GPP TS 29.571 [11]
	Group Identifier
	

	CivicAddress
	3GPP TS 29.572 [12]
	Civic Address
	

	GeographicArea
	3GPP TS 29.572 [12]
	Geographic Area
	

	LocalArea
	3GPP TS 29.572 [12]
	Local area specified by different shape
	

	RedirectResponse
	3GPP TS 29.571 [11]
	
	

	DateTime
	3GPP TS 29.571 [11]
	Date and Time
	

	HighAccuracyGnssMetrics
	3GPP TS 29.572 [12]
	High Accuracy GNSS Metrics
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Table 6.1.5.2.3-1: Definition of type LocationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identitfier
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	locationEstimate
	GeographicArea
	O
	0..1
	Geographic area of the target UE
	

	civicAddress
	CivicAddress
	O
	0..1
	Civic address of the target UE
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Age of location estimate
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	The indication whether the obtained location estimate satisfies the requested accuracy or not
	

	ueVelocity
	VelocityEstimate
	O
	0..1
	Responded UE velocity, if requested and available
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation ID
It shall be present in the response to NEF if it is allocated by HGMLC for the the Deferred 5GC-MT-LR procedure.
	

	altitude
	Altitude
	C
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	servingLMFIdentification
	LMFIdentification
	C
	0..1
	If present, this IE contains the identification of a serving LMF for periodic or triggered location.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	locationPrivacyVerResult
	LocationPrivacyVerResult
	C
	0..1
	If present, this IE contains the result of location privacy verification by UE.
The IE shall be included from (V)GMLC to (H)GMLC if received from the serving AMF by (V)GMLC when roaming and a location request with notification and privacy verification only indication is sent to the serving AMF via (V)GMLC by (H)GMLC during location request procedure..
	

	successType
	SuccessType
	C
	0..1
	This IE is only used for requesting LCS service for a group, and shall be present to indicate one of the following value.
[bookmark: _PERM_MCCTEMPBM_CRPT13160065___2]- SUCCESS_COMPLETELY
- SUCCESS_PARTIALLY

The value "SUCCESS_COMPLETELY" indicates that requesting/subscribing to LCS service is successful for all the UE(s) within the group identified by the external/internal group ID.
The value "SUCCESS_PARTIALLY" indicates that requesting/subscribing to LCS service is only successful for a part of the UE(s) within the group identified by the external/internal group ID.

The default value of this attribute is "SUCCESS_COMPLETELY" if this IE is not present.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received.
	MUTIQOS

	acceptedPeriodicEventInfo
	PeriodicEventInfo
	C
	0..1
	This IE shall be present if received from AMF/LMF.

When present, this IE shall provide the accepted periodic event reporting information.

	

	haGnssMetrics
	HighAccuracyGnssMetrics
	C
	0..1
	This IE should be included when received from LMF/AMF.

When present, this IE shall indicate the high accuracy GNSS metrics for the location estimate.
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Table 6.1.5.2.6-1: Definition of type EventNotifyData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference
	

	eventNotifyDataType
	EventNotifyDataType
	M
	1
	The type of event that triggers event notification
	

	locationEstimate
	GeographicArea
	O
	0..1
	Geographic area of the target UE
	

	civicAddress
	CivicAddress
	O
	0..1
	Civic address of the target UE
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Age of location estimate
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	lmfIdentification
	LmfIdentification
	O
	0..1
	LMF identification that stores the location context of the target UE
	

	amfId
	AmfId
	O
	0..1
	The identification of AMF that is serving the target UE
	

	terminationCause
	TerminationCause
	C
	0..1
	The IE shall be included if event reporting has been terminated
	

	velocityEstimate
	VelocityEstimate
	C
	0..1
	If present, this IE contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	altitude
	Altitude
	C
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	targetNode
	NfInstanceId
	C
	0..1
	For mobility of a UE with periodic or triggered location, this IE contains the address of the new serving node and shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	The indication whether the obtained location estimate satisfies the requested accuracy or not
	

	failureCause
	FailureCause
	C
	0..1
	This IE shall contain the failure cause for the UE if present.
The IE shall be included if positioning has failed for the target UE in the target group.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received.
	MUTIQOS

	haGnssMetrics
	HighAccuracyGnssMetrics
	C
	0..1
	This IE should be included when received from LMF/AMF.

When present, this IE shall indicate the high accuracy GNSS metrics for the location estimate.
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************************ Text Skipped for Clarity ************************
    LocationData:
      description: Contains the response parameters in ProvideLocation service operation
      type: object
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        ueVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        locationPrivacyVerResult:
          $ref: 'TS29518_Namf_Location.yaml#/components/schemas/LocationPrivacyVerResult'
        successType:
          $ref: '#/components/schemas/SuccessType'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        acceptedPeriodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        haGnssMetrics:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/HighAccuracyGnssMetrics'


************************ Text Skipped for Clarity ************************
    EventNotifyData:
      description: Contains the input parameters for the target UE in EventNotify Notification service operation
      type: object
      required:
        - eventNotifyDataType
        - ldrReference
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        eventNotifyDataType:
          $ref: '#/components/schemas/EventNotifyDataType'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        lmfIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfId'
        terminationCause:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/TerminationCause'
        velocityEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        targetNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        failureCause:
          $ref: '#/components/schemas/FailureCause'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        haGnssMetrics:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/HighAccuracyGnssMetrics'

************************ Text Skipped for Clarity ************************
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