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* * * First Change * * * *
[bookmark: _Toc25073769][bookmark: _Toc34062934][bookmark: _Toc43119902][bookmark: _Toc49767954][bookmark: _Toc56434127][bookmark: _Toc138322035]5.2.2.3.1	General
The Update SM Context service operation shall be used to update an individual SM context and/or provide N1 or N2 SM information received from the UE or the AN, for a given PDU session, towards the SMF, or the V-SMF for HR roaming scenarios, or the I-SMF for a PDU session with an I-SMF.
It is used in the following procedures:
-	PDU Session modification (see clause 4.3.3 of 3GPP TS 23.502 [3]);
-	UE or network requested PDU session release (see clause 4.3.4.2 and clause 4.3.4.3 of 3GPP TS 23.502 [3]);
-	UE requested MA PDU session establishment over the other access (see clause 4.22.7 of 3GPP TS 23.502 [3]);
-	UE or network-initiated MA PDU session release over a single access (see clause 4.22 of 3GPP TS 23.502 [3]);
-	Activation or Deactivation of the User Plane connection of an existing PDU session, i.e. establishment or release of the N3 tunnel between the AN and serving CN (see clause 5.6.8 of 3GPP TS 23.501 [2], clauses 4.2.2.2, 4.2.3, 4.2.6, 4.2.10 and 4.9.1.3.3 of 3GPP TS 23.502 [3], clauses 7.2.2.1, 7.2.2.2, 7.2.5.2 and 7.2.5.3 of 3GPP TS 23.316 [36]) and clause 7.2.5.2 of 3GPP TS 23.247 [44];
-	Xn and N2 Handover procedures (see clauses 4.9.1, 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]);
-	Handover between 3GPP and untrusted non-3GPP access procedures (see clause 4.9.2 of 3GPP TS 23.502 [3]);
-	Inter-AMF change due to AMF planned maintenance or AMF failure (see clause 5.21.2 of 3GPP TS 23.501 [2]), or inter-AMF mobility in CM-IDLE mode (see clauses 4.2.2.2 and 4.23.3 of 3GPP TS 23.502 [3]);
-	RAN Initiated QoS Flow Mobility (see clause 4.14.1 of 3GPP TS 23.502 [3] and clause 8.2.5 of 3GPP TS 38.413 [9]);
-	All procedures requiring to provide N1 or N2 SM information to the SMF, e.g. UE requested PDU Session Establishment procedure (see clause 4.3.2.2 of 3GPP TS 23.502 [3]), USS UAV Authorization/Authentication (UUAA) to carry the UUAA authentication message during the PDU Session Establishment (see clause 5.2.3.2 of 3GPP TS 23.256 [41] and Service-level-AA container in 3GPP TS 24.501 [7]), session continuity procedure (see clause 4.3.5 of 3GPP TS 23.502 [3]);
-	EPS to 5GS Idle mode mobility, EPS to 5GS Idle mode mobility with data forwarding or handover using N26 interface (see clause 4.11 of 3GPP TS 23.502 [3]);
-	5GS to EPS Handover using N26 interface (see clause 4.11.1.2 of 3GPP TS 23.502 [3]);
-	5GS to EPS Idle mode mobility using N26 interface with data forwarding (see clause 4.11.1.3.2A of 3GPP TS 23.502 [3]);
-	PDU Session Reactivation during P-CSCF Restoration procedure via AMF (see clause 5.8.4.3 of 3GPP TS 23.380 [21]);
-	AMF requested PDU session release due to a change of the set of network slices for a UE where a network slice instance is no longer available (see clause 4.3.4.2 of 3GPP TS 23.502 [3]);
-	AMF receives an "initial request" with PDU Session Id which already exists in PDU session context of the UE (see clause 5.4.5.2.5 of 3GPP TS 24.501 [7]);
-	Secondary RAT Usage Data Reporting (see clause 4.21 of 3GPP TS 23.502 [3]);
-	Service Request Procedures with I-SMF change or I-SMF removal when downlink data packets are buffered at the I-UPF (See clause 4.23.4 of 3GPP TS 23.502 [3]);
-	Connection Suspend procedure (see clause 4.8.1.2 of 3GPP TS 23.502 [3]);
-	Connection Resume in CM-IDLE with Suspend procedure (see clause 4.8.2.3 of 3GPP TS 23.502 [3]);
-	5G-RG or Network requested PDU Session Modification via W-5GAN (see clause 7.3.2 of 3GPP TS 23.316 [36]);
-	5G-RG or Network requested PDU Session Release via W-5GAN (see clause 7.3.3 of 3GPP TS 23.316 [36]);
-	FN-RG or Network requested PDU Session Modification via W-5GAN (see clause 7.3.6 of 3GPP TS 23.316 [36]);
-	FN-RG or Network requested PDU Session Release via W-5GAN (see clause 7.3.7 of 3GPP TS 23.316 [36]);
-	Handover between 3GPP access/5GC and W-5GAN access (see clause 7.6.3 of 3GPP TS 23.316 [36]);
-	AMF requested PDU session release due to Network Slice-Specific (Re-)Authentication and (Re-)Authorization failure or revocation (see clauses 4.2.9.2, 4.2.9.3 and 4.2.9.4 of 3GPP TS 23.502 [3]);
-	5G-RG requested PDU Session Establishment via W-5GAN (see clause 7.3.1 of 3GPP TS 23.316 [36]);
-	FN-RG related PDU Session Establishment via W-5GAN (see clause 7.3.4 of 3GPP TS 23.316 [36]);
-	Non-5G capable device behind 5G-CRG and FN-CRG requested PDU Session Establishment via W-5GAN (see clause 4.10a of 3GPP TS 23.316 [36]);
-	Non-5G capable device behind 5G-CRG and FN-CRG or Network requested PDU Session Modification via W-5GAN (see clause 4.10a of 3GPP TS 23.316 [36]);
-	Non-5G capable device behind 5G-CRG and FN-CRG or Network requested PDU Session Release via W-5GAN (see clause 4.10a of 3GPP TS 23.316 [36]);
-	CN-initiated selective deactivation of UP connection of an existing PDU Session associated with W-5GAN Access (see clause 7.3.5 of 3GPP TS 23.316 [36]);
-	Handover between 3GPP access / EPS and W-5GAN/5GC access (see clause 7.6.4 of 3GPP TS 23.316 [36]);
-	AMF requested PDU session release due to Control Plane Only indication associated with PDU Session is not applicable any longer as described in 3GPP TS 23.501 [2] clause 5.31.4.1;
-	Subscribe to / unsubscribe from the DDN failure status notification (see clauses 4.15.3.2.7 and 4.15.3.2.9 of 3GPP TS 23.502 [3]);
-	AMF requested PDU session release due to ODB changes (see clause 2.6C.2 of 3GPP TS 23.015 [42]);
-	Simultaneous change of Branching Points or UL CLs controlled by different I-SMFs (see clause 4.23.9.5 of 3GPP TS 23.502 [3]);
-	Remote UE Report during 5G ProSe Communication via 5G ProSe Layer-3 UE-to-Network Relay without N3IWF (see clause 6.5.1.1 of 3GPP TS 23.304 [43];
-	Multicast Session join and session establishment procedure in clause 7.2.1.3 of 3GPP TS 23.247 [44];
-	Multicast MBS session leave and release procedure in clause 7.2.2 of 3GPP TS 23.247 [44];
-	MBS session activation procedure in clause 7.2.5.2 of 3GPP TS 23.247 [44];
-	Mobility procedures for MBS in clause 7.2.3 of 3GPP TS 23.247 [44].
The NF Service Consumer (e.g. AMF) shall update an individual SM context and/or provide N1 or N2 SM information to the SMF by using the HTTP POST method (modify custom operation) as shown in Figure 5.2.2.3.1-1.


Figure 5.2.2.3.1-1: SM context update
1.	The NF Service Consumer shall send a POST request to the resource representing the individual SM context resource in the SMF. The payload body of the POST request shall contain the modification instructions and/or the N1 or N2 SM information, or the indication that the PDU session is allowed to be upgraded to a MA PDU session if so indicated by the UE as specified in clause 6.4.2.2 of 3GPP TS 24.501 [7], or subscribe/unsubscribe of the DDN failure notification as specified in clause 4.15.3.2.7 of 3GPP TS 23.502 [3]. If the request contains EBI(s) to revoke, then the SMF shall disassociate the EBI(s) with the QFI(s) with which they are associated.
2a.	On success, "204 No Content" or "200 OK" shall be returned; in the latter case, the payload body of the POST response shall contain the representation describing the status of the request and/or N1 or N2 SM information.
If the ExemptionInd IE is included in the request message, indicating that the NAS SM message included in the request was exempted from NAS congestion control by the AMF, the SMF shall verify that the included 5G SM message can be exempted from a NAS SM congestion control activated in the AMF as specified in clause 5.19.7 of 3GPP TS 23.501 [2].
The SMF may indicate to the NF Service Consumer that it shall release EBI(s) that were assigned to the PDU session by including the releaseEbiList IE, e.g. when a QoS flow is released.
2b.	On failure or redirection, one of the HTTP status codes listed in Table Table 6.1.3.3.4.2.2-26.1.3.3.3.2-3 shall be returned. For a 4xx/5xx response, the message body shall contain an SmContextUpdateError structure, including:
-	a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table Table 6.1.3.3.4.2.2-26.1.3.3.3.2-3;
-	N1 SM information, if the SMF needs and can return a response to the UE;
-	N2 SM information, if the SMF needs and can return a response to the NG-RAN.
The following clauses specify additional requirements applicable to specific scenarios.
[bookmark: _Toc25073931][bookmark: _Toc34063114][bookmark: _Toc43120091][bookmark: _Toc49768146][bookmark: _Toc56434319][bookmark: _Toc138322243]* * * Next Change * * * *
[bookmark: _Toc25073812][bookmark: _Toc34062981][bookmark: _Toc43119951][bookmark: _Toc49768006][bookmark: _Toc56434179][bookmark: _Toc138322093]5.2.2.8.2.1	General
The NF Service Consumer (i.e. the V-SMF for a HR PDU session, or the I-SMF for a PDU session with an I-SMF) shall update a PDU session in the H-SMF or SMF and/or provide the H-SMF or SMF with information received by the  NF Service Consumer in N1 SM signalling from the UE, by using the HTTP POST method (modify custom operation) as shown in Figure 5.2.2.8.2-1.


Figure 5.2.2.8.2-1: PDU session update towards H-SMF or SMF
1.	The NF Service Consumer shall send a POST request to the resource representing the individual PDU session resource in the H-SMF or SMF. The payload body of the POST request shall contain:
-	the requestIndication IE indicating the request type. Unless specified otherwise in clause 5.2.2.8.2, the value of the requestIndication IE shall be set to NW_REQ_PDU_SES_MOD;
-	the modification instructions and/or the information received by the NF Service Consumer in N1 signalling from the UE.
The NF service consumer shall not include the hoPreparationIndication IE with the value "false" in procedures other than handover execution, cancel and failure procedures.
[bookmark: _Hlk101793658]2a.	On success, "204 No Content" or "200 OK" shall be returned; in the latter case, the payload body of the POST response shall contain the representation describing the status of the request and/or information necessary for the NF Service Consumer to send N1 SM signalling to the UE. If the PDU session may be moved to EPS with N26 and the EPS PDN Connection Context information of the PDU session is changed, e.g. due to a new anchor SMF is reselected, the payload shall include the "epsPdnCnxInfo" IE including the updated EPS PDN Connection Context information. The NF Service consumer shall overwrite the locally stored EPS PDN Connection Context information with the new one if received.
2b.	On failure or redirection, one of the HTTP status codes listed in Table Table 6.1.3.6.4.2.2-26.1.3.3.3.2-3 shall be returned. For a 4xx/5xx response, the message body shall contain an HsmfUpdateError structure, including:
-	a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table Table 6.1.3.6.4.2.2-26.1.3.3.3.2-3;
-	the n1SmCause IE with the 5GSM cause the H-SMF or SMF proposes the NF Service Consumer to return to the UE, if the request included n1SmInfoFromUe;
-	n1SmInfoToUe binary data, if the H-SMF or SMF needs to return NAS SM information which the NF Service Consumer does not need to interpret;
-	the procedure transaction id that was received in the request, if this is a response sent to a UE requested PDU session modification.
If the H-SMF or SMF receives the hoPreparationIndciation IE set to "false" value in step 1, while it did not receive the hoPreparationIndication IE set to "true" value in previous steps (see clauses 5.2.2.7.3 and 5.2.2.7.4), the H-SMF or SMF shall ignore the hoPreparationIndication IE with "false" value and proceed with the processing of the request.
* * * Next Change * * * *
[bookmark: _Toc25073838][bookmark: _Toc34063010][bookmark: _Toc43119982][bookmark: _Toc49768037][bookmark: _Toc56434210][bookmark: _Toc138322133]5.2.2.11.1	General
The Send MO Data service operation shall be used to send mobile originated data received over NAS, for a given PDU session, towards the SMF, or the V-SMF for HR roaming scenarios, or the I-SMF for a PDU session with an I-SMF.
It is used in the following procedures:
-	UPF anchored Mobile Originated Data Transport in Control Plane CIoT 5GS Optimisation (see clause 4.24.1 of 3GPP TS 23.502 [3]);
-	NEF anchored Mobile Originated Data Transport (see clause 4.25.4 of 3GPP TS 23.502 [3]).
The NF Service Consumer (e.g. AMF) shall send mobile originated data to the SMF by using the HTTP POST method (send-mo-data custom operation) as shown in Figure 5.2.2.11.1-1.


Figure 5.2.2.11.1-1: Send MO Data
1.	The NF Service Consumer shall send a POST request to the resource representing the individual SM context resource in the SMF. The payload body of the POST request shall contain the mobile originated data to send.
	The request body may include the "MO Exception Data Counter", which indicates that the UE has accessed the network by using "MO exception data" RRC establishment, if Small Data Rate Control is enabled for the PDU session and the UE is accessing via the NB-IoT RAT.
2a.	On success, "204 No Content" shall be returned.
	For UPF anchored Mobile Originated Data Transport in Control Plane CIoT 5GS Optimisation, if the "MO Exception Data Counter" is included in the request then:
-	for HR PDU session, the V-SMF shall update the H-SMF (see clause 5.2.2.8.2.2);
-	for PDU session with I-SMF, the I-SMF shall update the SMF (see clause 5.2.2.8.2.2).
2b.	On failure or redirection, one of the HTTP status codes listed in Table Table 6.1.3.3.4.5.2-26.1.3.3.3.2-3 shall be returned.  For a 4xx/5xx response, the message body shall contain a ProblemDetails, with the "cause" attribute indicating the cause of the failure.
* * * Next Change * * * *
6.1.6.2.3	Type: SmContextCreatedData
Table 6.1.6.2.3-1: Definition of type SmContextCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	hsmfUri
	Uri
	C
	0..1
	This IE shall be present in HR roaming scenarios if the additionalHsmfUri IE was received in the request and the V-SMF established the PDU session towards an alternative SMF listed in the additionalHsmfUri IE. When present, it shall contain the API URI of the H-SMF towards which the PDU session was established. The API URI shall be formatted as specified in clause 6.1.1.
	

	smfUri
	Uri
	C
	0..1
	This IE shall be present for a PDU session with an I-SMF, if the additionalSmfUri IE was received in the request and the I-SMF established the PDU session towards an alternative SMF listed in the additionalSmfUri IE. When present, it shall contain the API URI of the SMF towards which the PDU session was established. The API URI shall be formatted as specified in clause 6.1.1.
	DTSSA

	pduSessionId
	PduSessionId
	C
	0..1
	This IE shall be present, during an EPS to 5GS Idle mode mobility or handover using the N26 interface.
When present, it shall be set to the PDU Session ID. 
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover using the N26 interface.
When present, it shall contain the S-NSSAI assigned to the PDU session.
In Home-Routed roaming case, this IE shall contain the S-NSSAI for home PLMN.
	

	additionalSnssai
	Snssai
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover using the N26 interface for LBO roaming case.
When present, this IE shall indicate the associated S-NSSAI in HPLMN for the PDU Session.
	

	upCnxState
	UpCnxState
	C
	0..1
	This IE shall be present if the SMF was requested to activate the user plane connection of the PDU session in the corresponding request.
When present, it shall be set as specified in clauses 5.2.2.2.2, 5.2.2.2.6 or 5.2.2.2.7.
	

	n2SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if N2 SM Information needs to be sent to the AN. 
	

	n2SmInfoType
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfo" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfo" attribute.
	

	allocatedEbiList
	array(EbiArpMapping)
	C
	1..N
	This IE shall be present if the consumer NF is an AMF and Inter-system mobility happens. When present, it shall contain an array of EBI to ARP mappings currently allocated to the PDU session.
	

	hoState
	HoState
	C
	0..1
	This IE shall be present if the SMF was requested to prepare an EPS to 5GS handover for the PDU session in the corresponding request.
When present, it shall be set as specified in clause 5.2.2.2.3.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if no GPSI IE is provided in the request, e.g. for a PDU session moved from another access or another system, and the SMF knows that a GPSI is already associated with the PDU session (or a GPSI is received from h-SMF for a HR PDU session).

When present, it shall contain the user's GPSI associated with the PDU session.
	

	smfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the SMF PDUSession service instance serving the SM Context, i.e. of:
-	the I-SMF, for a PDU session with I-SMF;
-	the V-SMF, for a HR PDU session; or
-	the SMF, for a non-roaming or an LBO roaming PDU session without I-SMF.
This IE may be used by the AMF to identify PDU session contexts affected by a failure or restart of the SMF service instance (see clause 6.2 of 3GPP TS 23.527 [24]).
	

	recoveryTime
	DateTime
	O
	0..1
	Timestamp when the SMF service instance serving the PDU session was (re)started (see clause 6.3 of 3GPP TS 23.527 [24]).
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 
	

	selectedSmfId
	NfInstanceId
	C
	0..1
	This IE shall be present if a new (h)SMF is selected e.g. by the new I/V-SMF, or a SCP between the new I/V-SMF and the (h)SMF. (NOTE 1)

When present, it shall contain the selected SMF NF Instance Id.

	DTSSA

	selectedOldSmfId
	NfInstanceId
	C
	0..1
	This IE shall be present if another old I/V-SMF(as alternative to the old I/V-SMF) is selected, e.g. by the new I/V-SMF, anchor SMF or a SCP between the new I/V-SMF and the old I/V-SMF. (NOTE 1)

When present, it shall contain the selected old I/V-SMF NF Instance Id.

	DTSSA

	interPlmnApiRoot
	Uri
	C
	0..1
	This IE should be present if the PDU session may be subject to inter-PLMN mobility and different SM context URIs shall be used for intra-PLMN and inter-PLMN signaling requests targeting the SM context.
When present, it shall contain the apiRoot of the SM context to be used in inter-PLMN signalling request targeting the SM context.
(NOTE 2)
	

	NOTE 1:	During an SmContext Creation procedure, e.g. for I-SMF insertion or I-SMF change procedure, when the new I/V-SMF attempts to contact the old I/V-SMF or (h)SMF by invoking Nsmf_PDUSession_Context Request, if a new (h)SMF and/or another old I/V-SMF has been re-selected (since the old I/V-SMF or the (h)SMF is not reachable) by the new I-/V-SMF or a SCP, the selected old I-/V-SMF and/or (h)SMF shall be returned to the AMF, in order to perform potential subsequent operations on the SMF hosting the resource, e.g. to release the SM Context on old I-/V-SMF, or to create SM Context on SMF when the I/V-SMF needs to be removed.
NOTE 2:	The SM Context URI returned in the Location header in the Create SM Context response shall contain an URI suitable for use in intra-PLMN signaling requests targeting the SM Context. During an inter-PLMN mobility, the target AMF shall replace the apiRoot of the smContextRef with the interPlmnApiRoot if available and send the resulting smContextRef in the Create SM Context request towards the target V-SMF, I-SMF or anchor SMF.



* * * Next Change * * * *

[bookmark: _Toc25073938][bookmark: _Toc34063121][bookmark: _Toc43120098][bookmark: _Toc49768153][bookmark: _Toc56434326][bookmark: _Toc138322250]6.1.6.2.10	Type: PduSessionCreatedData
Table 6.1.6.2.10-1: Definition of type PduSessionCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pduSessionType
	PduSessionType
	M
	1
	This IE shall indicate the selected PDU type.
	

	sscMode
	string
	M
	1
	This IE shall indicate the SSC mode applicable to the PDU session.
When present, it shall be encoded as one character in hexadecimal representation, taking a value of "0" to "7", representing the 3 bits of the SSC mode value of the SSC mode IE specified in clause 9.11.4.16 of 3GPP TS 24.501 [7].

Pattern: "^[0-7]$"

Example: SSC mode 3 shall be encoded as "3".
(NOTE 1).
	

	hcnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present for a HR PDU session, except when Control Plane CIoT 5GS Optimisation is enabled and data delivery via NEF is selected for this PDU session.

When present, this IE shall contain the N9 tunnel information of the home CN side, i.e. H-UPF.
	

	cnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present for a PDU session involving an I-SMF, except when Control Plane CIoT 5GS Optimisation is enabled and data delivery via NEF is selected for this PDU session.

When present, this IE shall contain the N9 tunnel information of	the PSA UPF.
	DTSSA

	additionalCnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present if a MA-PDU session is established for a UE registered over both 3GPP access and Non-3GPP access.
When present, it shall contain additional N9 tunnel information of the UPF controlled by the H-SMF or SMF. 
	MAPDU

	sessionAmbr
	Ambr
	C
	0..1
	This IE shall be present, except when Control Plane CIoT 5GS Optimisation is enabled for the PDU session.

When present, this IE shall contain the Session AMBR granted to the PDU session.
	

	qosFlowsSetupList
	array(QosFlowSetupItem)
	C
	1..N
	This IE shall be present, except when Control Plane CIoT 5GS Optimisation is enabled for the PDU session.

When present, this IE shall contain the full set of QoS flow(s) to establish for the PDU session. It shall contain at least the Qos flow associated to the default Qos rule.

In V-SMF/I-SMF insertion scenarios where no QoS Rule(s) associated to a QoS flow can or need to be sent to the UE, the qosRules attribute of the QosFlowSetupItem may be set to an empty string or to the latest QoS Rule(s) associated to the QoS flow. (NOTE 3)
	

	hSmfInstanceId
	NfInstanceId
	C
	0..1
	This IE shall be present for a HR PDU session. When present, it shall contain the identifier of the home SMF.
	

	smfInstanceId
	NfInstanceId
	C
	0..1
	This IE shall be present for a PDU session with an I-SMF. When present, it shall contain the identifier of the SMF.

	DTSSA

	pduSessionId
	PduSessionId
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover preparation using the N26 interface.
When present, it shall be set to the PDU Session ID. 
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover using the N26 interface.
When present, it shall contain:
-	the S-NSSAI assigned to the PDU session in the Home PLMN, for a HR PDU session;
-	the S-NSSAI assigned to the PDU session in the serving PLMN, for a PDU session with an I-SMF. The Snssai shall overwrite the S-NSSAI earlier stored in I-SMF, if they are different.
	

	additionalSnssai
	Snssai
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover using the N26 interface for LBO roaming case.
When present, this IE shall indicate the associated S-NSSAI in HPLMN for the PDU Session.
	

	enablePauseCharging
	boolean
	C
	0..1
	This IE shall be present, based on operator's policy, to enable the use of Pause of Charging for the PDU session (see clause 4.4.4 of 3GPP TS 23.502 [3]).

When present, it shall be set as follows:
- true: enable Pause of Charging;
- false (default): disable Pause of Charging. 
	

	ueIpv4Address
	Ipv4Addr
	C
	0..1
	This IE shall be present if the SMF assigns a UE IPv4 address to the PDU session. 
	

	ueIpv6Prefix
	Ipv6Prefix
	C
	0..1
	This IE shall be present if the SMF assigns a UE IPv6 prefix to the PDU session.
	

	n1SmInfoToUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the SMF needs to send N1 SM information to the UE that does not need to be interpreted by the V-SMF or I-SMF. When present, this IE shall reference the n1SmInfoToUe binary data (see clause 6.1.6.4.4). 
	

	epsPdnCnxInfo
	EpsPdnCnxInfo
	C
	0..1
	This IE shall be present if the PDU session may be moved to EPS during its lifetime.
	

	epsBearerInfo
	array(EpsBearerInfo)
	C
	1..N
	This IE shall be present if the PDU session may be moved to EPS during its lifetime.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 
	

	maxIntegrityProtectedDataRate
	MaxIntegrityProtectedDataRate
	C
	0..1
	This IE shall be present if the upSecurity IE is present and indicates that integrity protection is preferred or required.
When present, it shall indicate the maximum integrity protected data rate for uplink.
If the maxIntegrityProtectedDataRateDl IE is absent, this IE applies to both uplink and downlink.
(NOTE 6)
	

	maxIntegrityProtectedDataRateDl
	MaxIntegrityProtectedDataRate
	C
	0..1
	This IE may be present if the upSecurity IE is present and indicates that integrity protection is preferred or required.
When present, it shall indicate the maximum integrity protected data rate for downlink.
(NOTE 6)
	

	alwaysOnGranted
	boolean
	C
	0..1
	This IE shall be present if the alwaysOnRequested IE was received in the request or if the SMF determines, based on local policy, that the PDU session needs to be established as an always-on PDU session.

When present, it shall be set as follows:

- true: always-on PDU session granted.
- false (default): always-on PDU session not granted.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if no GPSI IE is provided in the request, e.g. for a PDU session moved from another access or another system, and the SMF knows that a GPSI is already associated with the PDU session.

When present, it shall contain the user's GPSI associated with the PDU session.
	

	upSecurity
	UpSecurity
	O
	0..1
	When present, this IE shall indicate the security policy for integrity protection and encryption for the user plane of the PDU session.
If this IE is present, it shall not indicate that integrity protection is preferred or required, if the maxIntegrityProtectedDataRate IE is not present (e.g. if UE Integrity Protection Maximum Data Rate is not available in the SMF).
(NOTE 6)
	

	roamingChargingProfile
	RoamingChargingProfile
	O
	0..1
	Roaming Charging Profile selected by the HPLMN (see clauses 5.1.9.1, 5.2.1.7 and 5.2.2.12.2 of 3GPP TS 32.255 [25]). 
	

	hSmfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the H-SMF service instance serving the PDU session, for a HR PDU session.
This IE may be used by the V-SMF to identify PDU sessions affected by a failure or restart of the H-SMF service (see clause 6.2 of 3GPP TS 23.527 [24]).
	

	smfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the SMF service instance serving the PDU session, for a PDU session with an I-SMF.
This IE may be used by the I-SMF to identify PDU sessions affected by a failure or restart of the SMF service (see clause 6.2 of 3GPP TS 23.527 [24]).
	DTSSA

	recoveryTime
	DateTime
	O
	0..1
	Timestamp when the SMF service instance serving the PDU session was (re)started (see clause 6.3 of 3GPP TS 23.527 [24]).
	

	dnaiList
	array(Dnai)
	C
	1..N
	This IE shall be present over N16a, if available and an I-SMF has been inserted into a PDU session, during the following procedures: PDU session establishment, Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover (see clause 4.23 of 3GPP TS 23.502 [3]).
When present, it shall include the list of DNAIs of interest for the PDU session for local traffic steering at the I-SMF.  
	DTSSA

	ipv6MultiHomingInd
	boolean
	C
	0..1
	This IE shall be present over N16a, if available and an I-SMF has been inserted into the PDU session during the following procedures: PDU session establishment, Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover (see clause 4.23 of 3GPP TS 23.502 [3]).

When present, it shall be set as follows:

- true: IPv6 multi-homing is permitted.
- false (default): IPv6 multi-homing is not allowed.
	DTSSA

	maAcceptedInd
	boolean
	C
	0..1
	This IE shall be present if a request to establish a MA PDU session was accepted or if a single access PDU session was upgraded into a MA PDU session (see clauses 4.22.2 and 4.22.3 of 3GPP TS 23.502 [3]).
When present, it shall be set as follows:

- true: MA PDU session
- false (default): single access PDU session
	MAPDU

	homeProvidedChargingId
	string
	O
	0..1
	When present, this IE shall contain the Home provided Charging ID (see 3GPP TS 32.255 [25]).
This IE shall be present during an EPS to 5GS Idle mode mobility or Handover of a HR PDU session. (NOTE 5)

The string shall encode the Charging ID (32-bit unsigned integer value, with maximum value "4294967295") in decimal representation.

Pattern: '^(0|([1-9]{1}[0-9]{0,9}))$'

(NOTE 8)
	

	nefExtBufSupportInd
	boolean
	C
	0..1
	This IE shall be present with value "true", if NEF has indicated Extended Buffering Support for mobile terminated data in SMF-NEF connection establishment response.
When present, this IE shall be set as following:
- true:	Extended Buffering supported by NEF
- false (default): Extended Buffering not supported by NEF
	CIOT

	smallDataRateControlEnabled
	boolean
	C
	0..1
	This IE shall be present and set to "true" if small data rate control is applicable on the PDU session.
When present, it shall be set as follows:
-	true: small data rate control is applicable.
-	false (default): small data rate control is not applicable.
	CIOT

	ueIpv6InterfaceId
	string
	C
	0..1
	This IE shall be present if the H-SMF/SMF has assigned IPv6 interface identifier to the UE during the PDU session establishment for the Home-routed Roaming scenario or for a PDU session with an I-SMF.
When present, it shall encode the UE IPv6 Interface Identifier to be used by the UE for its link-local address configuration with 16 hexadecimal digits.

Pattern: "^[A-Fa-f0-9]{16}$"
	

	ipv6Index
	IpIndex
	C
	0..1
	This IE shall be present if IPv6 Index has been received from PCF during SM Policy Creation. (NOTE 4)
	DTSSA

	dnAaaAddress
	IpAddress
	O
	0..1
	When present, this IE shall contain the address of DN-AAA server for UE IP Address allocation that has been received from UDM. (NOTE 4).
	DTSSA

	redundantPduSessionInfo
	RedundantPduSessionInformation
	C
	0..1
	This IE shall be present for a PDU session with an I-SMF, if Dual Connectivity based end to end Redundant User Plane Paths shall apply as specified in clause 5.33.2.1 of 3GPP TS 23.501 [2], regardless of whether the redundantPduSessionInfo IE was received or not in the request. If an RSN and/or PDU Session Pair ID was received from the UE, the same RSN and/or PDU Session Pair ID shall be returned in the response; additionally, if either the RSN or PDU Session Pair ID was not received from the UE, the anchor SMF shall determine and also return an RSN or PDU Session Pair ID respectively in the response. 
	DCE2ER

	nspuSupportInd
	boolean
	C
	0..1
	This IE shall be present and set to "true" if enablePauseCharging is set to "true" and if the (H-)SMF and PSA UPF support Notify Start Pause of Charging via user plane feature as specified in clause 5.30 of 3GPP TS 29.244 [29].

When present, it shall be set as follows:
-	true: Notify Start Pause of Charging via user plane feature is supported.
	

	interPlmnApiRoot
	Uri
	C
	0..1
	This IE should be present if the PDU session may be subject to inter-PLMN mobility and different PDU session context URIs shall be used for intra-PLMN and inter-PLMN signaling requests targeting the PDU session context.
When present, it shall contain the apiRoot of the PDU session context to be used in inter-PLMN signalling request targeting the PDU session context.
(NOTE 7)
	

	intraPlmnApiRoot
	Uri
	C
	0..1
	This IE should be present if the PDU session may be subject to inter-PLMN mobility and different PDU session context URIs shall be used for intra-PLMN and inter-PLMN signaling requests targeting the PDU session context.
When present, it shall contain the apiRoot of the PDU session context to be used in intra-PLMN signalling request targeting the PDU session context.
(NOTE 7)
	

	NOTE 1:	This IE contains information that the V-SMF or I-SMF only needs to transfer to the UE (without interpretation). It is sent as a separate IE rather than within the n1SmInfoToUE binary data because the Selected SSC mode IE is defined as a "V" IE (i.e. without a Type field) in the NAS PDU Session Establishment Accept message.
NOTE 2:	In scenarios with a V-SMF/I-SMF insertion, the V-SMF/I-SMF may receive in the Create Response some IEs it has already received during the earlier SM context retrieval from the SMF (e.g. due to the condition of presence of IEs in the Create Response). In such a case, the V-SMF/I-SMF shall overwrite the IEs earlier received with the new IEs received in the Create Response.
NOTE 3:	The V-SMF/I-SMF shall ignore any QoS Rule(s) associated to a QoS flow received in PduSessionCreatedData during V-SMF/I-SMF insertion scenarios where no QoS Rule(s) can be sent to the UE, i.e. during Registration, Inter NG-RAN node N2 based handover, and EPS to 5GS Idle mode mobility/handover using N26 interface procedures with V-SMF/I-SMF insertion, or during Service Request and Xn based handover procedures with I-SMF insertion. In such scenarios, the (H-)SMF shall initiate a subsequent PDU session modification procedure if it needs to change the QoS Rules associated to the QoS flows.
NOTE 4:	The I-SMF may use IPv6 index to assist in selecting how the IPv6 prefix is to be allocated for local PSA when IPv6 multi-homing is applied for the PDU session. If the IPv6 index indicates UE IP address allocation should be performed towards DN-AAA server, the DN-AAA server address may be included from the SMF to the I-SMF.
NOTE 5:	The chargingId IE in SmContext (see clause 6.1.6.2.39) shall be set to the value received in the homeProvidedChargingId IE during an EPS to 5GS Idle mode mobility or Handover of a HR PDU session.
NOTE 6:	During inter-system mobility from EPS to 5GS, the UE Integrity Protection Maximum Data Rate is not available at the SMF during PDU Session Creation. The UE will provide UE Integrity Protection Maximum Data Rate to the network within a subsequent UE triggered PDU session modification procedure, as specified in clause 4.3.3.2 of 3GPP TS 23.502 [3].
NOTE 7:	During an inter-PLMN mobility, after retrieving the SM context from the old V-SMF, I-SMF or anchor SMF, the target V-SMF or I-SMF shall replace the apiRoot of the pduSessionRef with the interPlmnApiRoot (if available) if the anchor SMF is not in the target PLMN, or with the intraPlmnApiRoot (if available) otherwise. The Operator Identifier in the DNN indicates the PLMN ID of the anchor SMF.
NOTE 8:	Usage of Charging ID with Uint32 value for roaming scenarios may lead to Charging ID collision between SMFs.



* * * Next Change * * * *

[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc138322354]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.2.3'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
    SmContextCreatedData:
      description: Data within Create SM Context Response
      type: object
      properties:
        hSmfUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        smfUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        additionalSnssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        upCnxState:
          $ref: '#/components/schemas/UpCnxState'
        n2SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoType:
          $ref: '#/components/schemas/N2SmInfoType'
        allocatedEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EbiArpMapping'
          minItems: 1
        hoState:
          $ref: '#/components/schemas/HoState'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        smfServiceInstanceId:
          type: string
        recoveryTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        selectedSmfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        selectedOldSmfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        interPlmnApiRoot:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
[…]
    PduSessionCreatedData:
      description: Data within Create Response
      type: object
      properties:
        pduSessionType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
        sscMode:
          type: string
          pattern: '^[0-7]$'
        hcnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        cnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        additionalCnTunnelInfo:
          $ref: '#/components/schemas/TunnelInfo'
        sessionAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ambr'
        qosFlowsSetupList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowSetupItem'
          minItems: 1
        hSmfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        smfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        additionalSnssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        enablePauseCharging:
          type: boolean
          default: false
        ueIpv4Address:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
        ueIpv6Prefix:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Prefix'
        n1SmInfoToUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        epsPdnCnxInfo:
          $ref: '#/components/schemas/EpsPdnCnxInfo'
        epsBearerInfo:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerInfo'
          minItems: 1
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        maxIntegrityProtectedDataRate:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        maxIntegrityProtectedDataRateDl:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        alwaysOnGranted:
          type: boolean
          default: false
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        upSecurity:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UpSecurity'
        roamingChargingProfile:
          $ref: 'TS32291_Nchf_ConvergedCharging.yaml#/components/schemas/RoamingChargingProfile'
        hSmfServiceInstanceId:
          type: string
        smfServiceInstanceId:
          type: string
        recoveryTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        dnaiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        ipv6MultiHomingInd:
          type: boolean
          default: false
        maAcceptedInd:
          type: boolean
          default: false
        homeProvidedChargingId:
          type: string
          pattern: '^(0|([1-9]{1}[0-9]{0,9}))$'
        nefExtBufSupportInd:
          type: boolean
          default: false
        smallDataRateControlEnabled:
          type: boolean
          default: false
        ueIpv6InterfaceId:
          type: string
          pattern: '^[A-Fa-f0-9]{16}$'
        ipv6Index:
          $ref: 'TS29519_Policy_Data.yaml#/components/schemas/IpIndex'
        dnAaaAddress:
          $ref: '#/components/schemas/IpAddress'
        redundantPduSessionInfo:
          $ref: '#/components/schemas/RedundantPduSessionInformation'
        nspuSupportInd:
          type: boolean
        interPlmnApiRoot:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        intraPlmnApiRoot:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
      required:
        - pduSessionType
        - sscMode
      oneOf:
        - required: [ hSmfInstanceId ]
        - required: [ smfInstanceId ]
[…]
* * * End of Changes * * * *
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