Page 1



3GPP TSG-CT WG4 Meeting #117
C4-233013
Gothenburg, SWEDEN; 21st – 25th August 2023

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.338
	CR
	0046
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	HSS-ID AVP type correction

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	TEI12
	
	Date:
	2023-07-11

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 












release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
…
Rel-16
(Release 16)
Rel-17
(Release 17)
Rel-18
(Release 18)
Rel-19
(Release 19)

	
	

	Reason for change:
	According to 29.230 the HSS-ID AVP is of type UTF8String.

	
	

	Summary of change:
	Type of HSS-ID is corrected to align with 29.230

	
	

	Consequences if not approved:
	Wrong type may result in interoperability problems.

	
	

	Clauses affected:
	6.3.3.1, 6.3.3.14

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


* * * First Change * * * *
6.3.3.1
General

The following table specifies the Diameter AVPs defined for the SGd/Gdd interface protocol, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted. The Vendor-ID header of all AVPs defined in this specification shall be set to 3GPP (10415).
For all AVPs which contain bit masks and are of the type Unsigned32, e.g., TFR-Flags, bit 0 shall be the least significant bit. For example, to get the value of bit 0, a bit mask of 0x0001 should be used.
Table 6.3.3.1/1: SGd/Gdd specific Diameter AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	SC-Address
	3300
	6.3.3.2
	OctetString
	M, V
	
	
	
	No

	SM-RP-UI
	3301
	6.3.3.3
	OctetString
	M, V
	
	
	
	No

	TFR-Flags
	3302
	6.3.3.4
	Unsigned32
	M, V
	
	
	
	No

	SM-Delivery- Failure-Cause
	3303
	6.3.3.5
	Grouped
	M, V
	
	
	
	No

	SM-Enumerated-Delivery-Failure-Cause
	3304
	6.3.3.6
	Enumerated
	M, V
	
	
	
	No

	SM-Diagnostic-Info
	3305
	6.3.3.7
	OctetString
	M, V
	
	
	
	No

	SM-Delivery-Timer
	3306
	6.3.3.10
	Unsigned32
	M, V
	
	
	
	No

	SM-Delivery-Start-Time
	3307
	6.3.3.11
	Time
	M, V
	
	
	
	No

	SMSMI-Correlation-ID
	3324
	6.3.3.13
	Grouped
	V
	
	
	M
	No

	HSS-ID
	3325
	6.3.3.14
	UTF8String
	V
	
	
	M
	No

	Originating-SIP-URI
	3326
	6.3.3.15
	UTF8String
	V
	
	
	M
	No

	Destination-SIP-URI
	3327
	6.3.3.16
	UTF8String
	V
	
	
	M
	No

	OFR-Flags
	3328
	6.3.3.12
	Unsigned32
	V
	
	
	M
	No

	Maximum-Retransmission-Time
	3330
	6.3.3.17
	Time
	V
	
	
	M
	No

	Requested-Retransmission-Time
	3331
	6.3.3.18
	Time
	V
	
	
	M
	No

	SMS-GMSC-Address
	3332
	6.3.3.19
	OctetString
	V
	
	
	M
	No

	NOTE 1:
The AVP header bit denoted as "M", indicates whether support of the AVP is required. The AVP header bit denoted as "V" indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 6733 [20].
NOTE 2:
If the M-bit is set for an AVP and the receiver does not understand the AVP, it shall return a rejection. If the M-bit is not set for an AVP, the receiver shall not return a rejection, whether or not it understands the AVP. If the receiver understands the AVP but the M-bit value does not match with the definition in this table, the receiver shall ignore the M-bit.


The following table specifies the Diameter AVPs re-used from existing Diameter Applications, including a reference to their respective specifications and when needed, a short description of their use within this interface.

Any other AVPs from existing Diameter Applications, except for the AVPs from Diameter base protocol specified in IETF RFC 6733 [20], do not need to be supported. The AVPs from Diameter base protocol specified in IETF RFC 6733 [20] are not included in table 6.3.3.1/2, but they may be re-used for this interface.
Table 6.3.3.1/2: SGd/Gdd re-used Diameter AVPs

	Attribute Name
	Reference
	Comments
	M-bit

	User-Name
	IETF RFC 6733 [20]
	
	Must

	User-Identifier
	3GPP TS 29.336 [15]
	
	

	MME-Number-for-MT-SMS
	3GPP TS 29.272 [4]
	
	

	SGSN-Number
	3GPP TS 29.272 [4]
	
	Must not

	Absent-User-Diagnostic-SM
	3GPP TS 29.338
	It is defined for the S6c interface, see subclause 5.3.3.20
	

	Supported-Features
	3GPP TS 29.229 [5]
	
	

	Feature-List-ID
	3GPP TS 29.229 [5]
	See subclause 6.3.3.8
	

	Feature-List
	3GPP TS 29.229 [5]
	See subclause 6.3.3.9
	

	DRMP
	IETF RFC 7944 [19]
	see section 6.3.3.20
	Must not set

	External-Identifier
	3GPP TS 29.336 [15]
	
	Must not

	NOTE 1: 
The M-bit settings for re-used AVPs override those of the defining specifications that are referenced. Values include: "Must set", "Must not set". If the M-bit setting is blank, then the defining specification applies.

NOTE 2:
If the M-bit is set for an AVP and the receiver does not understand the AVP, it shall return a rejection. If the M-bit is not set for an AVP, the receiver shall not return a rejection, whether or not it understands the AVP. If the receiver understands the AVP but the M-bit value does not match with the definition in this table, the receiver shall ignore the M-bit.


* * * Next Change * * * *
6.3.3.14
HSS-ID

The HSS-ID AVP is of type UTF8String. The definition and the composition of the HSS-ID are specified in 3GPP TS 23.003 [16].

* * * End of Change * * * *

