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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc138750050][bookmark: _Toc28012458][bookmark: _Toc36038416][bookmark: _Toc45133686][bookmark: _Toc51762440][bookmark: _Toc59017012][bookmark: _Toc129338932][bookmark: _Toc138750220][bookmark: historyclause]4.2.2.41	Initial provisioning of Packet Delay Variation monitoring requirement
The subscription to Packet Delay Variation is used by an NF service consumer to receive a notification about the variation of packet delay between UE and PSA UPF when the "XRM_5G" feature is supported. 
The NF service consumer shall use the "EventsSubscReqData" data type as described in clause 4.2.2.2 and shall include: 
-	the requested Packet Delay Variation parameter(s) to be measured (i.e. DL, UL and/or round trip packet delay) within the "pvdReqMonParams" attribute;
-	an entry of the "AfEventSubscription" data type per requested notification method in the "events" attribute with:
a)	the "event" attribute set to the value "PACK_DEL_VAR"; and
b)	the "notifMethod" attribute set to the value "EVENT_DETECTION", or "PERIODIC"; and
c)	when the "notifMethod" attribute is set to the value "PERIODIC", the periodic time for reporting and the maximum period with no packet delay variance measurement within the "repPeriod" attribute; and
d)	when the "notifMethod" attribute is set to the value "EVENT_DETECTION", the minimum waiting time between subsequent reports within the "waitTime" attribute and the maximum period with no packet delay variation within the "repPeriod" attribute;
-	when the "notifMethod" attribute set to the value "EVENT_DETECTION", the "pdvMon" attribute, with the required packet delay variation monitoring information:
a)	the delay threshold for downlink with the "repThreshDl" attribute;
b)	the delay threshold for uplink with the "repThreshUl" attribute; and/or
c)	the delay threshold for round trip with the "repThreshRp" attribute.
The NF service consumer shall include more than one "AfEventSubscription" data type within the "EventsSubscReqData" data type if more than one notification method is required. 
If the AF also subscribed to packet delay measurements and provided "directNotifInd" attribute in the request as described in clause 4.2.2.23, and the PCF determines that to calculate the Packet Delay Variations the packet delay measurements cannot be notified directly, the PCF shall set to DIRECT_NOTIF_NOT_POSSIBLE the "servAuthInfo" attribute in the HTTP response message. The PCF shall not provide the notification addresses and direct notification indication in the PCC rule. The PCF shall subscribe to receive the QoS Monitoring reports from SMF by setting the QoS Monitoring Policy Control Request Trigger.
The PCF shall reply to the AF as described in clause 4.2.2.2.
As result of this action, the PCF shall determine the QoS Monitoring information to derive packet delay variation measurements requested by the AF and shall set the appropriate subscription for QoS Monitoring for the corresponding PCC rule(s) as described in 3GPP TS 29.512 [8], 

*** End of Changes ***
