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	Reason for change:
	afAckInd and addrPreserInd attributes of Boolean data type included in TrafficInfluSubPatch data type are defined as nullable attributes in openAPI file definition, but it’s unclear the behaviour of the NEF when receiving NULL vaule for afAckInd and addrPreserInd attributes from the AF.


	
	

	Summary of change:
	A new NOTE is added for afAckInd and addrPreserInd attributes, indicating that the value of the property shall be set to NULL for removal, and in that case, the default value "false" applies.


	
	

	Consequences if not approved:
	It’s unclear the meaning of NULL value of Boolean data type.
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Additional discussion(if needed):
Proposed changes:
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This type represents a subscription of traffic influence parameters provided by the AF to the NEF. The structure is used for HTTP PATCH request.
Table 5.4.3.3.3-1: Definition of type TrafficInfluSubPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appReloInd
	boolean
	O
	0..1
	Identifies whether an application can be relocated once a location of the application has been selected.
(NOTE 1)
	

	trafficFilters
	array(FlowInfo)
	O
	1..N
	Identifies IP packet filters.
	

	ethTrafficFilters
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet filters.
	

	trafficRoutes
	array(RouteToLocation)
	O
	1..N
	Identifies the N6 traffic routing requirement.
(NOTE 1)
	

	sfcIdDl
	string
	O
	0..1
	Reference to a pre-configured steering of user traffic to service function chain in downlink. 
	SFC

	sfcIdUl
	string
	O
	0..1
	Reference to a pre-configured steering of user traffic to service function chain in uplink. 
	SFC

	metadata
	Metadata
	O
	0..1
	Contains opaque information for the service functions in the N6-LAN that is provided by AF and transparently sent to UPF.
	SFC

	tfcCorrInd
	boolean
	O
	0..1
	Indication of traffic correlation.
May only be included when "externalGroupId" attribute was included within the TrafficInfluSub data type previously.
It is used to indicate that for the group of UEs, the targeted PDU sessions should be correlated by a common DNAI. (NOTE 2)
	

	tfcCorreInfo
	TrafficCorrelationInfo
	O
	0..1
	Contains the information for traffic correlation. (NOTE 2)
	CommonEASDNAI

	tempValidities
	array(TemporalValidity)
	O
	1..N
	Indicates the time interval(s) during which the AF request is to be applied.
(NOTE 1)
	

	validGeoZoneIds
	array(string)
	O
	1..N
	Identifies a geographic zone that the AF request applies only to the traffic of UE(s) located in this specific zone.
(NOTE 1)
This attribute is deprecated; the attribute "geoAreas" should be used instead.
	

	geoAreas
	array(GeographicalArea)
	O
	1..N
	Identifies geographical areas within which the AF request applies. (NOTE 1)
This attribute deprecates validGeoZoneIds attribute.
	

	afAckInd
	boolean
	O
	0..1
	Identifies whether the AF acknowledgement of UP path event notification is expected.
(NOTE 3)
	URLLC

	addrPreserInd
	boolean
	O
	0..1
	Indicates whether UE IP address should be preserved.
(NOTE 13)
	URLLC

	simConnInd
	boolean
	O
	0..1
	Indication of simultaneous connectivity temporarily maintained for the source and target PSA. If it is included and set to "true", temporary simultaneous connectivity should be kept. 
	SimultConnectivity

	simConnTerm
	DurationSec
	O
	0..1
	Indication of the minimum time interval to be considered for inactivity of the traffic routed via the source PSA during the edge re-location procedure.
	SimultConnectivity

	maxAllowedUpLat
	UintegerRm
	O
	0..1
	Indicates the target user plane latency in units of milliseconds. The SMF may use this value to decide whether edge relocation is needed to ensure that the user plane latency does not exceed the value.
	AF_latency

	easIpReplaceInfos
	array(EasIpReplacementInfo)
	O
	1..N
	Contains EAS IP replacement information.
	EASIPreplacement

	easRedisInd
	boolean
	O
	0..1
	Indicates the EAS rediscovery is required for the application if it is included and set to "true". Defalult value is "false" if omitted.
The indication shall be invalid after it was applied unless it is provided again.
	EASDiscovery

	notificationDestination
	Link
	O
	0..1
	Contains the Callback URL to receive the notification from the NEF.
	

	eventReq
	ReportingInformation
	O
	0..1
	Indicates the event reporting requirements.

This attribute may be provided if the "EDGEAPP" feature is supported.
	EDGEAPP

	NOTE 1:	The value of the property shall be set to NULL for removal.
NOTE 2:	The "tfcCorrInd" attribute and the "tfcCorreInfo" attribute are mutually exclusive.
NOTE 3:	The value of the property shall be set to NULL for removal, and in that case, the default value "false" applies.
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