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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc136524105][bookmark: _Toc138693117][bookmark: _Toc136555595][bookmark: _Toc136851956][bookmark: _Hlk142230137][bookmark: _Toc11247907][bookmark: _Toc27045051][bookmark: _Toc36034102][bookmark: _Toc45132249][bookmark: _Toc49776534][bookmark: _Toc51747454][bookmark: _Toc66361036][bookmark: _Toc68105541][bookmark: _Toc74756173][bookmark: _Toc105675050][bookmark: _Toc130503120]5.2.6.1	General
This clause specifies the application data model supported by the API.
Table 5.2.6.1-1 specifies the data types defined for the Nnef_EASDeployment service based interface protocol.
Table 5.2.6.1-1: Nnef_EASDeployment specific Data Types
	Data type
	Section defined
	Description
	Applicability

	EasDeployInfoNotif
	5.2.6.2.3
	Represents notifications on EAS Deployment Information changes event(s) that occurred for an Individual EAS Deployment Event Subscription resource.
	

	EasDeploySubData
	5.2.6.2.2
	Represents EAS Deployment Information changes event(s) subscription data.
	

	EasDeployInfoData
	5.2.6.2.5
	Represents the EAS Deployment Information to be reported.
	

	EasDepNotification
	5.2.6.2.4
	Represents the EAS Deployment Notifcation.
	

	EasEvent
	5.2.6.3.3
	represents the EAS event.
	



Table 5.2.6.1-2 specifies data types re-used by the Nnef_EASDeployment service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnef_EASDeployment service based interface. 
Table 5.2.6.1-2: Nnef_EASDeployment re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DnaiInformation
	3GPP TS 29.522 [15]
	Represents the DNAI inormation including the DNS server identifier (consisting of IP address and port) and/or IP address(s) of the EAS in the local DN for the DNAI.
	

	[bookmark: _Hlk96603903]DnnSnssaiInformation
	3GPP TS 29.522 [15]
	Identifies a combination of (DNN, S-NSSAI).
	

	FqdnPatternMatchingRule
	3GPP TS 29.571 [16]
	Represents the FQDN pattern matching rule.
	

	GroupId
	3GPP TS 29.571 [16]
	Contains a Group identifier.
	

	RedirectResponse
	3GPP TS 29.571 [16]
	Contains redirection related information.
	ES3XX

	Uri
	3GPP TS 29.571 [16]
	Contains a URI.
	



*** End of Changes ***

